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**** first modified subclause ****
8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

3>
if the UE is in CELL_FACH state:

4>
if the UE is working on the secondary frequency: 

5>
begin measurements according to the stored control information for this measurement identity.

4>
else:

5>
may begin measurements according to the stored control information for this measurement identity.

2>
if the measurement type is "inter-frequency measurement" and the IE "Inter-frequency SI Acquisition" is included or if the measurement type is "inter-RAT measurement" and the IE "E-UTRA SI Acquisition" is included:

3>
if the IE "report criteria" is not set to "Periodical reporting criteria":

4>
the UE behaviour is not specified.

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type and after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY; or

3>
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements on at least one supported band of that measurement type; or

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE; or 

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE, and the frequency derived from  "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is same as the frequency of the secondary serving HS-DSCH cell:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

NOTE:
The UE is not required to perform measurements on cells for which it needs compressed mode but a suitable compressed mode pattern is not activated.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
2>
for measurement type "UE positioning measurement":

3>
if the UE is in CELL_FACH state:

4>
if IE "Positioning Method" is set to "OTDOA":

5>
if IE "Method Type" is set to "UE assisted":

6>
if IE "UE positioning OTDOA assistance data for UE assisted" is not included:

7>
if System Information Block type 15.4 is broadcast:

8>
read System Information Block type 15.4.

7>
act as specified in subclause 8.6.7.19.2.

5>
if IE "Method Type" is set to "UE based":

6>
if IE "UE positioning OTDOA assistance data for UE based" is not included:

7>
if System Information Block type 15.5 is broadcast:

8>
read System Information Block type 15.5.

7>
act as specified in subclause 8.6.7.19.2a.

2>
for measurement type "CSG Proximity detection":

3>
if the value of IE "UTRA CSG Proximity detection" is set to "enable":

4>
the UE shall perform CSG proximity detection function for UTRA cells whose CSG ID is in the UE's CSG whitelist;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any UTRA cells.

3>
if the value of IE "E-UTRA CSG Proximity detection" is set to "enable":
4>
the UE shall perform CSG proximity detection function for E-UTRA cells whose CSG ID is in the UE's CSG whitelist;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for E-UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any E-UTRA cells.

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.


1>
if the IE "Measurement command" has the value "modify":

2>
for all IEs present in the MEASUREMENT CONTROL message:

3>
if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by the IE "measurement identity":

4>
 for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

5>
 if the UE is in CELL_FACH state:

6>
perform the actions as specified below.

4>
if measurement type is set to "intra-frequency measurement", for any of the optional IEs "Intra-frequency measurement objects list", "Intra-frequency measurement quantity", "Intra-frequency reporting quantity", "Measurement Validity", "report criteria" and "parameters required for each event" (given "report criteria" is set to "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-frequency measurement", for any of the optional IEs "Inter-frequency measurement quantity", "Inter-frequency reporting quantity", "Measurement Validity", "Inter-frequency set update" and "parameters required for each event" (given "report criteria" is set to either "inter-frequency measurement reporting criteria" or "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-RAT measurement", for any of the optional IEs "Inter-RAT measurement objects list", "E-UTRA frequency list", "Inter-RAT measurement quantity", and "Inter-RAT reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning OTDOA assistance data" is present, for any of the optional IEs "UE positioning OTDOA neighbour cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-based", "UE positioning OTDOA neighbour cell info for UE-based" and "UE positioning" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "traffic volume measurement", for any of the optional IEs "Traffic volume measurement Object", "Traffic volume measurement quantity", "Traffic volume reporting quantity", and"Measurement Validity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "quality measurement", for the optional IE "Quality reporting quantity" if it is present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE internal measurement", for any of the optional IEs "UE internal measurement quantity", and "UE internal reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "CSG Proximity detection", for any of the IEs "UTRA CSG Proximity detection", and "E-UTRA CSG Proximity detection" that are present in the MEASUREMENT CONTROL message:

5>
replace all instances of the IEs listed above (and all their children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs received in the MEASUREMENT CONTROL message;

5>
leave all other stored information elements unchanged in the variable MEASUREMENT_IDENTITY.

3>
otherwise:

4>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if measurement type is set to "inter-frequency measurement":

3>
if "report criteria" is set to "intra-frequency measurement reporting criteria" and "reporting criteria" in "inter-frequency measurement quantity" is set to "intra-frequency reporting criteria":

4>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

4>
for 1.28 Mcps TDD, if the UE only uses one frequency:

5>
leave the currently stored "inter-frequency measurement reporting criteria" within "report criteria" and "inter-frequency reporting criteria" within "inter-frequency measurement quantity" unchanged, and continue to act on the information stored in these variables.

NOTE:
If the UTRAN wants to modify the inter-frequency cell info list for an inter-frequency measurement configured with event based reporting without repeating any IEs related to the configured events, one possibility is to set the IE "report criteria" to "intra-frequency measurement reporting criteria", not include the IE "parameters required for each event", and set the IE "reporting criteria" in the IE "inter-frequency measurement quantity" to "intra-frequency reporting criteria".

4>
for 1.28 Mcps TDD, if the UE uses multiple frequencies:

5>
use the content of MEASUREMENT CONTROL to replace the IEs related to MEASUREMENT_IDENTITY which have stored;

5>
not delete the unchanged values.
2>
for measurement types "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency, or that require measurements on another RAT:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type and after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY; or

3>
if, according to its measurement capabilities, the UE does not require compressed mode, on at least one supported band of that measurement type, to perform the measurements; or

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE; or

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell:

5>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands for one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is the same as the frequency of the secondary serving HS-DSCH cell:

5>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume the measurements according to the new stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume measurements according to the new stored control information for this measurement identity.

2>
for any other measurement type:

3>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-RAT measurement":

3> if "report criteria" is set to "inter-RAT measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "inter-RAT measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "inter-RAT measurement reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "inter-RAT measurement reporting criteria":

4>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "UE positioning measurement":

3>
if "reporting criteria" is set to "UE positioning reporting criteria":

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE positioning reporting criteria", or;

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE positioning reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "reporting criteria" is not set to "UE positioning reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "traffic volume measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "quality measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message;

3>
if "report criteria" is set to "quality measurement reporting criteria":

4>
if the value of "BLER reporting" in any instance of the IE "Quality reporting quantity" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message is set to TRUE:

5>
the UE behaviour is unspecified.

2>
for measurement type "UE internal measurement":

3>
if "report criteria" is set to "UE internal measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE internal measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE internal measurement reporting criteria" and if the IE "Parameters sent for each UE internal measurement event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "UE internal measurement reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.



1>
if the IE "measurement command" has the value "release":

2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.

1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":

3>
the UE behaviour is unspecified.

2>
if there is a pending "activation time" for a reconfiguration procedure that included the IE "DPCH Compressed mode info":

3>
the UE behaviour is unspecified.
2>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

3>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message;

4>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive" at the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

3>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

NOTE1:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

NOTE2:
The deactivation of pattern sequences only occurs as a result of RRC messages received by the UE, i.e. the UE does not set the "Current TGPS Status Flag" to "inactive" after the final gap of a finite length pattern sequence.

2>
after the time indicated by IE "TGPS reconfiguration CFN" has elapsed:

3>
activate the pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in this message is set to "activate" at the time indicated by IE "TGCFN"; and

3>
set the corresponding "Current TGPS status flag" for this pattern sequence in the variable TGPS_IDENTITY to "active"; and

3>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

3>
if the values of IE "TGPS reconfiguration CFN" and IE "TGCFN" are equal:

4>
start the concerned pattern sequence immediately at that CFN.

2>
not alter pattern sequences stored in variable TGPS_IDENTITY, if the pattern sequence is not identified in IE "TGPSI" in the received message.

1>
if the IE "CELL_DCH measurement occasion info LCR" is present:
2>
perform actions for the IE "CELL_DCH measurement occasion info LCR" as specified in subclause 8.6.7.26;
1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and the variable UE_CAPABILITY_TRANSFERRED has the DL "Measurement capability" for "FDD measurements" set to TRUE (the UE requires DL compressed mode in order to perform measurements on FDD):

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.

The UE may:

1>
if the IE "Measurement command" has the value "setup":

2>
for measurement type "UE positioning measurement":

3>
if the UE is CELL_FACH state:

4>
if IE "Positioning Method" is set to "GPS":

5>
if IE "UE positioning GPS assistance data" is not included and variable UE_POSITIONING_GPS_DATA is empty:

6>
if System Information Block types 15, 15.1, 15.2 and 15.3 are broadcast:

7>
read System Information Block types 15, 15.1, 15.2 and 15.3.

6>
act as specified in subclause 8.6.7.19.3.

5>
if IE "GANSS Positioning Methods" is present:

6>
for each GNSS indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included and variable UE_POSITIONING_GANSS_DATA does not contain data for that GNSS:

8>
if System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8 are broadcast:

9>
read System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8.

8>
act as specified in subclause 8.6.7.19.7.

1>
and the procedure ends.

**** next modified subclauses ****
14.2.1.1
Event 2a: Change of best frequency.
When event 2a is configured in the UE within a measurement, the UE shall:

1>
when the measurement is initiated or resumed:

2>
store the used frequency in the variable BEST_FREQUENCY_2A_EVENT.

1>
if equation 1 below has been fulfilled for a time period indicated by "Time to trigger" for a frequency included for that event and which is not stored in the variable BEST_FREQUENCY_2A_EVENT; or
1>
if this is for CSG measurement and if the virtual active set has been updated , and equation 1 below has been fulfilled for a time period indicated by "Time to trigger", for a frequency included for that event and which is stored in the variable BEST_FREQUENCY_2A_EVENT:
2>
send a measurement report with IEs set as below:

3>
set in "inter-frequency measurement event results":

4>
"inter-frequency event identity" to "2a"; and

4>
"Frequency info" to the frequency that triggered the event; and

4>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cells parameters ID" of the best primary CCPCH for TDD cells on that frequency, not taking into account the cell individual offset.

3> if a non-used frequency triggered the measurement report:
4> include in IE "Inter-frequency measured results list" the measured results for the non-used frequency that triggered the event, not taking into account the cell individual offset.

3>
if the used frequency triggered the measurement report:

4>
do not include the IE "Inter-frequency measured results list" in the measurement report.

3>
set the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset;

2>
update the variable BEST_FREQUENCY_2A_EVENT with that frequency.

1> if this is for CSG measurement and equation 1 below has been fulfilled but the virtual active set is updated before the elapse of  period indicated by "Time to trigger" for a frequency included for that event:
2>
restart evaluation of this event for this frequency.
Equation 1:
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The variables in the formula are defined as follows:

QNot Best is the quality estimate of a frequency not stored the "best frequency" in the variable BEST_FREQUENCY_2A_EVENT.

QBest is the quality estimate of the frequency stored in "best frequency" in the variable BEST_FREQUENCY_2A_EVENT.

H2a is the hysteresis parameter for the event 2a in that measurement.

14.2.1.2
Event 2b: The estimated quality of the currently used frequency is below a certain threshold and the estimated quality of a non-used frequency is above a certain threshold.
When an inter-frequency measurement configuring event 2b is set up, the UE shall:

1>
create a variable TRIGGERED_2B_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.

When event 2b is configured in the UE within a measurement, the UE shall:

1>
if equations 1 and 2 below have been fulfilled for a time period indicated by "Time to Trigger" from the same instant, respectively for one or several non-used frequencies included for that event and for the used frequency:

2>
if any of those non-used frequency is not stored in the variable TRIGGERED_2B_EVENT; or
2>
if this is for CSG measurement and if the virtual active set has been updated for any of those non-used frequency which are stored in the variable TRIGGERED_2B_EVENT:
3>
store the non-used frequencies that triggered the event and that were not previously stored in the variable TRIGGERED_2B_EVENT into that variable;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency measurement event results":

5>
"inter-frequency event identity" to "2b"; and

5>
for each non-used frequency that triggered the event, beginning with the best frequency:

6>
"Frequency info" to that non-used frequency; and

6>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cell parameters ID" of the best primary CCPCH for TDD cells on that non-used frequency, not taking into account the cell individual offset.

4>

include in IE "Inter-frequency measured results list" the measured results for each non-used frequency that triggered the event, not taking into account the cell individual offset;
4>
set the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset.

1>
if this is for CSG measurement and equations 1 and 2 below have been fulfilled but the virtual active set is updated before the elapse of  period indicated by "Time to trigger" for a frequency included for that event:
2>
restart evaluation of this event for this frequency.
1>
if equation 3 below is fulfilled for a non-used frequency stored in the variable TRIGGERED_2B_EVENT:

2>
remove that non-used frequency from the variable TRIGGERED_2B_EVENT.

1>
if equation 4 below is fulfilled for the used frequency:

2>
clear the variable TRIGGERED_2B_EVENT.

Triggering conditions:

Equation 1:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that becomes better than an absolute threshold.

TNon used 2b is the absolute threshold that applies for this non-used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

Equation 2:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2b is the absolute threshold that applies for the used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

Leaving triggered state condition:

Equation 3:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that is stored in the variable TRIGGERED_2B_EVENT.

TNon used 2b is the absolute threshold that applies for this non-used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

Equation 4:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2b is the absolute threshold that applies for the used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

14.2.1.3
Event 2c: The estimated quality of a non-used frequency is above a certain threshold
When an inter-frequency measurement configuring event 2c is set up, the UE shall:

1>
create a variable TRIGGERED_2C_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.

When event 2c is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for one or several non-used frequencies included for that event during the time "Time to trigger":

2>
if any of those non-used frequencies is not stored in the variable TRIGGERED_2C_EVENT; or
2>
if this is for CSG measurement and if the virtual active set has been updated for any of those non-used frequency which are stored in the variable TRIGGERED_2C_EVENT:
3>
store the non-used frequencies that triggered the event and that were not previously stored in the variable TRIGGERED_2C_EVENT into that variable;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency measurement event results":

5>
"inter-frequency event identity" to "2c"; and

5>
for each non-used frequency that triggered the event, beginning with the best frequency:

6>
"Frequency info" to that non-used frequency; and

6>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cell parameters ID" of the best primary CCPCH for TDD cells on that non-used frequency, not taking into account the cell individual offset.

4>

include in IE "Inter-frequency measured results list" the measured results for each non-used frequency that triggered the event, not taking into account the cell individual offset;

4>
set the IE "additional measured results" according to subclause 8.4.2 not taking into account the cell individual offset.
1>
if this is for CSG measurement and equation 1 below has been fulfilled but the virtual active set is updated before the elapse of  period indicated by "Time to trigger" for a non-used frequency included for that event:
2>
restart evaluation of this event for this frequency.
1>
if equation 2 below is fulfilled for a non-used frequency stored in the variable TRIGGERED_2C_EVENT:

2>
remove that non-used frequency from the variable TRIGGERED_2C_EVENT.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that becomes better than an absolute threshold.

TNon used 2c is the absolute threshold that applies for this non-used frequency in that measurement.

H2c is the hysteresis parameter for the event 2c.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency stored in the variable TRIGGERED_2C_EVENT.

TNon used 2c is the absolute threshold that applies for this non-used frequency in that measurement.

H2c is the hysteresis parameter for the event 2c.

14.2.1.4
Event 2d: The estimated quality of the currently used frequency is below a certain threshold
A UE shall be able to perform this measurement and the corresponding event reporting without requiring compressed mode.

When an inter-frequency measurement configuring event 2d is set up, the UE shall:

1>
create a variable TRIGGERED_2D_EVENT related to that measurement, which shall initially be set to FALSE;

1>
delete this variable when the measurement is released.

When event 2d is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for the used frequency during the time "Time to trigger":

2>
if the variable TRIGGERED_2D_EVENT is set to FALSE:

3>
set the variable TRIGGERED_2D_EVENT to TRUE;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency event results": "inter-frequency event identity" to "2d" and no IE "Inter-frequency cells", not taking into account the cell individual offset;

4>

include in IE "Inter-frequency measured results list" the measured results for the used frequency, not taking into account the cell individual offset;
4>
set the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset.

1>
if the variable TRIGGERED_2D_EVENT is set to TRUE and if equation 2 is fulfilled for the used frequency:

2>
set the variable TRIGGERED_2D_EVENT to FALSE.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2d is the absolute threshold that applies for the used frequency and event 2d.

H2d is the hysteresis parameter for the event 2d.

Leaving triggered state condition:

Equation 2:

[image: image9.wmf]2

/

2

2

d

d

Used

Used

H

T

Q

+

>


The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2d is the absolute threshold that applies for the used frequency and event 2d.

H2d is the hysteresis parameter for the event 2d.

14.2.1.5
Event 2e: The estimated quality of a non-used frequency is below a certain threshold
When an inter-frequency measurement configuring event 2e is set up, the UE shall:

1>
create a variable TRIGGERED_2E_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.

When event 2e is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for one or several non-used frequencies included for that event during the time "Time to trigger":

2>
if any of those non-used frequencies is not stored in the variable TRIGGERED_2E_EVENT; or
2>
if this is for CSG measurement and if the virtual active set has been updated for any of those non-used frequency which are stored in the variable TRIGGERED_2E_EVENT:
3>
store the non-used frequencies that triggered the event and that were not previously stored in the variable TRIGGERED_2E_EVENT into that variable;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency measurement event results":

5>
"inter-frequency event identity" to "2e"; and

5>
for each non-used frequency that triggered the event, beginning with the best frequency:

6>
"Frequency info" to that non-used frequency; and

6>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cell parameters ID" of the best primary CCPCH for TDD cells on that non-used frequency, not taking into account the cell individual offset.

4>

include in the IE "Inter-frequency measured results list" the measured results for each non-used frequency that triggered the event, not taking into account the cell individual offset;
4>
set the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset.

1>
if this is for CSG measurement and equation 1 below has been fulfilled but the virtual active set is updated before the elapse of  period indicated by "Time to trigger" for a non-used frequency included for that event:
2>
restart evaluation of this event for this frequency.
1>
if equation 2 below is fulfilled for a non-used frequency stored in the variable TRIGGERED_2E_EVENT:

2>
remove that non-used frequency from the variable TRIGGERED_2E_EVENT.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that becomes worse than an absolute threshold.

TNon used 2e is the absolute threshold that applies for that non-used frequency for that event.

H2e is the hysteresis parameter for the event 2e.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency stored in the variable TRIGGERED_2E_EVENT.

TNon used 2e is the absolute threshold that applies for that non-used frequency for that event.

H2e is the hysteresis parameter for the event 2e.

14.2.1.6
Event 2 f: The estimated quality of the currently used frequency is above a certain threshold
A UE shall be able to perform this measurement and the corresponding event reporting without requiring compressed mode.

When an inter-frequency measurement configuring event 2f is set up, the UE shall:

1>
create a variable TRIGGERED_2F_EVENT related to that measurement, which shall initially be set to FALSE;

1>
delete this variable when the measurement is released.

When event 2f is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for the used frequency during the time "Time to trigger":

2>
if the variable TRIGGERED_2F_EVENT is set to FALSE:

3>
set the variable TRIGGERED_2F_EVENT to TRUE;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency event results": "inter-frequency event identity" to "2f", and no IE "Inter-frequency cells";

4>

include in IE "Inter-frequency measured results list" the measured results for the used frequency, not taking into account the cell individual offset;
4>
set the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset.

1>
if the variable TRIGGERED_2F_EVENT is set to TRUE and if equation 2 is fulfilled for the used frequency:

2>
set the variable TRIGGERED_2F_EVENT to FALSE.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2f is the absolute threshold that applies for the used frequency and event 2f.

H2f is the hysteresis parameter for the event 2f.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2f is the absolute threshold that applies for the used frequency and event 2f.

H2f is the hysteresis parameter for the event 2f.
**** next modified subclauses ****
14.11
UE autonomous update of virtual active set on non-used frequency (FDD only)
In the text that follows:

-
a "non-used frequency" is a frequency that the UE has been ordered to measure upon but is not used for the connection. A "used frequency" is a frequency that the UE has been ordered to measure upon and is also currently used for the connection;

-
a "non-used frequency (resp. cell) considered in an inter-frequency measurement" shall be understood as a non-used frequency (resp. cell) included in the list of cells pointed at in the IE "cells for measurement" if it was received for that measurement, or otherwise as a non-used frequency (resp. cell) included in the "Inter-frequency cell info" part of the variable CELL_INFO_LIST.

For event-triggered inter frequency measurements it is possible to use intra-frequency measurement reporting events for support of maintenance of an active set associated with a non-used frequency considered in that measurement, a "virtual active set" and used in the evaluation of the frequency quality estimates. The "initial virtual active set" for a frequency is the virtual active set that is associated to that frequency just after a message was received that sets up or modifies the inter-frequency measurement.

The way the virtual active sets are initiated and updated for the non-used frequencies considered in an inter-frequency measurement is described in the two subclauses below.

The UE shall support a single virtual active set per non-used frequency for non-CSG measurements. If any measurement is configured for CSG cells (using CELL_INFO_CSG_LIST) then the UE shall additionally maintain a CSG virtual active set for this purpose.
The virtual active set is not initialised and maintained for an inter frequency measurement with periodic reporting. A virtual active set initialised and maintained by another inter-frequency measurement does not affect reporting of the periodic inter-frequency measurement.

14.11.1
Initial virtual active set
If the UE receives a MEASUREMENT CONTROL message that sets up or modifies an inter-frequency measurement and includes the IE "Inter-frequency set update"; or

If at least one cell can be measured on a non-used frequency for which the current virtual active set is empty (see subclause 14.11.2), the UE shall:

1>
for each non-used frequency Fi considered in the measurement where cells can be measured:

2>
if event 1a is configured for the used frequency in an intra-frequency measurement and the virtual active set is not used for evaluating cells in CELL_INFO_CSG_LIST:

3>
include in the initial virtual active set the Ni cells that have either the greatest downlink Ec/N0 or the greatest downlink RSCP after despreading or the lowest pathloss (the measurement quantity to be used is determined by the IE "intra-frequency measurement quantity" of the intra-frequency measurement from which the event 1a configuration is taken), among the cells on frequency Fi considered in that inter-frequency measurement, where:
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where:


N1a is the "Reporting deactivation threshold" included in the intra-frequency measurement for the first event 1a defined in the intra-frequency measurement with the lowest identity at the time the inter-frequency measurement was received with the IE "Inter-frequency set update" present.


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

2>
else if the virtual active set is used for evaluating cells in CELL_INFO_CSG_LIST and event 1c is configured for the used frequency in an intra-frequency measurement:
3>
include in the initial virtual active set 1 cell that has either the greatest downlink Ec/N0 or the greatest downlink RSCP after despreading or the lowest pathloss (the measurement quantity to be used is determined by the IE "intra-frequency measurement quantity" of the intra-frequency measurement from which the event 1c configuration is taken), among the cells on frequency Fi  in CELL_INFO_CSG_LIST.



[image: image16]
2>
else:
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where:


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

NOTE1:
The UE initialises the virtual active set with up to the maximum number of inter-frequency cells supported by the UE as defined in [19].

NOTE2:
If the UTRAN configures more than one measurement using events 2A, 2B, 2C or 2E  the UE measurement capabilities may be exceeded due to the necessary copying of 1A, 1B, 1C criteria.  To avoid this the UTRAN may configure one measurement to apply to multiple frequencies so that  the 1A, 1B, and 1C criteria will only be copied once.

NOTE3:
After a hard handover (see subclause 8.3.5), if the MEASUREMENT CONTROL message that restarts an inter-frequency measurement using the virtual active set does not include the IE "Inter-frequency set update", the UE behaviour regarding the virtual active set is not specified.

14.11.2
Virtual active set update during an inter-frequency measurement
For an inter-frequency measurement, the UE shall:

1>
apply the events of type 1a, 1b and 1c that were defined for the used frequency in other stored measurements of type "intra-frequency" at the time the inter-frequency measurement was last received with the IE "Inter-frequency set update" present; and

1>
update the virtual active set for the non-used frequencies considered in that measurement according to the following rules:

2>
if several events of type 1c were defined for the used frequency when the inter-frequency measurement was last received with the IE "Inter-frequency set update" present, and the inter-frequency measurement applies to cells in the CELL_INFO_CSG_LIST then only the first 1c event that was defined in the measurement with the lowest measurement identity shall apply to the non-used frequencies and replace the “Reporting activation threshold” with 0 to update the virtual active set;

2>
if several events of type 1a (resp. 1b,1c) were defined for the used frequency when the inter-frequency measurement was last received with the IE "Inter-frequency set update" present, only the first 1a event (resp 1b, 1c) that was defined in the measurement with the lowest measurement identity shall apply to the non-used frequencies;

2>
all the cells considered in the inter-frequency measurements shall be able to affect the reporting range for event 1a and 1b. (i.e. the IE "Cells forbidden to affect reporting range" possibly stored for the intra-frequency measurements on the used frequency does not apply to the non-used frequencies considered in the inter-frequency measurement);

2>
the IEs "amount of reporting" and "reporting interval" that were stored for the intra-frequency measurements on the used frequency shall not be considered if reports of the virtual active set updates are needed.

2>
the measurement quantity and filter coefficient to be used is determined by the IE "intra-frequency measurement quantity" of the intra-frequency measurement from which the intra-frequency event configuration configuration is taken.
NOTE:
If the measurement quantity and filter coefficients to be used differ for the 1a, 1b, and 1c events applied then the UE behaviour is unspecified.
1>
if event 1a is applicable to the non-used frequencies considered in the inter-frequency measurement, always only consider monitored cells that are not in the virtual active set for this event, and:

2>
when this event is triggered (according to the criteria described in subclause 14.1.2.1) by a cell for a non-used frequency considered in that measurement:

3>
if the "Reporting deactivation threshold" is equal to 0, or if the "Reporting deactivation threshold" is different from 0 and the number of cells included in the virtual active set for that frequency is less than or equal to the "Reporting deactivation threshold":

4>
add the primary CPICH that enters the reporting range to the "virtual active set".

2>
if event 1b is applicable for the non-used frequencies considered in that inter-frequency measurement, always only consider cells in the virtual active set for this event, and when this event is triggered (according to the criteria described in subclause 14.1.2.2) by a cell for a non-used frequency considered in that measurement:

3>
if the number of cells included in the virtual active set is greater than 1:

4>
remove the primary CPICH that leaves the reporting range from the "virtual active set".

2>
if event 1c is applicable for the non-used frequencies considered in that inter-frequency measurement, always only consider monitored cells for this event, and when this event is triggered (according to the criteria described in subclause 14.1.2.3) by a cell for a non-used frequency considered in that measurement:

3>
if the "Reporting activation threshold" is equal to 0, or if the "Reporting activation threshold" is different from 0 and the number of cells included in the virtual active set for that frequency is greater than or equal to the "Reporting activation threshold":

4>
rank all active and non-active primary CPICHs and take the n best cells to create a new "virtual active set", where n is the number of active primary CPICHs in the "virtual active set".

1>
if event 1c is applicable to the non-used frequencies considered in the inter-frequency measurement applying to cells in the CELL_INFO_CSG_LIST, always only consider cells in the CELL_INFO_CSG_LIST, and when this event is triggered (according to the criteria described in subclause 14.1.2.3) by a cell for a non-used frequency considered in that measurement :

2>
rank all active and non-active primary CPICHs and take the best cell to create a new "virtual active set".

1>
if Event 1a is not defined for the used frequency in other stored measurements of type "intra-frequency" at the time the inter-frequency measurement was set up and the virtual active set is not used for evaluating cells in CELL_INFO_CSG_LIST::
2>
the UE shall continuously update the virtual active set to consist of all cells on frequency Fi considered in that inter-frequency measurement.

NOTE:
The UE needs to only update the virtual active set with up to the maximum number of interfrequency cells supported by the UE as defined in [19].

If none of the cells that are considered in the measurement on this frequency were measured, the UE may treat the virtual active set as empty and follow the appropriate initialisation procedured in subclause 14.11.1 when any relevant cell can first be measured.

If a cell is a member of the virtual active set and is removed from the variable CELL_INFO_LIST or removed from the list of cells pointed at by the IE "Cells for measurement" for the inter-frequency measurement then the UE shall remove the cell from the virtual active set.

If an inter-frequency measurement that initialised a virtual active set is released, then any virtual active set associated with this measurement shall also be released.
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