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5.5.1
Introduction

The UE reports measurement information in accordance with the measurement configuration as provided by E-UTRAN. E-UTRAN provides the measurement configuration applicable for a UE in RRC_CONNECTED by means of dedicated signalling, i.e. using the RRCConnectionReconfiguration message.
The UE can be requested to perform the following types of measurements:

-
Intra-frequency measurements: measurements at the downlink carrier frequency of the serving cell.

-
Inter-frequency measurements: measurements at frequencies that differ from the downlink carrier frequency of the serving cell.

-
Inter-RAT measurements of UTRA frequencies.

-
Inter-RAT measurements of GERAN frequencies.

-
Inter-RAT measurements of CDMA2000 HRPD or CDMA2000 1xRTT frequencies.

The measurement configuration includes the following parameters:

1.
Measurement objects: The objects on which the UE shall perform the measurements.

-
For intra-frequency and inter-frequency measurements a measurement object is a single E-UTRA carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of cell specific offsets and a list of 'blacklisted' cells. Blacklisted cells are not considered in event evaluation or measurement reporting.

-
For inter-RAT UTRA measurements a measurement object is a set of cells on a single UTRA carrier frequency.

-
For inter-RAT GERAN measurements a measurement object is a set of GERAN carrier frequencies.

-
For inter-RAT CDMA2000 measurements a measurement object is a set of cells on a single (HRPD or 1xRTT) carrier frequency.

NOTE 1:
Some measurements using the above mentioned measurement objects, only concern a single cell, e.g. measurements used to report neighbouring cell system information, serving cell UE Rx- Tx time difference.

2.
Reporting configurations: A list of reporting configurations where each reporting configuration consists of the following:

-
Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description.

-
Reporting format: The quantities that the UE includes in the measurement report and associated information (e.g. number of cells to report).
3.
Measurement identities: A list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is used as a reference number in the measurement report.

4.
Quantity configurations: One quantity configuration is configured per RAT type. The quantity configuration defines the measurement quantities and associated filtering used for all event evaluation and related reporting of that measurement type. One filter can be configured per measurement quantity.
5.
Measurement gaps: Periods that the UE may use to perform measurements, i.e. no (UL, DL) transmissions are scheduled.

E-UTRAN only configures a single measurement object for a given frequency, i.e. it is not possible to configure two or more measurement objects for the same frequency with different associated parameters, e.g. different offsets and/ or blacklists. E-UTRAN may configure multiple instances of the same event e.g. by configuring two reporting configurations with different thresholds.

The UE maintains a single measurement object list, a single reporting configuration list, and a single measurement identities list. The measurement object list includes measurement objects, that are specified per RAT type, possibly including an intra-frequency object (i.e. the object corresponding to the serving frequency), inter-frequency object(s) and inter-RAT objects. Similarly, the reporting configuration list includes E-UTRA and inter-RAT reporting configurations. Any measurement object can be linked to any reporting configuration of the same RAT type. Some reporting configurations may not be linked to a measurement object. Likewise, some measurement objects may not be linked to a reporting configuration.

The measurement procedures distinguish the following types of cells:

1.
The serving cell.
2.
Listed cells - these are cells listed within the measurement object(s).

3.
Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the carrier frequency(ies) indicated by the measurement object(s).
For E-UTRA, the UE measures and reports on the serving cell, listed cells and detected cells. For inter-RAT UTRA, the UE measures and reports on listed cells and specific detected cells, if allowed by E-UTRAN. For inter-RAT GERAN, the UE measures and reports on detected cells. For inter-RAT CDMA2000, the UE measures and reports on listed cells.

NOTE 2:
For inter-RAT UTRA and CDMA2000, the UE measures and reports also on detected cells for the purpose of SON.

NOTE 3:
This specification is based on the assumption that typically CSG cells of home deployment type are not indicated within the neighbour list. Furthermore, the assumption is that for non-home deployments, the physical cell identity is unique within the area of a large macro cell (i.e. as for UTRAN).
Whenever the procedural specification, other than contained in sub-clause 5.5.2, refers to a field it concerns a field included in the VarMeasConfig unless explictly stated otherwise i.e. only the measurement configuration procedure covers the direct UE action related to the received measConfig.

<Cut until the next modified section>
5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to 'reportStrongestCellsForSON':

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to 'reportCGI':

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical, eventA1 or eventA2 is configured in the corresponding reportConfig:
5>
consider only the serving cell to be applicable;
4>
else:

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns UTRA:

4>
if the allowedDetectedCells is configured in the corresponding measObjectUTRA:
5>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList or in the allowedDetectedCells within the VarMeasConfig for this measId (i.e. the cell is included in the white-list or the range of physical cell identities for which detected cell reporting is allowed);

4>
else:
5>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to 'event' and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to 'reportCGI' and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

6.3.5
Measurement information elements

<Cut until the next modified section>
–
MeasObjectUTRA
The IE MeasObjectUTRA specifies information applicable for inter-RAT UTRA neighbouring cells.

MeasObjectUTRA information element
-- ASN1START

MeasObjectUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


offsetFreq






Q-OffsetRangeInterRAT

DEFAULT 0,


cellsToRemoveList




CellIndexList



OPTIONAL,


-- Need ON


cellsToAddModList




CHOICE {



cellsToAddModListUTRA-FDD


CellsToAddModListUTRA-FDD,



cellsToAddModListUTRA-TDD


CellsToAddModListUTRA-TDD


}















OPTIONAL,


-- Need ON


cellForWhichToReportCGI



CHOICE {



utra-FDD






PhysCellIdUTRA-FDD,



utra-TDD






PhysCellIdUTRA-TDD


}















OPTIONAL, 
-- Need ON


...,

[[
allowedDetectedCells-v930


PhysCellIdRangeUTRA-FDD
OPTIONAL

-- Need OR

]]

}

CellsToAddModListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModUTRA-FDD 

CellsToAddModUTRA-FDD ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellIdUTRA-FDD

}

CellsToAddModListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModUTRA-TDD 

CellsToAddModUTRA-TDD ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellIdUTRA-TDD

}

-- ASN1STOP

	MeasObjectUTRA field descriptions

	carrierFreq

Identifies UTRA carrier frequency for which this configuration is valid.

	cellsToRemoveList

List of cells to remove from the neighbouring cell list.

	cellsToAddModListUTRA-FDD
List of UTRA FDD cells to add/ modify in the neighbouring cell list.

	cellsToAddModListUTRA-TDD

List of UTRA TDD cells to add/modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.

	allowedDetectedCells
A range of physical cell identities for which UTRA-FDD detected cell reporting is allowed.


6.3.6
Other information elements

<Cut until the next modified section>
–
PhysCellIdRange
The IE PhysCellIdRange is used to encode either a single or a range of physical cell identities. The range is encoded by using a start value and by indicating the number of consecutive physical cell identities (including start) in the range.

PhysCellIdRange information element
-- ASN1START

PhysCellIdRange ::=



SEQUENCE {


start






PhysCellId,


range






ENUMERATED {











n4, n8, n12, n16, n24, n32, n48, n64, n84,











n96, n128, n168, n252, n504, spare2,











spare1} 




OPTIONAL
-- Need OP

}

-- ASN1STOP

	PhysCellIdRange field descriptions

	start

Indicates the lowest physical cell identity in the range.

	range

Indicates the number of physical cell identities in the range (including start). Value n4 corresponds with 4, n8 corresponds with 8 and so on. The UE shall apply value 1 in case the field is absent, in which case only the physical cell identity value indicated by start applies.


–
PhysCellIdRangeUTRA-FDD
The IE PhysCellIdRangeUTRA-FDD is used to encode either a single or a range of physical cell identities. The range is encoded by using a start value and by indicating the number of consecutive physical cell identities (including start) in the range.

PhysCellIdRangeUTRA-FDD information element
-- ASN1START

PhysCellIdRangeUTRA ::=



CHOICE {

fdd








SEQUENCE {



start







PhysCellIdentityUTRA-FDD,



range







INTEGER (2..512)



OPTIONAL
-- Need OP

}
-- ASN1STOP

	PhysCellIdRangeUTRA-FDD field descriptions

	start
Indicates the lowest physical cell identity in the range.

	range
Indicates the number of physical cell identities in the range (including start). The UE shall apply value 1 in case the field is absent, in which case only the physical cell identity value indicated by start applies.


<Note: the following ASN.1 definitions seem to be hanging at present?>
–
PhysCellIdentityUTRA-FDD

The IE PhysCellIdUTRA-FDD is used to indicate the physical layer identity of the cell, i.e. the primary scrambling code, as defined in TS 25.331 [19].
PhysCellIdUTRA-FDD information element
-- ASN1START

PhysCellIdUTRA-FDD ::=



INTEGER (0..511)

-- ASN1STOP
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