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9.2.1.1c
MAC-d or MAC-c headers for DTCH and DCCH (mapped on HS-DSCH, FDD and 1.28 Mcps TDD only)

In FDD and 1.28 Mcps TDD, the MAC-c/MAC-d PDU header for DTCH and DCCH mapped on HS-DSCH CELL_FACH, CELL_PCH state is as shown in figure 9.2.1.1c-1.

-
there is no MAC-d header included for DTCH and DCCH.

-
there is no MAC-c header included for DTCH and DCCH when UE dedicated H-RNTI is used.

-
the U-RNTI is only included as MAC-c header to MAC-d PDU for DCCH (SRB#1 only)when common H-RNTI is used
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Figure 9.2.1.1c-1: MAC-d/MAC-c PDU format for DTCH and DCCH mapped on HS-DSCH (FDD and 1.28 McpsTDD only)



9.2.1.2
MAC header for BCCH

a)
BCCH mapped to BCH:

-
no MAC header is included.

b)
BCCH mapped to FACH:

-
the TCTF field is included in MAC header. 

c)
in FDD and 1.28 Mcps TDD, when BCCH mapped to HS-DSCH 

-
the MAC-ehs header is included.
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Figure 9.2.1.2.1: MAC PDU formats for BCCH

9.2.1.3
MAC header for PCCH
There is no MAC header for PCCH when mapped on PCH. 

In FDD and 1.28 Mcps TDD when PCCH is mapped on HS-DSCH:

-
the MAC-ehs header is included as depicted in Figure 9.2.1.3-1. 
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Figure 9.2.1.3-1: MAC PDU format for PCCH (FDD and 1.28 Mcps TDD only)

9.2.1.4
MAC header for CCCH

CCCH mapped to RACH/FACH:

-
TCTF field is included in MAC header.

In FDD and 1.28 Mcps TDD, CCCH mapped to HS-DSCH and to E-DCH:

-
no MAC-c header is included.
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Figure 9.2.1.4-1: MAC PDU format for CCCH mapped to RACH/FACH (FDD and 1.28 Mcps TDD only)
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Figure 9.2.1.4-2: MAC-c PDU format for CCCH mapped to HS-DSCH or E-DCH (FDD and 1.28 Mcps TDD only)
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