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4.3.4.4
enhancedDualLayerFDD
This field defines whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for FDD.

4.3.4.5
enhancedDualLayerTDD
This field defines whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD.

NOTE:
Enhanced dual layer should be supported by Rel-9 UEs supporting TDD.

<Cut until the next modified section>
4.3.7.20
e-CSFB-1XRTT

Only applicable if the UE supports CDMA2000 1xRTT. This field defines whether the UE supports enhanced 1xRTT CS fallback.

4.3.7.21
e-CSFB-ConcPS-Mob1XRTT
Only applicable if the UE supports CDMA2000 1xRTT and CDMA2000 HRPD simultaneously. This field defines whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and handover/redirection to CDMA2000 HRPD.

4.3.7.22
e-RedirectionUTRA
This parameter defines whether the UE supports use of UTRA system information provided by RRCConnectionRelease upon redirection.

4.3.7.23
e-RedirectionGERAN
This parameter defines whether the UE supports use of GERAN system information provided by RRCConnectionRelease upon redirection.

4.3.7.24
dtm
This parameter defines whether the UE supports Dual Transfer Mode (DTM) in GERAN.

<Cut until the next modified section>
4.3.10
CSG Proximity Indication parameters
4.3.10.1
intraFreqProximityIndication
This parameter defines whether the UE supports proximity indication for intra-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

Conditions for setting this bit are FFS.

4.3.10.2
interFreqProximityIndication
This parameter defines whether the UE supports proximity indication for inter-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

Conditions for setting this bit are FFS.

4.3.10.3
utran-ProximityIndication
This parameter defines whether the UE supports proximity indication for UTRAN cells whose CSG IDs are in the UE’s CSG Whitelist.

4.3.11
Neighbour cell SI acquisition parameters
4.3.11.1
intraFreqSI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring intra-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].

Conditions for setting this bit are FFS.

4.3.11.2
interFreqSI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring inter-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].

Conditions for setting this bit are FFS.

4.3.11.3
utran-SI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring UMTS cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].

4.3.12
SON parameters
4.3.12
rach-Report
This parameter defines whether the UE supports delivery of rachReport upon request from the network.
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