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1. Overall Description:

In Rel-9, the CSFB has been enhanced with the possibility to include UTRAN and GERAN system information in the RRC connection release from E-UTRAN. Even though the RNC would like to keep UEs requesting CS connection in CELL_DCH state in general, the specification allows to move UE to CELL_FACH. However, for a UE performing an RRC Connection Request in UTRAN for the enhanced CSFB, it is not even possible to move the UE to CELL_FACH state, as not all system information is provided to the UE in the RRC Connection Release from E-UTRAN. 

One further issue to consider is that also in case the RRC Connection Request in UTRAN is for CSFB, RNC should not redirect the UE back to E-UTRAN with RRC Connection Reject.

During RAN2#70, RAN2 discussed the possible means to avoid the problems above. The understanding of companies in RAN2 was that Access Domain indicator in RRC Connection Request in UTRAN can be used to for this purpose. However, the necessary information to set the Access Domain indicator is provided by NAS layer, and RAN2 would like to confirm that Access Domain indicator is always set to indicate CS Domain for CSFB access, even if the UE has a remaining PS connection from LTE. 
2. Actions:

To CT1 and SA2 groups.

ACTION: 
RAN2 kindly asks CT1 and SA2 to confirm that Access Domain indicator will always be set to indicate CS Domain for CSFB access in UTRAN. 
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