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	Reason for change:
(

	For Enhanced CELL_FACH operation, there is currently an ambiguity on what RLC LI size the UE uses on the downlink  for CCCH(SRB#0). 
IE "DL UM RLC LI size" is a mandatory parameter from Rel-5 onwards though section 8.6.4.9 says in case the IE "DL UM RLC LI size" is not present use the LI size as 7 bit. 
But the  Note in 8.6.4.9 says “The case where this mandatory IE is not present is meant to handle the interaction with a network using an earlier release of the specification”, but for Enhanced CELL_FACH operation the network and the UE will be Rel-7. To take advantage of the HS channel, the UE and the network can use 15 bit LI.

	
	

	Summary of change:
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	It is specified for UE to use LI size of 15 bit for downlink  CCCH(SRB#0) during enhanced cell fach operation. 
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not approved:
	Impact analysis

Impacted functionality:

Enhanced Cell-FACH. The change only impacts the corrected functionality.

Inter-operability:

1. If the network is implemented according to the CR and the UE is not then the UE might not be able to receive DL data via HS-DSCH on CCCH(SRB#0) in CELL-FACH. 

2. If the UE is implemented according to the CR and the network is not then UE might not be able to receive DL data via HS-DSCH on CCCH(SRB#0) in CELL-FACH.
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13.6e
RB information parameters for signalling radio bearer RB 0 mapped on HS-DSCH and RACH
The following Radio Bearer parameter values apply for signalling radio bearer RB0, if UE and UTRAN support common channel mapping on HS-DSCH:

NOTE:
FDD only.

	Information element/ Group name
	Value
	Comment

	RLC info
	
	

	>Uplink RLC mode
	TM
	

	>>Transmission RLC discard
	omitted
	Neither discard is used, nor will there be a reset

	>>Segmentation indication
	FALSE
	

	>Downlink RLC mode
	UM
	

	>> dl-UM-RLC-LI-size
	15
	

	RB mapping info
	
	Single multiplexing option

	>Uplink mapping info
	
	

	>>UL transport channel
	RACH
	RACH corresponding with selected PRACH

	>>RLC size list
	N/A
	If available the size in the IE “Additional Dynamic Transport Format Information for CCCH” for the transport channel used.

Else the first TF defined in the Transport Format Set for the transport channel is used.

	>>MAC logical channel priority
	1
	

	>Downlink mapping info
	
	

	>>DL transport channel
	HS-DSCH
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