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**** first modified subclause ****
10.2.48.8.6
System Information Block type 3
The system information block type 3 contains parameters for cell selection and re-selection.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB4 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB4 is broadcast in the cell.

When the UE receives SIB3 in the System Information Container message, this IE is interpreted as FALSE.
	

	UTRAN mobility information elements
	
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB3/4 10.3.2.3
	
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	
	

	Domain Specific Access Restriction Parameters For PLMN Of MIB
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access Restriction Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	Domain Specific Access Restriction For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	>CHOICE barring representation
	MP
	
	
	
	REL-6

	>>Domain Specific Access Restriction List
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator1
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the first PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator2
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the second PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator3
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the third PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator4
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fourth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator5
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fifth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>Domain Specific Access Restriction Parameters For All
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters
	
	
	Domain Specific Access Restriction Parameters 10.3.1.3c
	This IE specifies the common Domain Specific Access  Restriction Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	Deferred measurement control reading
	OP
	
	Enumerated (TRUE)
	If present, the UE may apply deferred reading of SIB11, SIB11bis and SIB12. If not present, deferred reading may not be applied.
	REL-7

	>CHOICE mode
	OP
	
	
	If absent, the default reporting quantities are: "CPICH RSCP" (FDD) and "Primary CCPCH RSCP" (TDD).
	REL-7

	>>FDD
	
	
	
	
	REL-7

	>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP)
	
	REL-7

	>>TDD
	
	
	
	
	REL-7

	>>>Reporting quantity list
	MP
	1 to 2
	
	
	REL-7

	>>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated (Primary CCPCH RSCP, Timeslot ISCP)
	
	REL-7

	MBSFN only service
	OP
	
	Enumerated (TRUE)
	Indicates if the cell provides only MBMS services in MBSFN mode
	REL-7

	Paging Permission with Access Control Parameters For PLMN Of MIB
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission With Access Control Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	Paging Permission with Access Control For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	>CHOICE barring representation
	MP
	
	
	
	REL-8

	>>Paging Permission with Access Control List
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator1
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the first PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator2
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the second PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator3
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the third PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator4
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fourth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator5
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fifth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>Paging Permission with Access Control Parameters For All
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters
	MP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the common Paging Permission with Access Control Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	CSG Identity
	OP
	
	CSG Identity 10.3.2.8
	
	REL-8

	CSG PSC Split Information
	OP
	
	CSG PSC Split Information 10.3.2.9
	This IE specifies the Primary Scrambling Code reservation information for CSG Cells. 
	REL-8

	IMS Emergency Support Indicator
	OP
	
	Enumerated (supported)
	This IE specifies the support of IMS emergency call in the cell for limited service mode UE
	REL-9

	Optimised RACH message Support Indicator
	OP
	
	Enumerated (supported)
	This IE specifies the support of optimised RACH messages
	REL-10


**** next modified subclause ****
11.1
General message structure

Class-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ActiveSetUpdate,


ActiveSetUpdateComplete,


ActiveSetUpdateFailure,



AssistanceDataDelivery,


CellChangeOrderFromUTRAN,


CellChangeOrderFromUTRANFailure,


CellUpdate,


CellUpdate-r10,


CellUpdateConfirm-CCCH,


CellUpdateConfirm,

CounterCheck,


CounterCheckResponse,


DownlinkDirectTransfer,


ETWSPrimaryNotificationWithSecurity,


HandoverToUTRANComplete,


InitialDirectTransfer,


HandoverFromUTRANCommand-EUTRA,


HandoverFromUTRANCommand-GERANIu,


HandoverFromUTRANCommand-GSM,


HandoverFromUTRANCommand-CDMA2000,


HandoverFromUTRANFailure,


MBMSAccessInformation,


MBMSCommonPTMRBInformation,


MBMSCurrentCellPTMRBInformation,


MBMSGeneralInformation,


MBMSModificationRequest,


MBMSModifiedServicesInformation,


MBMSNeighbouringCellPTMRBInformation,


MBMSSchedulingInformation,


MBMSUnmodifiedServicesInformation,


MeasurementControl,

MeasurementControlFailure,


MeasurementReport,

PagingType1,


PagingType2,


PhysicalChannelReconfiguration,

PhysicalChannelReconfigurationComplete,


PhysicalChannelReconfigurationFailure,


PhysicalSharedChannelAllocation,

PUSCHCapacityRequest,


RadioBearerReconfiguration,

RadioBearerReconfigurationComplete,


RadioBearerReconfigurationFailure,


RadioBearerRelease,

RadioBearerReleaseComplete,


RadioBearerReleaseFailure,


RadioBearerSetup,


RadioBearerSetupComplete,


RadioBearerSetupFailure,


RRCConnectionReject,


RRCConnectionRelease,

RRCConnectionRelease-CCCH,

RRCConnectionReleaseComplete,


RRCConnectionRequest,


RRCConnectionRequest-r10,


RRCConnectionSetup,

RRCConnectionSetupComplete,


RRCStatus,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeFailure,


SignallingConnectionRelease,


SignallingConnectionReleaseIndication,


SystemInformation-BCH,


SystemInformation-FACH,


SystemInformationChangeIndication,


TransportChannelReconfiguration,

TransportChannelReconfigurationComplete,


TransportChannelReconfigurationFailure,


TransportFormatCombinationControl,


TransportFormatCombinationControlFailure,


UECapabilityEnquiry,


UECapabilityInformation,


UECapabilityInformationConfirm,


UplinkDirectTransfer,


UplinkPhysicalChannelControl,

URAUpdate,


URAUpdate-r10,


URAUpdateConfirm,


URAUpdateConfirm-CCCH,


UTRANMobilityInformation,


UTRANMobilityInformationConfirm,


UTRANMobilityInformationFailure

FROM PDU-definitions

-- User Equipment IEs :


IntegrityCheckInfo

FROM InformationElements;

///---------------- SKIPPED UNMODIFIED DEFINITIONS-----------------///

--**************************************************************

--

-- Uplink CCCH messages

--

--**************************************************************

UL-CCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




UL-CCCH-MessageType

}

UL-CCCH-MessageType ::= CHOICE {


cellUpdate






CellUpdate,


rrcConnectionRequest



RRCConnectionRequest,


uraUpdate






URAUpdate,


ul-CCCH-MessageType-r10



UL-CCCH-MessageType-r10
}
UL-CCCH-MessageType-r10 ::= CHOICE {


cellUpdate






CellUpdate-r10,


rrcConnectionRequest



RRCConnectionRequest-r10,


uraUpdate






URAUpdate-r10,


spare







NULL

}
**** next modified subclause ****
11.2
PDU definitions

///---------------- SKIPPED UNMODIFIED DEFINITIONS-----------------///

-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList

STARTList,



am-RLC-ErrorIndicationRb2-3or4

BOOLEAN,



am-RLC-ErrorIndicationRb5orAbove
BOOLEAN,



cellUpdateCause




CellUpdateCause,



-- TABULAR: RRC transaction identifier is nested in FailureCauseWithProtErrTrId



failureCause




FailureCauseWithProtErrTrId


OPTIONAL,



rb-timer-indicator



Rb-timer-indicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




cellUpdate-r3-add-ext


BIT STRING









(CONTAINING CellUpdate-r3-add-ext-IEs)

OPTIONAL,




v590NonCriticalExtensions
SEQUENCE {





cellUpdate-v590ext
CellUpdate-v590ext, 




v690NonCriticalExtensions

SEQUENCE {






cellUpdate-v690ext



CellUpdate-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







cellUpdate-v6b0ext



CellUpdate-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








cellUpdate-v770ext



CellUpdate-v770ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









cellUpdate-v860ext



CellUpdate-v860ext-IEs,








nonCriticalExtensions


SEQUENCE {}
OPTIONAL








}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

CellUpdate-r3-add-ext-IEs ::=

SEQUENCE {


cellUpdate-v7e0ext




CellUpdate-v7e0ext-IEs,


v7g0NonCriticalExtensions

SEQUENCE {



cellUpdate-v7g0ext



CellUpdate-v7g0ext-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


}

OPTIONAL

}
CellUpdate-v590ext ::= SEQUENCE {


establishmentCause



EstablishmentCause
OPTIONAL

}

CellUpdate-v690ext-IEs ::=


SEQUENCE {


-- User equipment IEs



cellUpdateCause-ext



CellUpdateCause-ext




OPTIONAL,



trafficVolumeIndicator


ENUMERATED { true }




OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,



reconfigurationStatusIndicator
ENUMERATED { true }




OPTIONAL

}

CellUpdate-v6b0ext-IEs ::=


SEQUENCE {


-- MBMS IEs



mbmsSelectedServices


MBMS-SelectedServicesShort


OPTIONAL

}

CellUpdate-v770ext-IEs ::=


SEQUENCE {


-- User equipment IEs


csCallType





ENUMERATED { speech, video, other, spare }
OPTIONAL,



hspdschReception-CellFach

ENUMERATED { true }




OPTIONAL,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



capabilityChangeIndicator

ENUMERATED { true }




OPTIONAL
}

CellUpdate-v7e0ext-IEs ::=


SEQUENCE {


-- User equipment IEs



supportForTwoDRXSchemesInPCH

ENUMERATED { true }



OPTIONAL

}

CellUpdate-v7g0ext-IEs ::=


SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

CellUpdate-v860ext-IEs ::=


SEQUENCE {


-- User equipment IEs


supportOfCommonEDCH



ENUMERATED { true }




OPTIONAL,



supportOfHS-DSCHDRXOperation
ENUMERATED { true }




OPTIONAL,



supportOfMACiis




ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation


ENUMERATED { true }




OPTIONAL,



supportOfControlChannelDRXOperation











ENUMERATED { true }




OPTIONAL

}

CellUpdate-r10 ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList

STARTList,



am-RLC-ErrorIndicationRb2-3or4

BOOLEAN,



am-RLC-ErrorIndicationRb5orAbove
BOOLEAN,



cellUpdateCause




CellUpdateCause,


cellUpdateCause-ext



CellUpdateCause-ext,


-- TABULAR: RRC transaction identifier is nested in FailureCauseWithProtErrTrId



failureCause




FailureCauseWithProtErrTrId


OPTIONAL,



rb-timer-indicator



Rb-timer-indicator,



establishmentCause



EstablishmentCause
OPTIONAL



trafficVolumeIndicator


ENUMERATED { true }




OPTIONAL,



csCallType





ENUMERATED { speech, video, other, spare }
OPTIONAL,



hspdschReception-CellFach

ENUMERATED { true }




OPTIONAL,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



capabilityChangeIndicator

ENUMERATED { true }




OPTIONAL


supportForTwoDRXSchemesInPCH
ENUMERATED { true }




OPTIONAL



supportOfCommonEDCH



ENUMERATED { true }




OPTIONAL,



supportOfHS-DSCHDRXOperation
ENUMERATED { true }




OPTIONAL,



supportOfMACiis




ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation


ENUMERATED { true }




OPTIONAL,



supportOfControlChannelDRXOperation











ENUMERATED { true }




OPTIONAL



spare8






ENUMERATED { true }




OPTIONAL,



spare7






ENUMERATED { true }




OPTIONAL,



spare6






ENUMERATED { true }




OPTIONAL,



spare5






ENUMERATED { true }




OPTIONAL,



spare4






ENUMERATED { true }




OPTIONAL,



spare3






ENUMERATED { true }




OPTIONAL,



spare2






ENUMERATED { true }




OPTIONAL,



spare1






ENUMERATED { true }




OPTIONAL,

-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,



measuredResultsOnRACH-v7g0ext
MeasuredResultsOnRACH-v7g0ext

OPTIONAL


reconfigurationStatusIndicator
ENUMERATED { true }




OPTIONAL


-- MBMS IEs



mbmsSelectedServices


MBMS-SelectedServicesShort


OPTIONAL


--
Non critical Extensions



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

///---------------- SKIPPED UNMODIFIED DEFINITIONS-----------------///

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







-- Reserved for future non critical extension







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










rrcConnectionRequest-v770ext

















RRCConnectionRequest-v770ext-IEs,










v7b0NonCriticalExtensions

SEQUENCE {











rrcConnectionRequest-v7b0ext

















RRCConnectionRequest-v7b0ext-IEs,











v860NonCriticalExtensions

SEQUENCE {












rrcConnectionRequest-v860ext

















RRCConnectionRequest-v860ext-IEs,












v7e0NonCriticalExtensions

SEQUENCE {













rrcConnectionRequest-v7e0ext

















RRCConnectionRequest-v7e0ext-IEs,













v7g0NonCriticalExtensions

SEQUENCE {














rrcConnectionRequest-v7g0ext

















RRCConnectionRequest-v7g0ext-IEs,














v920NonCriticalExtensions

SEQUENCE {















rrcConnectionRequest-v920ext

















RRCConnectionRequest-v920ext-IEs,















nonCriticalExtensions

















SEQUENCE {}

OPTIONAL














}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}

RRCConnectionRequest-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL

}

RRCConnectionRequest-v4b0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator


AccessStratumReleaseIndicator

}

RRCConnectionRequest-v590ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



predefinedConfigStatusInfo


BOOLEAN
}

RRCConnectionRequest-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq


OPTIONAL,



domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



}

}

RRCConnectionRequest-v6b0ext-IEs ::=
SEQUENCE {


-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL

}

RRCConnectionRequest-v6e0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-v770ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,



hspdschReception-CellFach


ENUMERATED { true }




OPTIONAL,



mac-ehsSupport





ENUMERATED { true }




OPTIONAL,



discontinuousDpcchTransmission

ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7b0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportForE-FDPCH




ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7e0ext-IEs ::=
SEQUENCE {



supportForCSVoiceoverHSPA


ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7g0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

RRCConnectionRequest-v860ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportOfCommonEDCH




ENUMERATED { true }




OPTIONAL,



multiCellSupport




ENUMERATED { true }




OPTIONAL,



pre-redirectionInfo




Pre-RedirectionInfo




OPTIONAL,



supportOfMACiis





ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v920ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportOfDualCellMIMO



ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-r10 ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity




InitialUE-Identity,



establishmentCause




EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator



ProtocolErrorIndicator,



uESpecificBehaviourInformation1idle
UESpecificBehaviourInformation1idle

OPTIONAL,


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


predefinedConfigStatusInfo


BOOLEAN,


ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,



supportForFDPCH





ENUMERATED { true }


OPTIONAL,


ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,



hspdschReception-CellFach


ENUMERATED { true }




OPTIONAL,



mac-ehsSupport





ENUMERATED { true }




OPTIONAL,



discontinuousDpcchTransmission

ENUMERATED { true }




OPTIONAL,


supportForE-FDPCH




ENUMERATED { true }




OPTIONAL,


supportForCSVoiceoverHSPA


ENUMERATED { true }




OPTIONAL,


supportOfCommonEDCH




ENUMERATED { true }




OPTIONAL,



multiCellSupport




ENUMERATED { true }




OPTIONAL,



pre-redirectionInfo




Pre-RedirectionInfo




OPTIONAL,



supportOfMACiis





ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }




OPTIONAL,


supportOfDualCellMIMO



ENUMERATED { true }




OPTIONAL,


spare8







ENUMERATED { true }




OPTIONAL,



spare7







ENUMERATED { true }




OPTIONAL,



spare6







ENUMERATED { true }




OPTIONAL,



spare5







ENUMERATED { true }




OPTIONAL,



spare4







ENUMERATED { true }




OPTIONAL,



spare3







ENUMERATED { true }




OPTIONAL,



spare2







ENUMERATED { true }




OPTIONAL,



spare1







ENUMERATED { true }




OPTIONAL,

-- Measurement IEs



measuredResultsOnRACH



MeasuredResultsOnRACH



OPTIONAL,



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL,



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL,


domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



},

-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL,

--
Non critical Extensions



nonCriticalExtensions



SEQUENCE {} 
OPTIONAL

}
///---------------- SKIPPED UNMODIFIED DEFINITIONS-----------------///

-- ***************************************************

--

-- URA UPDATE

--

-- ***************************************************

URAUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



ura-UpdateCause




URA-UpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithMoreInfo,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




uraUpdate-r3-add-ext

BIT STRING








(CONTAINING URAUpdate-r3-add-ext-IEs)

OPTIONAL,




v770NonCriticalExtensions
SEQUENCE {





uraUpdate-v770ext


UraUpdate-v770ext-IEs,





v860NonCriticalExtensions
SEQUENCE {






uraUpdate-v860ext


URAUpdate-v860ext-IEs,






nonCriticalExtensions

SEQUENCE {}

OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

URAUpdate-r3-add-ext-IEs ::=

SEQUENCE {


uraUpdate-v7e0ext




URAUpdate-v7e0ext-IEs,


nonCriticalExtensions



SEQUENCE {}

OPTIONAL

}
UraUpdate-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs


support-hsdschReception-CellUraPch

ENUMERATED { true }



OPTIONAL,


support-hsdschReception-CellFach

ENUMERATED { true }



OPTIONAL
}

URAUpdate-v7e0ext-IEs ::=


SEQUENCE {


-- User equipment IEs



supportForTwoDRXSchemesInPCH

ENUMERATED { true }



OPTIONAL

}

URAUpdate-v860ext-IEs ::= SEQUENCE {


-- User equipment IEs


supportOfHS-DSCHDRXOperation


ENUMERATED { true }



OPTIONAL,


supportOfCommonEDCH





ENUMERATED { true }



OPTIONAL,


supportOfMACiis






ENUMERATED { true }



OPTIONAL

}

URAUpdate-r10 ::= SEQUENCE {


-- User equipment IEs



u-RNTI







U-RNTI,



ura-UpdateCause





URA-UpdateCause,



protocolErrorIndicator



ProtocolErrorIndicatorWithMoreInfo,



support-hsdschReception-CellUraPch
ENUMERATED { true }



OPTIONAL,



support-hsdschReception-CellFach
ENUMERATED { true }



OPTIONAL


supportForTwoDRXSchemesInPCH

ENUMERATED { true }



OPTIONAL



supportOfHS-DSCHDRXOperation

ENUMERATED { true }



OPTIONAL,



supportOfCommonEDCH




ENUMERATED { true }



OPTIONAL,



supportOfMACiis





ENUMERATED { true }



OPTIONAL



spare8







ENUMERATED { true }



OPTIONAL,



spare7







ENUMERATED { true }



OPTIONAL,



spare6







ENUMERATED { true }



OPTIONAL,



spare5







ENUMERATED { true }



OPTIONAL,



spare4







ENUMERATED { true }



OPTIONAL,



spare3







ENUMERATED { true }



OPTIONAL,



spare2







ENUMERATED { true }



OPTIONAL,



spare1







ENUMERATED { true }



OPTIONAL,

--
Non critical Extensions



nonCriticalExtensions



SEQUENCE {}
OPTIONAL

}

**** next modified subclause ****
11.3
Information element definitions

///---------------- SKIPPED UNMODIFIED DEFINITIONS-----------------///

SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType3-v4b0ext


SysInfoType3-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType3-v590ext


SysInfoType3-v590ext,





v5c0NoncriticalExtension

SEQUENCE {






sysInfoType3-v5c0ext


SysInfoType3-v5c0ext-IEs,






v670NonCriticalExtension


SEQUENCE {







sysInfoType3-v670ext



SysInfoType3-v670ext,







v770NonCriticalExtension


SEQUENCE {








sysInfoType3-v770ext



SysInfoType3-v770ext-IEs,








v830NonCriticalExtension


SEQUENCE {









sysInfoType3-v830ext



SysInfoType3-v830ext-IEs,









v860NonCriticalExtension


SEQUENCE {










sysInfoType3-v860ext



SysInfoType3-v860ext-IEs,










v870NonCriticalExtension


SEQUENCE {











sysInfoType3-v870ext


SysInfoType3-v870ext-IEs,











v900NonCriticalExtension

SEQUENCE {












sysInfoType3-v920ext

SysInfoType3-v920ext-IEs,












vaxyNonCriticalExtension

SEQUENCE {













sysInfoType3-vaxyext

SysInfoType3-vaxyext-IEs,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL












}






OPTIONAL











}






OPTIONAL










}






OPTIONAL









}






OPTIONAL








}






OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType3-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType3-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL
}

SysInfoType3-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType3-v670ext ::= SEQUENCE {


 
domainSpecificAccessRestrictionParametersForPLMNOfMIB










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestictionForSharedNetwork










DomainSpecificAccessRestrictionForSharedNetwork-v670ext
OPTIONAL

}

SysInfoType3-v770ext-IEs ::=

SEQUENCE {


deferredMeasurementControlReadingSupport












DeferredMeasurementControlReadingSupport
OPTIONAL,


q-QualMin-Offset





Q-QualMin-Offset



OPTIONAL,


q-RxlevMin-Offset





Q-RxlevMin-Offset



OPTIONAL,


mbsfnOnlyService





MBSFNOnlyService



OPTIONAL

}

SysInfoType3-v830ext-IEs ::=

SEQUENCE {


pagingPermissionWithAccessControlParametersForPLMNOfMIB











PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForSharedNetwork











PagingPermissionWithAccessControlForSharedNetwork
OPTIONAL

}

SysInfoType3-v860ext-IEs ::=

SEQUENCE {


csgIdentity






CSG-Identity






OPTIONAL,

csg-PSCSplitInfo




CSG-PSCSplitInfo





OPTIONAL

}

SysInfoType3-v870ext-IEs ::=

SEQUENCE {


cellAccessRestriction



CellAccessRestriction-v870ext


OPTIONAL

}

SysInfoType3-v920ext-IEs ::=

SEQUENCE {


imsEmergencySupportIndicator

ENUMERATED { supported }


OPTIONAL

}

SysInfoType3-vaxyext-IEs ::=

SEQUENCE {


optimisedRACHMessageSupportIndicator
ENUMERATED { supported }


OPTIONAL

}

SysInfoType4 ::=




SEQUENCE {


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType4-v4b0ext


SysInfoType4-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType4-v590ext


SysInfoType4-v590ext,





v5b0NonCriticalExtension

SEQUENCE {






sysInfoType4-v5b0ext


SysInfoType4-v5b0ext-IEs,






v5c0NonCriticalExtension


SEQUENCE {







sysInfoType4-v5c0ext



SysInfoType4-v5c0ext-IEs,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType4-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}
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