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5.4.4
Handover from E-UTRA preparation request (CDMA2000)

5.4.4.1
General
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Figure 5.4.4.1-1: Handover from E-UTRA preparation request

The purpose of this procedure is to trigger the UE to prepare for handover or enhanced 1xRTT CS fallback to CDMA2000 by requesting a connection with this network. The UE may use this procedure to concurrently prepare for handover to CDMA2000 HRPD along with preparation for enhanced CS fallback to CDMA2000 1xRTT. This procedure applies to CDMA2000 capable UEs only.

The handover from E-UTRA preparation request procedure applies when signalling radio bearers are established.

5.4.4.2
Initiation

E-UTRAN initiates the handover from E-UTRA preparation request procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message or CS fallback indication for the UE, by sending a HandoverFromEUTRAPreparationRequest message. E-UTRA initiates the procedure only when AS security has been activated.

5.4.4.3
Reception of the HandoverFromEUTRAPreparationRequest by the UE

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:

1>
indicate the request to prepare handover or enhanced 1xRTT CS fallback and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to 'type1XRTT':

2>
forward the rand and the mobilityParameters to the CDMA2000 upper layers;

1>
if concurrPrepCDMA2000-HRPD is present in the received message:

2>
forward concurrPrepCDMA2000-HRPD to the CDMA2000 upper layers;

1>
else

2>
forward concurrPrepCDMA2000-HRPD, with its value set to FALSE, to the CDMA2000 upper layers;

Reference, no changes
–
HandoverFromEUTRAPreparationRequest (CDMA2000)

The HandoverFromEUTRAPreparationRequest message is used to trigger the handover preparation procedure with a CDMA2000 RAT. This message is also used to trigger a tunneled preparation procedure with a CDMA2000 1xRTT RAT to obtain traffic channel resources for the enhanced CS fallback to CDMA2000 1xRTT, which may also involve a concurrent preparation for handover to CDMA2000 HRPD.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

HandoverFromEUTRAPreparationRequest message
-- ASN1START

HandoverFromEUTRAPreparationRequest ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




handoverFromEUTRAPreparationRequest-r8













HandoverFromEUTRAPreparationRequest-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverFromEUTRAPreparationRequest-r8-IEs ::= SEQUENCE {


cdma2000-Type




CDMA2000-Type,


rand






RAND-CDMA2000



OPTIONAL,  -- Cond cdma2000-Type


mobilityParameters



MobilityParametersCDMA2000
OPTIONAL,  -- Cond cdma2000-Type


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-v890-IEs
OPTIONAL

}

HandoverFromEUTRAPreparationRequest-v890-IEs ::= SEQUENCE {


lateR8NonCriticalExtension


OCTET STRING



OPTIONAL,
-- Need OP


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-v920-IEs
OPTIONAL

}

HandoverFromEUTRAPreparationRequest-v920-IEs ::= SEQUENCE {


concurrPrepCDMA2000-HRPD-r9

BOOLEAN





OPTIONAL,
-- Cond cdma2000-Type

nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

-- ASN1STOP

	HandoverFromEUTRAPreparationRequest field descriptions

	concurrPrepCDMA2000-HRPD

Value TRUE indicates that upper layers should initiate concurrent preparation for handover to CDMA2000 HRPD in addition to preparation for enhanced CS fallback to CDMA2000 1xRTT.


	Conditional presence
	Explanation

	cdma2000-Type
	The field is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not present.
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