Page 1



3GPP TSG-RAN WG2 Meeting #70bis
 R2-103951
Stockholm, Sweden, 28 June - 2 July 2010

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.331
	CR
	
	(

rev
	-
	(

Current version:
	9.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Corrections to TS36.331 on MeasConfig IE

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI9, LTE_L23
	
	Date: (

	28/062010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In RRC specification 36.331, the ASN.1 of measObject is included in IE MeasObjectToAddModList, not directly included in MeasConfig, however the field descriptions of measObject is listed under the IE MeasConfig. 
In addtiontion, from our understanding, the content of measObject already calearly shows the usage of this IE, so no field description seems necessary similar as there is no field description for MeasId.
The same situation applies for the field describtion of measObjectId, reportConfigId and reportConfigId.

	
	

	Summary of change:
(

	Remove the field describtion of measObject, measObjectId, reportConfigId and reportConfigId from MeasConfig.
Impact analysis
Impacted functionality:
This CR only impacts the measurement funtion.

Inter-operability:
  There is no inter-operability impact..

	
	

	Consequences if 
(

not approved:
	It may lead to unnecessary confusion that the measObject, measObjectId, reportConfigId and reportConfigId are directly included in IE MeasConfig.

	
	

	Clauses affected:
(

	6.3.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.3.5 Measurement information elements
<Omitted part>
–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element
-- ASN1START

MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL, 
-- Need OP


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...

}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	measObjectToRemoveList

List of measurement objects to remove.

	


	


	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	


	


	measIdToRemoveList

List of measurement identities to remove.

	measGapConfig

Used to setup and release measurement gaps.

	s-Measure

Serving cell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value “0” indicates to disable s-Measure.

	PreRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	timeToTrigger-SF

The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE’s speed state.
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