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1
Introduction
This contribution provides a draft CR to add a global module identifier to the LPP ASN.1 definition in order to allow selected data types to be exported to other specifications – for example to a specification being developed in OMA to create an extension  to LPP. It is also proposed to look at the possibility of splitting the LPP ASN.1 definition into several smaller modules but without changing the structure and ordering of the current definitions. Accordingly 2 draft CRs are attached. In one, a global module identifier is added to the existing single LPP ASN.1 module. In the other, the ASN.1 is split into a number of smaller modules. Having smaller modules may reduce the complexity of compilation, particularly when not all LPP positioning methods are supported.
It is believed that both CRs are backward compatible though it would be useful to have this confirmed.
Note that proposal of particular EXPORTS statements needs to await a specific request from OMA and is thus omitted from both draft CRs (though might be included in a later final CR).

2
Proposal

It is proposed that RAN2 review the attached draft CRs and decide which may be acceptable in Rel-9. A final version of the preferred CR can be provided at RAN2#71. 
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6.2
LPP PDU Structure

–
LPP-PDU-Definitions

This ASN.1 segment is the start of the LPP PDU definitions.

-- ASN1START

LPP-PDU-Definitions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-PDU-Definitions (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- ASN1STOP

–
LPP-Message

The LPP-Message provides the complete set of information for an invocation or response pertaining to an LPP transaction.

-- ASN1START

LPP-Message ::= SEQUENCE {


transactionID


LPP-TransactionID
OPTIONAL,
-- Need ON


endTransaction


BOOLEAN,


sequenceNumber


SequenceNumber

OPTIONAL,
-- Need ON


acknowledgment


Acknowledgment

OPTIONAL,
-- Need ON


lpp-MessageBody


LPP-MessageBody

OPTIONAL
-- Need ON

}

SequenceNumber ::= INTEGER (0..255)

Acknowledgment ::= SEQUENCE {


ackRequested
BOOLEAN,


ackIndicator
SequenceNumber

OPTIONAL

}

-- ASN1STOP

	LPP-Message  field descriptions

	sequenceNumber

This field is included when LPP operates over the control plane and omitted otherwise.

	acknowledgment

This field is included when LPP operates over the control plane and is omitted otherwise

	ackIndicator

This field indicates the sequence number of the message being acknowledged.

	lpp-MessageBody

This field is omitted in an LPP transport level ack

	transactionID

This field is omitted if it is not available to the transmitting entity (e.g., in an LPP-Error message triggered by a message that could not be parsed).


–
LPP-MessageBody

The LPP-MessageBody identifies the type of an LPP message and contains all LPP information specifically associated with that type. 

-- ASN1START

LPP-MessageBody ::= CHOICE {


c1





CHOICE {



requestCapabilities


RequestCapabilities,



provideCapabilities


ProvideCapabilities,



requestAssistanceData

RequestAssistanceData,



provideAssistanceData

ProvideAssistanceData,



requestLocationInformation
RequestLocationInformation,



provideLocationInformation
ProvideLocationInformation,


abort





Abort,



error





Error,



spare7 NULL, spare6 NULL, spare5 NULL, spare4 NULL,



spare3 NULL, spare2 NULL, spare1 NULL, spare0 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
LPP-TransactionID

The LPP-TransactionID identifies a particular LPP transaction and the initiator of the transaction. 

-- ASN1START

LPP-TransactionID ::= SEQUENCE {


initiator



Initiator,


transactionNumber

TransactionNumber,


...

}

Initiator ::= ENUMERATED {


locationServer,


targetDevice,


...

}

TransactionNumber ::= INTEGER (0..255)

-- ASN1STOP

3GPP TSG RAN WG2 Meeting #70bis
(
 R2-10xxxx
Stockholm, Sweden,  June 28 – July 2, 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.355
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Addition of a Global Identifier and Separate Modules to LPP ASN.1 Definition

	
	

	Source to WG:
(

	Qualcomm Incorporated

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LCS_LTE
	
	Date: (

	28/06/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	It is not possible to export ASN.1 data types defined within LPP to other specifications – e.g. to an LPP extension being developed in OMA. The current LPP ASN.1 definition is contained within a single module – e.g. increasing compilation complexity when not all position methods are supported.

	
	

	Summary of change:
(

	ASN.1 definition is split into a number of modules. A global identifier is included in each module. Imports are added for data types used in one module that are defined in another.

	
	

	Consequences if 
(

not approved:
	Common data types defined in other specifications (e.g. in OMA) related to LPP will not be able to reuse definitions in TS 36.355 which may increase complexity.

	
	

	Clauses affected:
(

	6.2, 6.3, 6.4.1, 6.4.2, 6.5.1, 6.5.1.9, 6.5.2, 6.5.2.13, 6.5.3, 6.5.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	A value for the lpp portion of the global identifier needs to be assigned that will not reuse an existing value for EPS access. In this CR, the value "x" is used as a placeholder.


**** FIRST PROPOSED CHANGE ****

6.2
LPP PDU Structure

–
LPP-PDU-Structure
This ASN.1 segment is the start of the LPP PDU structure.

-- ASN1START

LPP-PDU-Structure {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-PDU-Structure (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

RequestCapabilities,


ProvideCapabilities,


RequestAssistanceData,


ProvideAssistanceData,


RequestLocationInformation,


ProvideLocationInformation,


Abort,


Error

FROM LPP-Message-Body-IEs;
-- ASN1STOP

–
LPP-Message

The LPP-Message provides the complete set of information for an invocation or response pertaining to an LPP transaction.

-- ASN1START

LPP-Message ::= SEQUENCE {


transactionID


LPP-TransactionID
OPTIONAL,
-- Need ON


endTransaction


BOOLEAN,


sequenceNumber


SequenceNumber

OPTIONAL,
-- Need ON


acknowledgment


Acknowledgment

OPTIONAL,
-- Need ON


lpp-MessageBody


LPP-MessageBody

OPTIONAL
-- Need ON

}

SequenceNumber ::= INTEGER (0..255)

Acknowledgment ::= SEQUENCE {


ackRequested
BOOLEAN,


ackIndicator
SequenceNumber

OPTIONAL

}

-- ASN1STOP

	LPP-Message  field descriptions

	sequenceNumber

This field is included when LPP operates over the control plane and omitted otherwise.

	acknowledgment

This field is included when LPP operates over the control plane and is omitted otherwise

	ackIndicator

This field indicates the sequence number of the message being acknowledged.

	lpp-MessageBody

This field is omitted in an LPP transport level ack

	transactionID

This field is omitted if it is not available to the transmitting entity (e.g., in an LPP-Error message triggered by a message that could not be parsed).


–
LPP-MessageBody

The LPP-MessageBody identifies the type of an LPP message and contains all LPP information specifically associated with that type. 

-- ASN1START

LPP-MessageBody ::= CHOICE {


c1





CHOICE {



requestCapabilities


RequestCapabilities,



provideCapabilities


ProvideCapabilities,



requestAssistanceData

RequestAssistanceData,



provideAssistanceData

ProvideAssistanceData,



requestLocationInformation
RequestLocationInformation,



provideLocationInformation
ProvideLocationInformation,


abort





Abort,



error





Error,



spare7 NULL, spare6 NULL, spare5 NULL, spare4 NULL,



spare3 NULL, spare2 NULL, spare1 NULL, spare0 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
LPP-TransactionID

The LPP-TransactionID identifies a particular LPP transaction and the initiator of the transaction. 

-- ASN1START

LPP-TransactionID ::= SEQUENCE {


initiator



Initiator,


transactionNumber

TransactionNumber,


...

}

Initiator ::= ENUMERATED {


locationServer,


targetDevice,


...

}

TransactionNumber ::= INTEGER (0..255)

-- ASN1STOP
–
End of LPP-PDU-Structure
-- ASN1START

END

-- ASN1STOP
**** NEXT PROPOSED CHANGE ****

6.3
Message Body IEs

–
LPP-Message-Body-IEs
This ASN.1 segment is the start of the LPP Message Body IEs.

-- ASN1START

LPP-Message-Body-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-Message-Body-IEs (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
IMPORTS

EPDU-Sequence
FROM LPP-Common-Lower-Level-IEs

CommonIEsRequestCapabilities,

A-GNSS-RequestCapabilities,

OTDOA-RequestCapabilities,

ECID-RequestCapabilities,

CommonIEsProvideCapabilities,

A-GNSS-ProvideCapabilities,

OTDOA-ProvideCapabilities,

ECID-ProvideCapabilities,

CommonIEsRequestAssistanceData,

A-GNSS-RequestAssistanceData,

OTDOA-RequestAssistanceData,

CommonIEsProvideAssistanceData,

A-GNSS-ProvideAssistanceData,

OTDOA-ProvideAssistanceData,

CommonIEsRequestLocationInformation,

A-GNSS-RequestLocationInformation,

OTDOA-RequestLocationInformation,

ECID-RequestLocationInformation,

CommonIEsProvideLocationInformation,

A-GNSS-ProvideLocationInformation,

OTDOA-ProvideLocationInformation,

ECID-ProvideLocationInformation,

CommonIEsAbort,

CommonIEsError
FROM LPP-Common-Positioning;
-- ASN1STOP

–
RequestCapabilities
The RequestCapabilities message body in a LPP message is used by the location server to request the target device capability information for LPP and the supported individual positioning methods. 

-- ASN1START

RequestCapabilities ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




requestCapabilities-r9

RequestCapabilities-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

RequestCapabilities-r9-IEs ::= SEQUENCE {


commonIEsRequestCapabilities

CommonIEsRequestCapabilities

OPTIONAL,
-- Need ON


a-gnss-RequestCapabilities


A-GNSS-RequestCapabilities


OPTIONAL,


otdoa-RequestCapabilities


OTDOA-RequestCapabilities


OPTIONAL,


ecid-RequestCapabilities


ECID-RequestCapabilities


OPTIONAL,


epdu-RequestCapabilities


EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	RequestCapabilities field descriptions

	commonIEsRequestCapabilities

This IE is provided for future extensibility and should not be included in this version of the protocol.


–
ProvideCapabilities
The ProvideCapabilities message body in a LPP message indicates the LPP capabilities of the target device to the location server. 

-- ASN1START

ProvideCapabilities ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




provideCapabilities-r9

ProvideCapabilities-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

ProvideCapabilities-r9-IEs ::= SEQUENCE {


commonIEsProvideCapabilities

CommonIEsProvideCapabilities

OPTIONAL,
-- Need ON


a-gnss-ProvideCapabilities


A-GNSS-ProvideCapabilities


OPTIONAL,
-- Need ON


otdoa-ProvideCapabilities


OTDOA-ProvideCapabilities


OPTIONAL,
-- Need ON


ecid-ProvideCapabilities


ECID-ProvideCapabilities


OPTIONAL,
-- Need ON


epdu-ProvideCapabilities


EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	ProvideCapabilities field descriptions

	commonIEsProvideCapabilities

This IE is provided for future extensibility and should not be included in this version of the protocol.


–
RequestAssistanceData
The RequestAssistanceData message body in a LPP message is used by the target device to request assistance data from the location server. 

-- ASN1START

RequestAssistanceData ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




requestAssistanceData-r9
RequestAssistanceData-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

RequestAssistanceData-r9-IEs ::= SEQUENCE {


commonIEsRequestAssistanceData

CommonIEsRequestAssistanceData

OPTIONAL,
-- Need ON


a-gnss-RequestAssistanceData

A-GNSS-RequestAssistanceData

OPTIONAL,
-- Need ON


otdoa-RequestAssistanceData


OTDOA-RequestAssistanceData


OPTIONAL,
-- Need ON


epdu-RequestAssistanceData


EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
ProvideAssistanceData
The ProvideAssistanceData message body in a LPP message is used by the location server to provide assistance data to the target device either in response to a request from the target device or in an unsolicited manner. 

-- ASN1START

ProvideAssistanceData ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




provideAssistanceData-r9
ProvideAssistanceData-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

ProvideAssistanceData-r9-IEs ::= SEQUENCE {


commonIEsProvideAssistanceData

CommonIEsProvideAssistanceData

OPTIONAL,
-- Need ON


a-gnss-ProvideAssistanceData

A-GNSS-ProvideAssistanceData

OPTIONAL,
-- Need ON


otdoa-ProvideAssistanceData


OTDOA-ProvideAssistanceData


OPTIONAL,
-- Need ON


epdu-Provide-Assistance-Data

EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	ProvideAssistanceData field descriptions

	commonIEsProvideAssistanceData

This IE is provided for future extensibility and should not be included in this version of the protocol.


–
RequestLocationInformation
The RequestLocationInformation message body in a LPP message is used by the location server to request positioning  measurements or a position estimate from the target device. 

-- ASN1START

RequestLocationInformation ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




requestLocationInformation-r9
RequestLocationInformation-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

RequestLocationInformation-r9-IEs ::= SEQUENCE {


commonIEsRequestLocationInformation










CommonIEsRequestLocationInformation

OPTIONAL,
-- Need ON


a-gnss-RequestLocationInformation
A-GNSS-RequestLocationInformation
OPTIONAL,
-- Need ON


otdoa-RequestLocationInformation
OTDOA-RequestLocationInformation
OPTIONAL,
-- Need ON


ecid-RequestLocationInformation

ECID-RequestLocationInformation

OPTIONAL,
-- Need ON


epdu-RequestLocationInformation

EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	RequestLocationInformation field descriptions

	commonIEsRequestLocationInformation

This field specifies the location information type requested by the location server and optionally other configuration information associated with the requested location information. This field should always be included in this version of the protocol.


–
ProvideLocationInformation
The ProvideLocationInformation message body in a LPP message is used by the target device to provide positioning  measurements or position estimates to the location server. 

-- ASN1START

ProvideLocationInformation ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




provideLocationInformation-r9
ProvideLocationInformation-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

ProvideLocationInformation-r9-IEs ::= SEQUENCE {


commonIEsProvideLocationInformation










CommonIEsProvideLocationInformation

OPTIONAL,
-- Need ON


a-gnss-ProvideLocationInformation
A-GNSS-ProvideLocationInformation
OPTIONAL,
-- Need ON


otdoa-ProvideLocationInformation
OTDOA-ProvideLocationInformation
OPTIONAL,
-- Need ON


ecid-ProvideLocationInformation

ECID-ProvideLocationInformation

OPTIONAL,
-- Need ON


epdu-ProvideLocationInformation

EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
Abort
The Abort message body in a LPP message carries a request to abort an ongoing LPP procedure. 

-- ASN1START

Abort ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




abort-r9

Abort-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

Abort-r9-IEs ::= SEQUENCE {


commonIEsAbort

CommonIEsAbort


OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
Error
The Error message body in a LPP message carries information concerning a LPP message that was received with errors. 

-- ASN1START

Error ::= CHOICE {


error-r9




Error-r9-IEs,


criticalExtensionsFuture
SEQUENCE {}

}

Error-r9-IEs ::= SEQUENCE {


commonIEsError

CommonIEsError


OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

Editor’s Note:
to ensure compatibility of an Error message between different versions of LPP, it is not expected 


that critical extensions will be used in future versions; hence only one method of supporting 



critical extensions is provided
–
End of LPP-Message-Body-IEs
-- ASN1START

END

-- ASN1STOP
**** NEXT PROPOSED CHANGE ****

6.4.1
Common Lower-Level IEs

–
LPP-Common-Lower-Level-IEs
This ASN.1 segment is the start of the LPP Common Lower-Level IEs.

-- ASN1START

LPP-Common-Lower-Level-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-Common-Lower-Level-IEs (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- ASN1STOP

–
ARFCN-ValueEUTRA
The IE ARFCN-ValueEUTRA is used to indicate the ARFCN of the E-UTRA carrier frequency, as defined in [12].

-- ASN1START

ARFCN-ValueEUTRA ::= INTEGER (0.. 65535) 

-- ASN1STOP

–
CellGlobalIdEUTRA-AndUTRA

The IE CellGlobalIdEUTR-AndUTRA specifies the global Cell Identifier for E‑UTRA or UTRA, the globally unique identity of a cell in E‑UTRA or UTRA.
-- ASN1START

CellGlobalIdEUTRA-AndUTRA ::= SEQUENCE {


plmn-Identity

SEQUENCE {








mcc

SEQUENCE (SIZE (3)) 
OF INTEGER (0..9),








mnc

SEQUENCE (SIZE (2..3)) 
OF INTEGER (0..9)







},


cellIdentity

CHOICE {



eutra
BIT STRING (SIZE (28)),



utra
BIT STRING (SIZE (32))


},


...

}

-- ASN1STOP

	CellGlobalIdEUTRA-AndUTRA field descriptions

	plmn-Identity

This field identifies the PLMN of the cell as defined in [12].

	cellIdentity

This field defines the identity of the cell within the context of the PLMN as defined in [12] and [13].  The size of the bit string allows for the 32-bit extended UTRAN cell ID; in case the cell ID is shorter, the first bits of the string are set to 0.


–
CellGlobalIdGERAN

The IE CellGlobalIdGERAN specifies the global Cell Identifier for GERAN, the globally unique identity of a cell in GERAN.
-- ASN1START

CellGlobalIdGERAN ::= SEQUENCE {


plmn-Identity

SEQUENCE {








mcc

SEQUENCE (SIZE (3)) 
OF INTEGER (0..9),








mnc

SEQUENCE (SIZE (2..3)) 
OF INTEGER (0..9)








},


locationAreaCode

BIT STRING (SIZE (16)),


cellIdentity


BIT STRING (SIZE (16)),


...

}

-- ASN1STOP

	CellGlobalIdGERAN field descriptions

	plmn-Identity

This field identifies the PLMN of the cell.

	locationAreaCode

This field is a fixed length code identifying the location area within a PLMN.

	cellIdentity

This field specifies the cell Identifier which is unique within the context of the GERAN location area.


–
Ellipsoid-Point

The IE Ellipsoid-Point is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

Ellipsoid-Point ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607)

-- 24 bit field

}
-- ASN1STOP

–
Ellipsoid-PointWithUncertaintyCircle

The IE Ellipsoid-PointWithUncertaintyCircle is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

Ellipsoid-PointWithUncertaintyCircle ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607),
-- 24 bit field


uncertainty




INTEGER (0..127)

}

-- ASN1STOP

–
EllipsoidPointWithUncertaintyEllipse

The IE EllipsoidPointWithUncertaintyEllipse is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

EllipsoidPointWithUncertaintyEllipse ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607),
-- 24 bit field


uncertaintySemiMajor

INTEGER (0..127),


uncertaintySemiMinor

INTEGER (0..127),


orientationMajorAxis

INTEGER (0..179),


confidence




INTEGER (0..100)

}

-- ASN1STOP

–
EllipsoidPointWithAltitude

The IE EllipsoidPointWithAltitude is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

EllipsoidPointWithAltitude ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607),
-- 24 bit field


altitudeDirection


ENUMERATED {height, depth},


altitude




INTEGER (0..32767)



-- 15 bit field

}

-- ASN1STOP

–
EllipsoidPointWithAltitudeAndUncertaintyEllipsoid

The IE EllipsoidPointWithAltitudeAndUncertaintyEllipsoid is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

EllipsoidPointWithAltitudeAndUncertaintyEllipsoid ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607),
-- 24 bit field


altitudeDirection


ENUMERATED {height, depth},


altitude




INTEGER (0..32767),



-- 15 bit field


uncertaintySemiMajor

INTEGER (0..127),


uncertaintySemiMinor

INTEGER (0..127),


orientationMajorAxis

INTEGER (0..179),


uncertaintyAltitude


INTEGER (0..127),


confidence




INTEGER (0..100)

}

-- ASN1STOP

–
EllipsoidArc

The IE EllipsoidArc is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

EllipsoidArc ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607),
-- 24 bit field


innerRadius




INTEGER (0..65535),



-- 16 bit field,


uncertaintyRadius


INTEGER (0..127),


offsetAngle




INTEGER (0..179),


includedAngle



INTEGER (0..179),


confidence




INTEGER (0..100)

}

-- ASN1STOP

–
EPDU-Sequence

The EPDU-Sequence contains IEs that are defined externally to LPP by other organizations.

-- ASN1START

EPDU-Sequence ::= SEQUENCE (SIZE (1..maxEPDU)) OF EPDU
maxEPDU INTEGER ::= 16

EPDU ::= SEQUENCE {


ePDU-Identifier


EPDU-Identifier,


ePDU-Body



EPDU-Body

}

EPDU-Identifier ::= SEQUENCE {


ePDU-ID




EPDU-ID,


ePDU-Name



EPDU-Name

OPTIONAL,


...

}

EPDU-ID ::= INTEGER (1..256)

EPDU-Name ::= VisibleString (SIZE (1..32))

EPDU-Body ::= OCTET STRING 
-- ASN1STOP

	EPDU-Sequence field descriptions

	EPDU-ID

This field provides a unique integer ID for the externally defined positioning method.  Its value is assigned to the external entity that defines the EPDU and defined by that entity.

	EPDU-Name

This field provides an optional character encoding which can be used to provide a quasi-unique name for an external PDU – e.g., by containing the name of the defining organization and/or the name of the associated public or proprietary standard for the EPDU.

	EPDU-Body

The content and encoding of this field are defined externally to LPP.


–
HorizontalVelocity

The IE HorizontalVelocity is used to describe a velocity shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

HorizontalVelocity ::= SEQUENCE {


bearing





INTEGER(0..359),


horizontalSpeed



INTEGER(0..2047)

}

-- ASN1STOP

–
HorizontalWithVerticalVelocity

The IE HorizontalWithVerticalVelocity is used to describe a velocity shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

HorizontalWithVerticalVelocity ::= SEQUENCE {


bearing





INTEGER(0..359),


horizontalSpeed



INTEGER(0..2047),


verticalDirection


ENUMERATED{upward, downward},


verticalSpeed



INTEGER(0..255)

}

-- ASN1STOP

–
HorizontalVelocityWithUncertainty

The IE HorizontalVelocityWithUncertainty is used to describe a velocity shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

HorizontalVelocityWithUncertainty ::= SEQUENCE {


bearing





INTEGER(0..359),


horizontalSpeed



INTEGER(0..2047),


uncertaintySpeed


INTEGER(0..255)

}

-- ASN1STOP

–
HorizontalWithVerticalVelocityAndUncertainty

The IE HorizontalWithVerticalVelocityAndUncertainty is used to describe a velocity shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

HorizontalWithVerticalVelocityAndUncertainty ::= SEQUENCE {


bearing





INTEGER(0..359),


horizontalSpeed



INTEGER(0..2047),


verticalDirection


ENUMERATED{upward, downward},


verticalSpeed



INTEGER(0..255),


horizontalUncertaintySpeed
INTEGER(0..255),


verticalUncertaintySpeed
INTEGER(0..255)

}

-- ASN1STOP

–
LocationCoordinateTypes

The IE LocationCoordinateTypes defines a list of possible geographic shapes as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

LocationCoordinateTypes ::= SEQUENCE {


ellipsoidPoint










BOOLEAN,


ellipsoidPointWithUncertaintyCircle 




BOOLEAN,


ellipsoidPointWithUncertaintyEllipse




BOOLEAN,


polygon












BOOLEAN,


ellipsoidPointWithAltitude







BOOLEAN,


ellipsoidPointWithAltitudeAndUncertaintyEllipsoid

BOOLEAN,


ellipsoidArc










BOOLEAN,


...

}

-- ASN1STOP

–
Polygon

The IE Polygon is used to describe a geographic shape as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

Polygon ::= SEQUENCE (SIZE (3..15)) OF PolygonPoints
PolygonPoints ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


degreesLatitude



INTEGER (0..8388607),


-- 23 bit field


degreesLongitude


INTEGER (-8388608..8388607)

-- 24 bit field

}

-- ASN1STOP

–
PositioningModes

The IE PositioningModes is used to indicate several positioning modes using a bit map. 

-- ASN1START

PositioningModes ::= SEQUENCE {


posModes

BIT STRING { 
standalone 
(0),










ue-based
(1),










ue-assisted
(2)  } (SIZE (1..8)),


...

}

-- ASN1STOP

	PositioningModes field descriptions

	posModes

This field specifies the positioning mode(s). This is represented by a bit string, with a one‑value at the bit position means the particular positioning mode is addressed; a zero‑value means not addressed.


–
VelocityTypes

The IE VelocityTypes defines a list of possible velocity shapes as defined in 3GPP TS 23.032 [15]. 

-- ASN1START

VelocityTypes ::= SEQUENCE {


horizontalVelocity









BOOLEAN,


horizontalWithVerticalVelocity






BOOLEAN,


horizontalVelocityWithUncertainty





BOOLEAN,


horizontalWithVerticalVelocityAndUncertainty


BOOLEAN,


...

}

-- ASN1STOP

–
End of LPP-Common-Lower-Level-IEs
-- ASN1START

END

-- ASN1STOP
**** NEXT PROPOSED CHANGE ****

6.4.2
Common Positioning

–
LPP-Common-Positioning
This ASN.1 segment is the start of the LPP Common Positioning definition.

-- ASN1START

LPP-Common-Positioning {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-Common-Positioning (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

LocationCoordinateTypes,


VelocityTypes,

Ellipsoid-Point,


Ellipsoid-PointWithUncertaintyCircle,


EllipsoidPointWithUncertaintyEllipse,


Polygon,


EllipsoidPointWithAltitude,


EllipsoidPointWithAltitudeAndUncertaintyEllipsoid,


EllipsoidArc,


HorizontalVelocity,


HorizontalWithVerticalVelocity,


HorizontalVelocityWithUncertainty,


HorizontalWithVerticalVelocityAndUncertainty
FROM LPP-Common-Lower-Level-IEs;
-- ASN1STOP

–
CommonIEsRequestCapabilities
The CommonIEsRequestCapabilities carries common IEs for a Request Capabilities LPP message Type. 

-- ASN1START

CommonIEsRequestCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

–
CommonIEsProvideCapabilities
The CommonIEsProvideCapabilities carries common IEs for a Provide Capabilities LPP message Type. 

-- ASN1START

CommonIEsProvideCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

–
CommonIEsRequestAssistanceData
The CommonIEsRequestAssistanceData carries common IEs for a Request Assistance Data LPP message Type. 

-- ASN1START

CommonIEsRequestAssistanceData ::= SEQUENCE {


servingCellID


ECGI

OPTIONAL,
-- Cond EUTRA


...

}

ECGI ::= SEQUENCE {


mcc



SEQUENCE (SIZE (3)) 
OF INTEGER (0..9),


mnc



SEQUENCE (SIZE (2..3)) 
OF INTEGER (0..9),


cellidentity
BIT STRING (SIZE (28))
}

-- ASN1STOP

	Conditional presence
	Explanation

	EUTRA
	The field is mandatory present for E-UTRA access. The field shall be omitted for non-EUTRA user plane support..


	CommonIEsRequestAssistanceData  field descriptions

	servingCellID

This parameter identifies the current serving cell for the target device. 


–
CommonIEsProvideAssistanceData
The CommonIEsProvideAssistanceData carries common IEs for a Provide Assistance Data LPP message Type. 

-- ASN1START

CommonIEsProvideAssistanceData ::= SEQUENCE {


...

}

-- ASN1STOP

–
CommonIEsRequestLocationInformation

The CommonIEsRequestLocationInformation carries common IEs for a Request Location Information LPP message Type. 

-- ASN1START

CommonIEsRequestLocationInformation ::= SEQUENCE {


locationInformationType

LocationInformationType,


triggeredReporting


TriggeredReportingCriteria
OPTIONAL,
-- Cond ECID

    periodicalReporting         PeriodicalReportingCriteria OPTIONAL,
-- Need ON

additionalInformation

AdditionalInformation

OPTIONAL,
-- Need ON

qos






QoS






OPTIONAL,
-- Need ON

environment




Environment




OPTIONAL,
-- Need ON

locationCoordinateTypes

LocationCoordinateTypes

OPTIONAL,
-- Need ON

velocityTypes



VelocityTypes



OPTIONAL,
-- Need ON

...

}

LocationInformationType ::= ENUMERATED {


locationEstimateRequired,


locationMeasurementsRequired,


locationEstimatePreferred, 


locationMeasurementsPreferred,


...

}

PeriodicalReportingCriteria ::=

SEQUENCE {


reportingAmount







ENUMERATED {












ra1, ra2, ra4, ra8, ra16, ra32,












ra64, ra-Infinity





} DEFAULT ra-Infinity,


reportingInterval






ENUMERATED {












noPeriodicalReporting, ri0-25,












ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64











}

}

TriggeredReportingCriteria ::=

SEQUENCE {


cellChange






BOOLEAN,


reportingDuration




ReportingDuration,


...

}

ReportingDuration ::=



INTEGER (0..255)

AdditionalInformation ::= ENUMERATED {


onlyReturnInformationRequested,


mayReturnAditionalInformation,


...

}

QoS ::= SEQUENCE {


horizontalAccuracy


HorizontalAccuracy

OPTIONAL,
-- Need ON

verticalCoordinateRequest
BOOLEAN,


verticalAccuracy


VerticalAccuracy

OPTIONAL,
-- Need ON

responseTime



ResponseTime


OPTIONAL,
-- Need ON

velocityRequest



BOOLEAN,






...

}


HorizontalAccuracy ::= SEQUENCE {


accuracy

INTEGER(0..127),


confidence

INTEGER(0..100),


...

}

VerticalAccuracy ::= SEQUENCE {


accuracy

INTEGER(0..127), 


confidence

INTEGER(0..100),


...

}

Confidence ::= INTEGER (1..100)

ResponseTime ::= SEQUENCE {


time


INTEGER (1..128),


...

}

Environment ::= ENUMERATED {


badArea,


notBadArea,


mixedArea,


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	ECID
	The field is optionally present, need ON, if ECID is requested. Otherwise it is not present.


	CommonIEsRequestLocationInformation  field descriptions

	locationInformationType

This IE indicates whether the server requires a location estimate or measurements. For ‘locationEstimateRequired’, the UE shall return a location estimate if possible, or indicate “location estimate not allowed” if not possible. For ‘locationMeasurementsRequired’, the UE shall return measurements if possible, or indicate “measurements not allowed” if not possible. For ‘locationEstimatePreferred’, the UE shall return a location estimate if possible, but may also or instead return measurements  for any requested position methods for which a location estimate is not possible. For ‘locationMeasurementsPreferred’, the UE shall return location measurements if possible, but may also or instead return a location estimate for any requested position methods for which return of location measurements is not possible.

	periodicalReporting

This IE indicates that periodic reporting is requested and comprises the following subfields:

· reportingAmount indicates the number of periodic location information reports requested. Enumerated values correspond to 2, 4, 8, 16, 32, 64, 128, or infinite/indefinite number of reports. If the reportingAmount is ‘infinite/indefinite’, the target device should continue periodic reporting until an LPP Abort message is received.  

· reportingInterval indicates the interval between location information reports and the response time requirement for the first location information report. This is given as an integer number of seconds between 1 and 64. Measurement reports containing no measurements or no location estimate are required when a reportingInterval expires before a target device is able to obtain new measurements or obtain a new location estimate.

	additionalInformation

This IE indicates whether a target device is allowed to return additional information to that requested. If a location estimate is returned, any additional information is restricted to that associated with a location estimate (e.g. might include velocity if velocity was not requested but cannot include measurements). If measurements are returned, any additional information is restricted to additional measurements (e.g. might include E-CID measurements if A-GNSS measurements were requested but not E-CID measurements).

	qos

This IE indicates the quality of service and comprises a number of sub-fields. In the case of measurements, some of the sub-fields apply to the location estimate that could be obtained by the server from the measurements provided by the target device assuming that the measurements are the only sources of error. Fields are as follows:

· horizontalAccuracy indicates the maximum horizontal error in the location estimate at an indicated confidence level.  The ‘accuracy’ code and ‘confidence’ is as defined in 3GPP TS 23.032 [15].

· verticalCoordinateRequest indicates whether a vertical coordinate is required (true) or not (false)
· verticalAccuracy indicates the maximum vertical error in the location estimate at an indicated confidence level and is only applicable when a vertical coordinate is requested. The ‘accuracy’ code and ‘confidence’ is as defined in 3GPP TS 23.032 [15].

· responseTime indicates the maximum response time as measured between receipt of the RequestLocationInformation and transmission of a ProvideLocationInformation. This is given as an integer number of seconds between 1 and 128. If the periodicalReporting IE is included in CommonIEsRequestLocationInformation,  this field should not be included by the location server and shall be ignored by the target device (if included). 
· velocity indicates whether velocity is requested (true) or not (false).
All QoS requirements shall be obtained by the target device to the degree possible but it is permitted to return a response that does not fulfill all QoS requirements if some were not attainable. The single exception is response-time which shall always be fulfilled – even if that means not fulfilling other QoS requirements. 

	environment

This field provides the target device with information about expected multipath and non line of sight (NLOS) in the current area. The following values are defined:

· badArea:

possibly heavy multipath and NLOS conditions (e.g. bad urban or urban).

· notBadArea: 
no or light multipath and usually LOS conditions (e.g. suburban or rural).

· mixedArea: 
environment that is mixed or not defined.

If this field is absent, a default value of ‘mixedArea’ applies.

	locationCoordinateTypes

This field provides a list of the types of location estimate that the target device may return when a location estimate is obtained by the target.

	velocityTypes

This fields provides a list of the types of velocity estimate that the target device may return when a velocity estimate is obtained by the target.

	cellChange

If this field is present and set to TRUE, the target device provides requested location information each time the serving cell has changed.

	reportingDuration

Maximum duration of triggered reporting in seconds. A value of zero is interpreted to mean an unlimited (i.e. "infinite") duration.


–
CommonIEsProvideLocationInformation
The CommonIEsProvideLocationInformation carries common IEs for a Provide Location Information LPP message Type.

-- ASN1START

CommonIEsProvideLocationInformation ::= SEQUENCE {


locationEstimate


LocationCoordinates

OPTIONAL,


velocityEstimate


Velocity



OPTIONAL,


locationError



LocationError


OPTIONAL,


...

}

LocationCoordinates ::= CHOICE {


ellipsoidPoint







Ellipsoid-Point,


ellipsoidPointWithUncertaintyCircle 

Ellipsoid-PointWithUncertaintyCircle,


ellipsoidPointWithUncertaintyEllipse

EllipsoidPointWithUncertaintyEllipse,


polygon









Polygon,


ellipsoidPointWithAltitude




EllipsoidPointWithAltitude,


ellipsoidPointWithAltitudeAndUncertaintyEllipsoid













EllipsoidPointWithAltitudeAndUncertaintyEllipsoid,


ellipsoidArc







EllipsoidArc,


...

}

Velocity ::= CHOICE {


horizontalVelocity






HorizontalVelocity,


horizontalWithVerticalVelocity



HorizontalWithVerticalVelocity,


horizontalVelocityWithUncertainty


HorizontalVelocityWithUncertainty,


horizontalWithVerticalVelocityAndUncertainty













HorizontalWithVerticalVelocityAndUncertainty,


...

}

LocationError ::= SEQUENCE {


locationfailurecause


LocationFailureCause,


...

}

LocationFailureCause ::= ENUMERATED {


undefined,


requestedMethodNotSupported,


positionMethodFailure, 


periodicLocationMeasurementsNotAvailable,


...

}

degreesMaximum 


INTEGER ::= 8388607

degreesMaximumNegative 
INTEGER ::= -8388608

-- ASN1STOP

	CommonIEsProvideLocationInformation  field descriptions

	locationEstimate

This field provides a location estimate using one of the geographic shapes defined in 3GPP TS 23.032 [15]. Coding of the values the various fields internal to each geographic shape follow the rules in [15]. The conditions for including this field are defined for the locationInformationType field in a Request Location Information message.

	velocityEstimate

This field provides a velocity estimate using one of the velocity shapes defined in 3GPP TS 23.032 [15]. Coding of the values the various fields internal to each velocity shape follow the rules in [15].

	locationError

This field shall be included if and only if a location estimate and measurements are not included in the LPP PDU. The field includes information concerning the reason for the lack of location information. The LocationFailureCause ‘periodicLocationMeasurementsNotAvailable’ shall be used by the target device if periodic location reporting was requested, but no measurements or location estimate are available when the reportingInterval expired.


–
CommonIEsAbort

The CommonIEsAbort carries common IEs for an Abort LPP message Type. 

-- ASN1START

CommonIEsAbort ::= SEQUENCE {


abortCause


ENUMERATED {


undefined,



stopPeriodicReporting,



targetDeviceAbort,



networkAbort,



...


}

}

-- ASN1STOP

	CommonIEsAbort field descriptions

	abortCause

This IE defines the request to abort an ongoing procedure.


–
CommonIEsError

The CommonIEsError carries common IEs for an Error LPP message Type. 

-- ASN1START

CommonIEsError ::= SEQUENCE {


errorCause

ENUMERATED {



undefined,



lppMessageHeaderError, 



lppMessageBodyError,



epduError,



incorrectDataValue,


...


}

}

-- ASN1STOP

	CommonIEsError field descriptions

	errorCause

This IE defines the cause for an error. ‘lppMessageHeaderError’, ‘lppMessageBodyError’ and ‘epduError’ shall be used when a receiver detects a coding error in the LPP header, LPP message body or in an EPDU, respectively.


–
End of LPP-Common-Positioning
-- ASN1START

END

-- ASN1STOP
**** NEXT PROPOSED CHANGE ****

6.5.1

OTDOA Positioning

–
LPP-OTDOA -Positioning
This ASN.1 segment is the start of the LPP OTDOA Positioning definition.

-- ASN1START

LPP-OTDOA-Positioning {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-OTDOA-Positioning (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

ARFCN-ValueEUTRA
FROM LPP-Common-Lower-Level-IEs

ECGI
FROM LPP-Common-Positioning;
-- ASN1STOP

6.5.1.1
OTDOA Assistance Data

–
OTDOA-ProvideAssistanceData
The IE OTDOA-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted downlink OTDOA. It may also be used to provide OTDOA positioning specific error reason.

-- ASN1START

OTDOA-ProvideAssistanceData ::= SEQUENCE {


otdoa-ReferenceCellInfo


OTDOA-ReferenceCellInfo



OPTIONAL,


otdoa-NeighbourCellInfo


OTDOA-NeighbourCellInfoList


OPTIONAL,


otdoa-Error





OTDOA-Error






OPTIONAL,


...

}

-- ASN1STOP

6.5.1.9
OTDOA Error Elements

–
OTDOA-Error
The IE OTDOA-Error is used by the location server or target device to provide OTDOA error reasons to the target device or location server, respectively. 

-- ASN1START

OTDOA-Error ::= CHOICE {


locationServerErrorCauses

OTDOA-LocationServerErrorCauses,


targetDeviceErrorCauses


OTDOA-TargetDeviceErrorCauses,

...

}

-- ASN1STOP

–
OTDOA-LocationServerErrorCauses
The IE OTDOA-LocationServerErrorCauses is used by the location server to provide OTDOA error reasons to the target device.

-- ASN1START

OTDOA-LocationServerErrorCauses ::= SEQUENCE {


cause

ENUMERATED
{
undefined,









assistanceDataNotSupportedByServer,









assistanceDataSupportedButCurrentlyNotAvailableByServer,









...








},


...

}

-- ASN1STOP

–
OTDOA-TargetDeviceErrorCauses
The IE OTDOA-TargetDeviceErrorCauses is used by the target device to provide OTDOA error reasons to the location server.

-- ASN1START

OTDOA-TargetDeviceErrorCauses ::= SEQUENCE {


cause

ENUMERATED {
undefined,









assistance-data-missing,









unableToMeasureReferenceCell,









unableToMeasureAnyNeighbourCell,









attemptedButUnableToMeasureSomeNeighbourCells,









...








},


...

}

-- ASN1STOP

–
End of LPP-OTDOA-Positioning
-- ASN1START

END

-- ASN1STOP
**** NEXT PROPOSED CHANGE ***

6.5.2
A-GNSS Positioning

–
LPP-A-GNSS-Positioning
This ASN.1 segment is the start of the LPP A-GNSS Positioning definition.

-- ASN1START

LPP-A-GNSS-Positioning {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-A-GNSS-Positioning (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
IMPORTS

ARFCN-ValueEUTRA,


CellGlobalIdEUTRA-AndUTRA,

CellGlobalIdGERAN,


EllipsoidPointWithAltitudeAndUncertaintyEllipsoid,


LocationCoordinateTypes,

VelocityTypes,


PositioningModes
FROM LPP-Common-Lower-Level-IEs;
-- ASN1STOP

6.5.2.1
GNSS Assistance Data

–
A-GNSS-ProvideAssistanceData
The IE A-GNSS-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑based and UE‑assisted A‑GNSS. It may also be used to provide GNSS positioning specific error reasons.

-- ASN1START

A-GNSS-ProvideAssistanceData ::= SEQUENCE {


gnss-CommonAssistData


GNSS-CommonAssistData



OPTIONAL,
-- Need ON


gnss-GenericAssistData


GNSS-GenericAssistData



OPTIONAL,
-- Need ON


gnss-Error





A-GNSS-Error





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

6.5.2.13
Common GNSS Information Elements

–
AccessTypes

The IE AccessTypes is used to indicate several cellular access types using a bit map. 

-- ASN1START

AccessTypes ::= SEQUENCE {


accessTypes

BIT STRING {
eutra

(0),










utra

(1),










gsm


(2)
 } (SIZE (1..8)),


...

}

-- ASN1STOP

	AccessTypes field descriptions

	accessTypes 

This field specifies the cellular access type(s). This is represented by a bit string, with a one‑value at the bit position means the particular access type is addressed; a zero‑value means not addressed.


–
GNSS-ID
The IE GNSS-ID is used to indicate a specific GNSS. 

-- ASN1START

GNSS-ID ::= SEQUENCE {


gnss-id



ENUMERATED{ gps, sbas, qzss, galileo, glonass, ...},

...

}

-- ASN1STOP

–
GNSS-ID-Bitmap
The IE GNSS-ID-Bitmap is used to indicate several GNSSs using a bit map. 

-- ASN1START

GNSS-ID-Bitmap ::= SEQUENCE {


gnss-ids


BIT STRING {
gps 

(0),












sbas 

(1),











qzss

(2),











galileo

(3),











glonass

(4)
 } (SIZE (1..16)),


...

}

-- ASN1STOP

	GNSS-ID-Bitmap field descriptions

	gnss‑ids 

This field specifies the GNSS(s). This is represented by a bit string, with a one‑value at the bit position means the particular GNSS is addressed; a zero‑value means not addressed.


–
GNSS-SignalID
The IE GNSS-SignalID is used to indicate a specific GNSS signal type. The interpretation of GNSS-SignalID depends on the GNSS‑ID.

-- ASN1START

GNSS-SignalID
::= SEQUENCE { 


gnss-SignalID

INTEGER (0 .. 7),


...

}

-- ASN1STOP

	GNSS-SignalID field descriptions

	gnss-SignalID

This field specifies a particular GNSS signal. The interpretation of gnss-SignalID depends on the GNSS‑ID and is as shown in the table System to Value & Explanation relation below.


System to Value & Explanation relation

	System
	Value
	Explanation

	GPS
	0
	GPS L1 C/A

	
	1
	GPS L1C

	
	2
	GPS L2C

	
	3
	GPS L5

	
	4-7
	Reserved

	SBAS
	0
	L1

	
	1-7
	Reserved

	QZSS
	0
	QZS-L1

	
	1
	QZS-L1C

	
	2
	QZS-L2C

	
	3
	QZS-L5

	
	4-7
	Reserved

	GLONASS
	0
	GLONASS G1

	
	1
	GLONASS G2

	
	2
	GLONASS G3

	
	3-7
	Reserved

	Galileo
	0
	Galileo E1

	
	1
	Galileo E5A

	
	2
	Galileo E5B

	
	3
	Galileo E6

	
	4
	Galileo E5A + E5B

	
	5-7
	Reserved


–
GNSS-SignalIDs
The IE GNSSSignal‑IDs is used to indicate several GNSS signals using a bit map. The interpretation of GNSSSignal‑IDs depends on the GNSS‑ID.
-- ASN1START

GNSS-SignalIDs
::= SEQUENCE { 


gnss-SignalIDs

BIT STRING (SIZE(8)),

...

}

-- ASN1STOP

	GNSS-SignalIDs field descriptions

	gnss-SignalIDs

This field specifies one or several GNSS signals using a bit map. A one‑value at the bit position means the particular signal is addressed; a zero‑value at the particular bit position means the signal is not addressed. The interpretation of the bit map in gnssSignalIDs depends on the GNSS‑ID and is shown in the table below.

Unfilled table entries indicate no assignment and shall be set to zero.


interpretation of the bit map in gnssSignalIDs
	GNSS 
	Bit 1

(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8

(LSB)

	GPS
	L1 C/A
	L1C
	L2C
	L5
	
	
	
	

	SBAS
	L1
	
	
	
	
	
	
	

	QZSS
	QZS-L1
	QZS-L1C
	QZS-L2C
	QZS-L5
	
	
	
	

	GLONASS
	G1
	G2
	G3
	
	
	
	
	

	Galileo
	E1
	E5a
	E5b
	E6
	E5a+E5b
	
	
	


–
SBAS-ID
The IE SBAS‑ID is used to indicate a specific SBAS.

-- ASN1START

SBAS-ID ::= SEQUENCE { 


sbas-id



ENUMERATED { waas, egnos, msas, gagan, ...},


...

}

-- ASN1STOP

–
SBAS-IDs
The IE SBAS‑IDs  is used to indicate several SBASs using a bit map. 

-- ASN1START

SBAS-IDs ::= SEQUENCE { 


sbas-IDs

BIT STRING {
waas 

(0),











egnos 

(1),










msas

(2),










gagan

(3)
 } (SIZE (1..8)),


...

}

-- ASN1STOP

	SBAS‑IDs field descriptions

	sbasIDs 

This field specifies one or several SBAS(s) using a bit map. A one‑value at the bit position means the particular SBAS is addressed; a zero‑value at the particular bit position means the SBAS is not addressed. 


–
SV-ID
The IE SV‑ID is used to indicate a specific GNSS satellite. The interpretation of SV‑ID depends on the GNSS‑ID.

-- ASN1START

SV-ID ::= SEQUENCE { 


satellite-id

INTEGER(0..63),


...

}

-- ASN1STOP

	SV‑ID field descriptions

	satellite‑id

This field specifies a particular satellite within a specific GNSS. The interpretation of satellite‑id depends on the GNSS‑ID see the table below.



 interpretation of satellite‑id
	System
	Value of satellite‑id
	Interpretation of satellite‑id

	GPS
	‘0’ – ‘62’

‘63’
	Satellite PRN Signal No. 1 to 63

Reserved

	SBAS
	‘0’ – ‘38’

‘39’ – ‘63’
	Satellite PRN Signal No. 120 to 158

Reserved

	QZSS
	‘0’ – ‘4’

‘5 – ‘63’
	Satellite PRN Signal No. 193 to 197

Reserved

	GLONASS
	‘0’ – ‘23’

’24 – ‘63’
	Slot Number 1 to 24

Reserved

	Galileo
	TBD
	TBD


–
End of LPP-A-GNSS-Positioning
-- ASN1START

END

-- ASN1STOP
**** NEXT PROPOSED CHANGE ***

6.5.3
Enhanced Cell ID Positioning

–
LPP-E-CID-Positioning
This ASN.1 segment is the start of the LPP E-CID Positioning definition.

-- ASN1START

LPP-E-CID-Positioning {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lpp (x) version1 (1) lpp-E-CID-Positioning (1) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

ARFCN-ValueEUTRA,


CellGlobalIdEUTRA-AndUTRA
FROM LPP-Common-Lower-Level-IEs;
-- ASN1STOP

6.5.3.1
E‑CID Location Information 

–
ECID-ProvideLocationInformation
The IE ECID-ProvideLocationInformation is used by the target device to provide E‑CID location measurements to the location server. It may also be used to provide ECID positioning specific error reason.

-- ASN1START

ECID-ProvideLocationInformation ::= SEQUENCE {


ecid-SignalMeasurementInformation
ECID-SignalMeasurementInformation

OPTIONAL,


ecid-Error






ECID-Error







OPTIONAL,


...

}

-- ASN1STOP

6.5.3.6
E‑CID Error Elements

–
ECID-Error
The IE ECID-Error is used by the location server or target device to provide E‑CID error reasons to the target device or location server, respectively. 

-- ASN1START

ECID-Error ::= CHOICE {


locationServerErrorCauses

ECID-LocationServerErrorCauses,


targetDeviceErrorCauses


ECID-TargetDeviceErrorCauses,

...

}

-- ASN1STOP

–
ECID-LocationServerErrorCauses
The IE ECID-LocationServerErrorCauses is used by the location server to provide E‑CID error reasons to the target device.

-- ASN1START

ECID-LocationServerErrorCauses ::= SEQUENCE {


cause

ENUMERATED
{
undefined,

















...








},


...

}

-- ASN1STOP

–
ECID-TargetDeviceErrorCauses
The IE ECID-TargetDeviceErrorCauses is used by the target device to provide E-CID error reasons to the location server.

-- ASN1START

ECID-TargetDeviceErrorCauses ::= SEQUENCE {


cause

ENUMERATED {
undefined,









requestedMeasurementNotAvailable,









notAllrequestedMeasurementsPossible,









...








},


rsrpMeasurementNotPossible



NULL

OPTIONAL,


rsrqMeasurementNotPossible



NULL

OPTIONAL,


ueRxTxMeasurementNotPossible


NULL

OPTIONAL,


...

}

-- ASN1STOP

	ECID-TargetDeviceErrorCauses field descriptions

	cause

This field provides a ECID specific error cause. If the cause value is ‘notAllRequestedMeasurementsPossible’, the target device was not able to provide all requested ECID measurements (but may be able to provide some measurements). In this case, the  target device should include any of the ‘rsrpMeasurementNotPossible’, ‘rsrqMeasurementNotPossible’, or ‘ueRxTxMeasurementNotPossible’ fields, as applicable.


–
End of LPP-E-CID-Positioning
-- ASN1START

END

-- ASN1STOP
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