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Discussion and decision
1.  Introduction
The feature “SRB only handover” was recently introduced in the 3GPP specifications with an aim to facilitate CSFB to UTRA. However, whether the feature is mandatory or optional for a UE is unclear. This paper addresses this issue and proposes to clarify this in the specifications.
2. Discussion
From RRC signalling point of view, no ASN.1 impact was introduced to support SRB only handover, and no UE capability bit was introduced for the feature. Hence, in principle, SRB only HO can be considered as a mandatory feature for a UE supporting both LTE and UTRA. However, the feature “PS HO to UTRA” already has an FGI bit 8 defined in Rel-8. Hence, it seems reasonable to assume that at least the FGI bit 8 needs to be set in order for the network to be able to initiate SRB only HO. Nevertheless, if SRB only HO capability is linked to FGI bit 8, a UE will not be able to set FGI bit 8 unless SRB only HO has been implemented and tested, in addition to normal PS HO. Since the feature was only defined in Rel-9 (not Rel-8), so are the relevant test cases. Hence, embracing SRB only HO in FGI bit 8 may delay availability of PS HO capable terminals. Since PS HO is important to minimise PS interruption in case of CSFB during an ongoing PS session, it is undesirable if availability of PS HO is delayed due to SRB only HO testing. Hence, SRB only HO should be decoupled from FGI bit 8.
This implies that a separate signalling bit is necessary to indicate that the UE is implemented and tested with SRB only HO. Although a dedicated UE capability bit can be defined in a backwards compatible manner using non-critical extension, this would be undesirable since the ASN.1 for Rel-9 has been frozen. A less impacting way is to use one of the spares for FGI. Considering that PS HO was initially intended as a mandatory feature for UEs supporting both LTE and UTRA but only listed later as a FGI feature, it seems reasonable to use FGI to indicate support for SRB only HO.

Therefore, it is proposed to use one of the spare bits for FGI (namely bit 28) to indicate support for SRB only HO.

3. Conclusions
Optionality of SRB only HO that was introduced lately in the specifications were discussed. It is proposed to use one of the spare bits for FGI (namely bit 28) to indicate support for SRB only HO. Considering PS HO to UTRA already has an FGI bit 8 defined, the new bit 28 should only be set if bit 8 is set to one.
A text proposal is shown in the annex. If this is agreeable, NTT DOCOMO is happy to provide a proper CR for Rel-9. Note that since the feature was only introduced in Rel-9, it is assumed that the procedure will not work towards a Rel-8 UE and hence, no shadow CR is necessary for Rel-8 (except that in Rel-8, FGI bit 28 will have to be reserved).
Annex
Annex B (normative): Release 8 AS feature handling
B.1
Feature group indicators

This annex contains the definitions of the bits in field featureGroupIndicators. 

In this release of the protocol, the UE shall include the field featureGroupIndicators in the IE UE-EUTRA-Capability. For a specific indicator, if all functionalities for a feature group listed in Table B.1-1 have been implemented and tested, the UE shall set the indicator as one (1), else (i.e. if any one of the functionalities in a feature group listed in Table B.1-1, which have not been implemented or tested), the UE shall set the indicator as zero (0).

The UE shall set all indicators, which do not have a definition in the table B.1-1, as zero.

If the optional field featureGroupIndicators is not included by UE supporting future release, the network may assume that UE supports all features listed in Table B.1-1 and deployed in the network.

Table B.1-1: Definitions of feature group indicators

	Index of indicator (bit number)
	Definition

(description of the supported functionality, if indicator set to one)
	Notes

	1 (leftmost bit)
	- Intra-subframe frequency hopping for PUSCH scheduled by UL grant

- DCI format 3a (TPC commands for PUCCH and PUSCH with single bit power adjustments)

- Multi-user MIMO for PDSCH

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI
	

	2
	- Simultaneous CQI and ACK/NACK on PUCCH, i.e. PUCCH format 2a and 2b

- Absolute TPC command for PUSCH

- Resource allocation type 1 for PDSCH

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI
	

	3
	- Semi-persistent scheduling

- TTI bundling

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.

	4
	- Short DRX cycle
	- can only be set to 1 if the UE has set bit number 5 to 1.

	5
	- Long DRX cycle

- DRX command MAC control element
	

	6
	- Prioritised bit rate
	

	7
	- RLC UM
	- can only be set to 0 if the UE does not support voice

	8
	- EUTRA RRC_CONNECTED to UTRA CELL_DCH PS handover
	- can only be set to 1 if the UE has set bit number 22 to 1

	9
	- EUTRA RRC_CONNECTED to GERAN GSM_Dedicated handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 23 to 1

	10
	- EUTRA RRC_CONNECTED to GERAN (Packet_) Idle by Cell Change Order

- EUTRA RRC_CONNECTED to GERAN (Packet_) Idle by Cell Change Order with NACC (Network Assisted Cell Change)
	

	11
	- EUTRA RRC_CONNECTED to CDMA2000 1xRTT CS Active handover
	- can only be set to 1 if the UE has sets bit number 24 to 1

	12
	- EUTRA RRC_CONNECTED to CDMA2000 HRPD Active handover
	- can only be set to 1 if the UE has set bit number 26 to 1

	13
	- Inter-frequency handover
	- can only be set to 1 if the UE has set bit number 25 to 1

	14
	- Measurement reporting event: Event A4 – Neighbour > threshold

- Measurement reporting event: Event A5 – Serving < threshold1 & Neighbour > threshold2
	

	15
	- Measurement reporting event: Event B1 – Neighbour > threshold
	- can only be set to 1 if the UE has set at least one of the bit number 22, 23, 24 or 26 to 1.

	16
	- Periodical measurement reporting for non-ANR related measurements
	

	17
	- Periodical measurement reporting for SON / ANR

- ANR related intra-frequency measurement reporting events
	- can only be set to 1 if the UE has set bit number 5 to 1.

	18
	- ANR related inter-frequency measurement reporting events
	- can only be set to 1 if the UE has set bit number 5 to 1.

	19
	- ANR related inter-RAT measurement reporting events
	- can only be set to 1 if the UE has set bit number 5 to 1.

	20
	If bit number 7 is set to ‘0’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

If bit number 7 is set to ‘1’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

- SRB1 and SRB2 for DCCH + 5x AM DRB + 3x UM DRB

NOTE: UE which indicate support for a DRB combination also support all subsets of the DRB combination. Therefore, release of DRB(s) never results in an unsupported DRB combination.


	- Regardless of what bit number 7 and bit number 20 is set to, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB

- Regardless of what bit number 20 is set to, if bit number 7 is set to ‘1’, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB + 1x UM DRB



	21
	- Predefined intra- and inter-subframe frequency hopping for PUSCH with N_sb > 1

- Predefined inter-subframe frequency hopping for PUSCH with N_sb > 1
	

	22
	- UTRAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	

	23
	- GERAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	

	24
	- 1xRTT measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	

	25
	- Inter-frequency measurements and reporting in E-UTRA connected mode 
	

	26
	- HRPD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	

	27
	- EUTRA RRC_CONNECTED to UTRA CELL_DCH  CS handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 8 to 1

	28
	- SRB only handover
	- can only be set to 1 if the UE has set bit number 8 to 1

	29
	Undefined
	

	30
	Undefined
	

	31
	Undefined
	

	32
	Undefined
	


Clarification for mobility from EUTRAN and inter-frequency handover within EUTRAN

There are several feature groups related to mobility from E-UTRAN and inter-frequency handover within EUTRAN. The description of these features is based on the assumption that we have 5 main "functions" related to mobility from E-UTRAN:

A.
 Support of measurements and cell reselection procedure in idle mode

B.
 Support of RRC release with redirection procedure in connected mode

C.
 Support of Network Assisted Cell Change in connected mode

D.
 Support of measurements and reporting in connected mode

E.
 Support of handover procedure in connected mode

All functions can be applied for mobility to Inter-frequency to EUTRAN, GERAN, UTRAN, CDMA2000 HRPD and CDMA2000 1xRTT except for function C) which is only applicable for mobility to GERAN. Table B.1-2 below summarises the mobility functions that are supported based on the UE capability signaling (band support) and the setting of the feature group support indicators.

Table B.1-2: Mobility from E-UTRAN

	Feature
	GERAN
	UTRAN
	HRPD
	1xRTT
	EUTRAN

	A. Measurements and cell reselection procedure in E-UTRA idle mode
	Supported if GERAN band support is indicated
	Supported if UTRAN band support is indicated
	Supported if CDMA2000 HRPD band support is indicated
	Supported if CDMA2000 1xRTT band support is indicated
	Supported for supported bands

	B. RRC release with blind redirection procedure in E-UTRA connected mode
	Supported if GERAN band support is indicated
	Supported if UTRAN band support is indicated
	Supported if CDMA2000 HRPD band support is indicated
	Supported if CDMA2000 1xRTT band support is indicated
	Supported for supported bands

	C. Cell Change Order (with or without) Network Assisted Cell Change) in E-UTRA connected mode
	Group 10
	N.A.
	N.A
	N.A
	N.A.

	D. Inter-frequency/RAT measurements, reporting and measurement reporting event B2 (for inter-RAT) in E-UTRA connected mode
	Group 23
	Group 22
	Group 26
	Group 24
	Group 25

	E. Inter-frequency/RAT handover procedure in E-UTRA connected mode
	Group 9 (GSM_connected handover)

Separate UE capability bit defined in TS 36.306 for PS handover
	Group 8 (PS handover),  Group 27 (SRVCC handover) or Group 28 (SRB only handover)
	Group 12
	Group 11
	Group 13


In case measurements and reporting function is not supported by UE, the network may still issue the mobility procedures redirection (B) and CCO (C) in a blind fashion.
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