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Annex J (informative):
Carrier Aggregation
This Annex reflects the agreements reached on carrier aggregation that may not necessarily fit in the core of the specification but which needs to be captured in the absence of corresponding details in Stage 3 specifications.

J.3.2
Connection Control

After RRC connection establishment to the PCell, the reconfiguration, addition and removal of individual SCells can be performed by RRCConnectionReconfiguration including mobilityControlInfo RRCConnectionReconfiguration without mobilityControlInfo can also be used for the reconfiguration, addition and removal of individual SCells. The usage of RRCConnectionReconfiguration without mobilityControlInfo for PCell change is FFS.

At intra-LTE handover, the RRCConnectionReconfiguration with mobilityControlInfo (i.e. "handover command") can remove, reconfigure or add individual SCells for usage with  the target  Pcell.

The combination of CA and UL bundling cannot be configured for a UE.

RRC connection re-establishment triggers at the UE include:
1)
Failure of the PCell according to same criteria as used for RLF detection in Rel-8/9 (i.e. based on N310/N311/T310);

2)
Random access problem in PCell (as in Rel-8/9);

3)
Indication from RLC that the maximum number of retransmissions has been reached (as in Rel-8/9).

Upon initiation of the re-establishment procedure, the UE falls back to a non-CA default configuration for physicalConfigDedicated, MAC-MainConfig and sps-Config (i.e. SCells configurations are released). First reconfiguration after the re-establishment can again configure SCells.

With respect to SCells:

-
Deactivation and removal of SCell(s) suffering from poor link quality is under eNB control and no autonomous UE deactivation and removal of such serving cells is permitted (with the exception of the timer-based deactivation of as described in subclause 12.1);

-
UE never stops transmitting in an SCell autonomously based on downlink SCell quality.

-
Radio link monitoring (i.e. physical layer problem detection based on N310/N311/T310) of DL SCC by the UE is not needed. The eNB can detect poor link quality e.g. from CQI reports and/or existing RRM measurement reports for activated SCells and from existing RRM measurement reports for deactivated SCells.
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