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1 Introduction

This document attempts to provide an overview of the common configuration parameters, based on the different contributions to the RAN2#70bis meeting. RAN2 is requested to review the overview that is provided and try to agree a first baseline set of configuration parameters.

2 Discussion

RAN2 is requested to review the overview of configuration parameters that is provided in the following in order to come to a first baseline. In particular the focus should be on:

· 
Confirming the status for the IEs marked as TBC, so those can be changed to A also

· 
Ensuring the list includes all parameters currently agreed i.e:

· 
Can RAN2 agree that presently no new cell specific parameters have been identified (noting that RAN1/2 are still discussing the need to extend some parts e.g. p-MaxUE, PUSCH-ConfigCommon, PUCCH-ConfigCommon, SoundingRS-UL-ConfigCommon) i.e. the new linking related info is UE-specific
· 
Attempt to resove the main remaining issues:

· 
Can we agree to have RACH/ PRACH for pCell only

· 
Can we agree p-Max is needed for every sCell also?

· 
Can we agree freqBandIndicator is not needed in connected?

· 
Do we need some (the frequency related) parts of prach-ConfigInfo for TDD?

	IE
	subIE
	subsubIE
	sssIE
	source (mib, sib1, sib2, ..)
	type (cell/ ue)
	cat (common/ pCell/ sCell/ xCell)
	status
	comment

	dl-Bandwidth
	 
	 
	 
	MIB
	Cell
	xCell
	TBC
	Hua, Pan: agree

	PHICH-Config  
	 
	 
	 
	MIB
	Cell
	xCell
	TBC
	NSN: Needed for sCells used to schedule UE

Hua, Pan: agree

	systemFrameNumber
	 
	 
	 
	MIB
	Cell
	common
	A
	Agreement from RAN2#70b

	cellAccessRelatedInfo
	plmn-IdentityList
	 
	 
	SIB1
	Cell
	pCell
	A
	 

	cellAccessRelatedInfo
	cellIdentity
	 
	 
	SIB1
	Cell
	xCell
	TBD
	NSN, Pan, NTT: No usage in connected?

Hua: We also think it is unrelated to Scell.

	cellSelectionInfo
	 
	 
	 
	SIB1
	Cell
	pCell
	TBC
	Not applicable in connected

Hua, Pan: agree

	P-Max 
	 
	 
	 
	SIB1
	Cell
	xCell
	TBD
	Eri: common

Hua, NSN, Pan, Sam: xCell

	P-Max-UE
	 
	 
	 
	SIB1
	Cell
	common
	FFS
	Hua: It should be transferred via dedicated signalling, not SIB

	freqBandIndicator
	 
	 
	 
	SIB1
	Cell
	pCell
	TBD
	Eri, Hua, Pan, Sam: Not applicable in connected

NSN: needed for sCell including UL resources

	schedulingInfoList
	 
	 
	 
	SIB1
	Cell
	pCell
	A
	 

	tdd-Config
	 
	 
	 
	SIB1
	Cell
	common
	A
	Agreement from RAN2#70b

	si-WindowLength
	 
	 
	 
	SIB1
	Cell
	pCell
	A
	Not applicable in connected

	systemInfoValueTag
	 
	 
	 
	SIB1
	Cell
	pCell
	A
	Not applicable in connected

	ims-EmergencySupport-r9
	 
	 
	 
	SIB1
	Cell
	pCell
	TBC
	Not applicable in connected

Hua, Pan: agree

	cellSelectionInfo-v920
	q-QualMin-r9
	 
	 
	SIB1
	Cell
	pCell
	TBC
	Not applicable in connected

Hua, Pan: agree

	cellSelectionInfo-v920
	q-QualMinOffset-r9
	 
	 
	SIB1
	Cell
	pCell
	TBC
	Not applicable in connected

Hua, Pan: agree

	ac-BarringInfo
	 
	 
	 
	SIB2
	Cell
	pCell
	A
	Not applicable in connected

	radioResourceConfigCommon
	RACH-ConfigCommon 
	preambleInfo
	 
	SIB2
	Cell
	pCell
	A/ TBD
	NTT, Hua: IE needed in future for mutli TA
Pan, Sam: pCell only in REL-10

	radioResourceConfigCommon
	BCCH-Config 
	modificationPeriodCoeff 
	 
	SIB2
	Cell
	pCell
	A
	 

	radioResourceConfigCommon
	PCCH-Config 
	defaultPagingCycle
	 
	SIB2
	Cell
	pCell
	A
	 

	radioResourceConfigCommon
	PRACH-ConfigSIB 
	rootSequenceIndex
	 
	SIB2
	Cell
	pCell
	A/ TBD
	NTT, Hua: IE needed in future for mutli TA
Pan, Sam: pCell only in REL-10

	radioResourceConfigCommon
	PRACH-ConfigSIB 
	prach-ConfigInfo
	prach-ConfigIndex
	SIB2
	Cell
	FDD: pCell
TDD: xCell
	TBD
	Hua, Pan, Sam: For TDD needed for sCells as the PRACH config affects SRS (needed for TDD special subframe)

	radioResourceConfigCommon
	PRACH-ConfigSIB 
	prach-ConfigInfo
	prach-FreqOffset
	SIB2
	Cell
	FDD: pCell
TDD: xCell
	TBD
	Hua, Pan, Sam: For TDD needed for sCells as the PRACH config affects SRS (needed for TDD special subframe).

	radioResourceConfigCommon
	PDSCH-ConfigCommon 
	referenceSignalPower
	 
	SIB2
	Cell
	xCell
	TBC
	Hua, Pan: agree 

	radioResourceConfigCommon
	PUSCH-ConfigCommon 
	n-SB
	 
	SIB2
	Cell
	xCell
	TBC
	Extensions required ?

	radioResourceConfigCommon
	PUCCH-ConfigCommon 
	deltaPUCCH-Shift
	 
	SIB2
	Cell
	pCell
	A/ FFS
	NTT, Sam: Mainly AN related; extensions required ?

Hua: if a new format for CA for PUCCH there is no need to  deltaPUCCH-Shift. Wait for RAN1 decision.

	radioResourceConfigCommon
	SoundingRS-UL-ConfigCommon 
	srs-BandwidthConfig
	 
	SIB2
	Cell
	xCell
	TBC
	 

	radioResourceConfigCommon
	SoundingRS-UL-ConfigCommon 
	srs-SubframeConfig
	 
	SIB2
	Cell
	xCell
	TBC
	 

	radioResourceConfigCommon
	SoundingRS-UL-ConfigCommon 
	ackNackSRS-SimultaneousTransmission
	 
	SIB2
	Cell
	pCell
	TBC
	 

	radioResourceConfigCommon
	SoundingRS-UL-ConfigCommon 
	srs-MaxUpPts 
	 
	SIB2
	Cell
	xCell
	TBC
	Extensions needed e.g. dynamic periodic SRS transmission?

Hua:Wait for RAN1 decision.

	radioResourceConfigCommon
	UplinkPowerControlCommon  
	p0-NominalPUSCH
	 
	SIB2
	Cell
	xCell
	A
	Hua: agree

	radioResourceConfigCommon
	UplinkPowerControlCommon  
	alpha
	 
	SIB2
	Cell
	xCell
	A
	See LS in R1-101652

	radioResourceConfigCommon
	UplinkPowerControlCommon  
	p0-NominalPUCCH
	 
	SIB2
	Cell
	pCell
	A
	Hua: agree

	radioResourceConfigCommon
	UplinkPowerControlCommon  
	deltaFList-PUCCH
	 
	SIB2
	Cell
	pCell
	A
	PUSCH params for xCell, PUCCH params for pCell only. See R1-102578

	radioResourceConfigCommon
	UplinkPowerControlCommon  
	deltaPreambleMsg3
	 
	SIB2
	Cell
	pCell
	A
	 

	radioResourceConfigCommon
	Ul-CyclicPrefixLength 
	 
	 
	SIB2
	Cell
	xCell
	TBC
	 

	UE-TimersAndConstants 
	 
	 
	 
	SIB2
	Cell
	pCell
	TBC
	 

	freqInfo
	ul-CarrierFreq 
	 
	 
	SIB2
	Cell
	xCell
	A
	 

	freqInfo
	additionalSpectrumEmission 
	 
	 
	SIB2
	Cell
	xCell
	TBC
	Hua: agree

	mbsfn-SubframeConfigList 
	 
	 
	 
	SIB2
	Cell
	xCell
	TBC
	Some timers are connection related, while RLF related timers apply for pCell only

Hua: agree

	radioResourceConfigCommon
	mac-MainConfig
	timeAlignmentTimer
	 
	SIB2
	Cell
	common
	A
	 

	ac-BarringInfo-v920
	ssac-BarringForMMTEL-Voice-r9
	 
	 
	SIB2
	Cell
	pCell
	A
	Hua: agree

	PhysCellId
	 
	 
	 
	MobilityControlInfo
	Cell
	xCell
	A
	Hua: agree

	freqInfo
	dl-CarrierFreq 
	 
	 
	MobilityControlInfo
	Cell
	xCell
	A
	 

	freqInfo
	dl-CarrierBandwidth
	 
	 
	MobilityControlInfo
	Cell
	xCell
	A
	Not applicable in connected

	AntennaInfoCommon 
	antennaPortsCount 
	 
	 
	MobilityControlInfo
	Cell
	xCell
	TBC
	 

	MBSFN-AreaInfoList-r9
	
	
	
	SIB13
	nCell
	
	
	

	notificationConfig-r9
	
	
	
	SIB13
	nCell
	
	
	

	
	
	
	
	
	
	
	
	


3 Conclusion & recommendation
This document attempts to provide an overview of the common configuration parameters, based on the different contributions to the RAN2#70bis meeting. RAN2 is requested to review the overview that is provided and try to agree a first baseline set of configuration parameters.
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