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<Start of modified section>
8.6.6.45
Downlink Secondary Cell Info FDD

If the IE "Downlink Secondary Cell Info FDD" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
if the CHOICE "Configuration info" is set to "New configuration":

2>
store the IE "Downlink Secondary Cell Info FDD", replacing any stored IE "Downlink Secondary Cell Info FDD".

1>
if the CHOICE "Configuration info" is set to "Continue" and the UE has any stored IE "Downlink Secondary Cell Info FDD":

2>
keep the stored IE "Downlink Secondary Cell Info FDD".



1>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.

1>
if the IE "Different Tx diversity mode configuration from serving HS-DSCH cell" is present and Tx diversity is configured in the serving HS-DSCH cell,

2>
not configure Tx diversity for the secondary serving HS-DSCH cell.

1>
if the IE "Different Tx diversity mode configuration from serving HS-DSCH cell" is present and Tx diversity is not configured in the serving HS-DSCH cell,

2>
configure Tx diversity in the secondary serving HS-DSCH cell.

1>
if the IE "Different Tx diversity mode configuration from serving HS-DSCH cell" is not present,

2>
the Tx diversity mode configured in the secondary serving HS-DSCH cell shall be the same as the Tx diversity mode configured in the serving HS-DSCH cell.

If the IE "Downlink Secondary Cell Info FDD" is not included and the UE has any stored IE "Downlink Secondary Cell Info FDD":

1>
clear the stored IE "Downlink Secondary Cell Info FDD".

<End of modified section>
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