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1 Discussion
In [1], it is specified that MDT configuration and corresponding measurement log shall be cleared by the UE at any PLMN change (irrespective of the Equivalent PLMN list). However, it is not clear the PLMN change is a change of selected PLMN change or Registered PLMN. The UE may unnecessarily clear the MDT configuration and corresponding measurement log when the UE temporarily changes the selected PLMN due to that the UE is out of service area of the Registered PLMN. To avoid removing the MDT configuration and corresponding measurement log due to change of selected PLMN, we propose:
Proposal 1: MDT configuration and corresponding measurement log shall be cleared by the UE at Registered PLMN change.
Reference
[1] 3GPP TS 37.320 v0.7.0
Text proposal

5.1.1.1.2
Configuration effectiveness 
The configuration is provided in a cell by dedicated control while UE is in CONNECTED and implies:

· measurement configuration is valid in IDLE

· measurement configuration and logs are maintained  when the UE is in IDLE, i.e. during multiple IDLE periods interrupted by IDLE->CONNECTED->IDLE state transitions
· measurement configuration and logs are maintained when the UE is in IDLE in that RAT, i.e. during multiple IDLE periods interrupted by UE presence in another RAT

There is only one RAT-specific configuration for Logged MDT in the UE. When the network provides a configuration, any previously configured MDT measurements configuration will be entirely replaced by the new one. Moreover, logged measurements corresponding to the previous configuration will be cleared at the same time. It is left up to the network to retrieve any relevant data before providing a new configuration.
NOTE: The network may have to do inter-RAT coordination

MDT configuration and corresponding measurement log shall be cleared by the UE at Registered PLMN change.





























1/1
2010-08-12

