3GPP TSG-RAN WG2 #71 
(R2-104691
Madrid, Spain, 23-27 August 2010

	CR-Form-v9.6

	CHANGE REQUEST

	

	(
	36.355
	CR
	CRNum
	(
rev
	-
	(
Current version:
	9.2.1
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(
	Introduction of EPDU ID requested by OMA LOC

	
	

	Source to WG:
(
	Qualcomm Incorporated

	Source to TSG:
(
	R2

	
	

	Work item code:
(
	LCS_LTE
	
	Date: (
	23/08/2010

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(
	In R2-104222, OMA LOC request the allocation of an EPDU ID for LPPe.

	
	

	Summary of change:
(
	New EPDU ID introduced into the table under the description of EPDU-Sequence.
NOTE: This CR is drafted against the changes agreed in principle at RAN2#70bis in document R2-104002.
Impact Analysis:
Impacted functionality:

LTE UE positioning.
Interoperability:

No interoperability impact is foreseen.



	
	

	Consequences if 
(
not approved:
	No EPDU identifier will be allocated for LPPe and supporting devices will be unable to use the extensions.

	
	

	Clauses affected:
(
	6.4.1

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


–
EPDU-Sequence

The EPDU-Sequence contains IEs that are defined externally to LPP by other organizations.

-- ASN1START

EPDU-Sequence ::= SEQUENCE (SIZE (1..maxEPDU)) OF EPDU
maxEPDU INTEGER ::= 16

EPDU ::= SEQUENCE {


ePDU-Identifier


EPDU-Identifier,


ePDU-Body



EPDU-Body

}

EPDU-Identifier ::= SEQUENCE {


ePDU-ID




EPDU-ID,


ePDU-Name



EPDU-Name

OPTIONAL,


...

}

EPDU-ID ::= INTEGER (1..256)

EPDU-Name ::= VisibleString (SIZE (1..32))

EPDU-Body ::= OCTET STRING 
-- ASN1STOP

	EPDU-Sequence field descriptions

	EPDU-ID

This field provides a unique integer ID for the externally defined positioning method.  Its value is assigned to the external entity that defines the EPDU. See table External PDU Identifier Definition for a list of external PDU identifiers defined in this version of the specification.

	EPDU-Name

This field provides an optional character encoding which can be used to provide a quasi-unique name for an external PDU – e.g., by containing the name of the defining organization and/or the name of the associated public or proprietary standard for the EPDU.

	EPDU-Body

The content and encoding of this field are defined externally to LPP.


External PDU Identifier Definition

	EPDU-ID
	EPDU Defining entity
	Method name
	Reference

	1
	OMA LOC
	OMA LPP Extensions (LPPe)
	(Reference to a defining specification, if applicable)
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