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1. Overall Description:

During RAN2#71 meeting, RAN2 discussed how the trace procedure would be involved in MDT from RAN2 point of view, and reached the below common understanding regarding the UE selection & configuration in MDT.
1)  As a baseline assumption , both immediate MDT and Logged MDT shall be supported by both signalling based trace and management based trace

2) For cases when OAM selects individual UEs, i.e. when IMSI and IMEI based UE selection is used, signalling based trace is used. IMSI and IMEI based UE selection is done at OAM. RAN does not need to know about IMSI and/or IMEI. 

3) For cases when OAM does not select individual UEs, management based trace is used. 

4) Device capability selection/checking are done by the RAN. 
· OAM do not need to know about UE capabilities or other device specific information for MDT. 

· FFS if a signalling based trace is started for a UE not supporting MDT, there will be "reject feedback" to the OAM.
5) Handling of area scope for MDT:

· Area Information can optionally be provided by OAM to RAN at MDT trace configuration.
· For immediate MDT, RAN chooses to configure UEs or not, based on Area Information, if provided. 

· For Logged MDT, Area Information is provided from RAN to UE at MDT measurement configuration. UE performs logging only in areas according to the area configuration, if provided. 

6) Trace information to UE:

· RAN2 assumes UE does not need to receive any trace related information for immediate MDT.

In addition, in the reply LS S5-102073 (R2-104235) from SA5, it was indicated that “From the MDT data collection point of view SA5 does not differentiate “Immediate” versus “Logged” MDT.” So RAN2 would like to ask the following question:
Question 1: RAN2 would like to clarify if it is SA5’s understanding that it is up to RAN node to determine the MDT mode, i.e. immediate MDT or logged MDT, to be configured for the UE or if this is selected already by OAM?
In addition, for logged MDT, when trace procedure is re-used, RAN2 understanding is that the trace-reference and IP address of TCE (Trace Collection Entity) are conveyed to the UE, and the UE would include the same value of trace reference and TCE’s IP Address in the MDT report so that the RAN node receiving the MDT report from the UE can forward the information to the correct TCE. 
However, with regard to TCE’s IP Address, RAN2 also discussed that conveying IP address of network nodes (i.e. TCE) to the UE may cause security problem, and this was never done before in legacy 3GPP system.
Question 2: RAN2 would like to ask SA5 that the method where the RAN node informs the UE about the trace-reference and IP address of the TCE is a feasible and good method or if there is any other better method instead?
2. Actions:

To SA5 group.

ACTION 1: 
RAN2 kindly asks SA5 to confirm and comment on the current understanding of RAN2 on the UE selection & configuration principles of MDT as described in bullets 1 to 6 above.  
ACTION 2:
RAN2 kindly asks SA5 to answer the above questions one and two.
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