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------------------ Start of first change ------------------
–
OTDOA-NeighbourCellInfoList
The IE OTDOA-NeighbourCellInfoList is used by the location server to provide neighbour cell information for OTDOA assistance data. The OTDOA-NeighbourCellInfoList is sorted in decreasing order according to the best estimated received signal strength at the a‑priori location estimate of the target device. The target device is expected to provide the available measurements in the same order.
------------------- End of first change -------------------
------------------ Start of second change -----------------
–
PRS-Info
-- ASN1START

PRS-Info ::= SEQUENCE {


prs-Bandwidth


ENUMERATED { n6, n15, n25, n50, n75, n100, ... },


prs-ConfigurationIndex
INTEGER (0..4095),


numDL-Frames


ENUMERATED {sf-1, sf-2, sf-4, sf-6, ...},


...,


prs-MutingInfo-r9

CHOICE {



po2-r9




BIT STRING (SIZE(2)),



po4-r9




BIT STRING (SIZE(4)),



po8-r9




BIT STRING (SIZE(8)),



po16-r9




BIT STRING (SIZE(16)),



...


}













OPTIONAL



-- Need OP
}

-- ASN1STOP

	PRS-Info field descriptions

	prs-Bandwidth

This field specifies the bandwidth that is used to configure the positioning reference signals on. Enumerated values are specified in number of resource blocks (n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on) and define 1.4, 3, 5, 10, 15 and 20 MHz bandwidth.

	prs-ConfigurationIndex

This field specfies the positioning reference signals configuration index IPRS as defined in [16].

	numDL-Frames

This field specifies the number of consecutive downlink subframes NPRS with positioning reference signals, as defined in [16]. Enumerated values define 1, 2, 4, or 6 consecutive subframes.

	prs-MutingInfo

This field specifies the PRS muting configuration of the cell. The PRS muting configuration is defined by a periodic PRS muting sequence with periodicity TREP where TREP, counted in the number of positioning occasions [18], can be 2, 4, 8, or 16 which is also the length of the selected bit string that represents this PRS muting sequence. If a bit in the PRS muting sequence is set to "0", then the PRS is muted in the corresponding PRS positioning occasion. A positioning occasion comprises of NPRS downlink positioning subframes as defined in [16]. The first bit of the PRS muting sequence corresponds to the first positioning occasion that starts after the beginning of the reference cell SFN=0. The sequence is valid for all subframes after the UE has received the prs-MutingInfo. If this field is not present the UE may assume that the PRS muting is not in use for the cell. 


------------------ End of second change ------------------
------------------- Start of third change -------------------
–
GNSS-Almanac
The IE GNSS-Almanac is used by the location server to provide the coarse, long-term model of the satellite positions and clocks. The meaning of these parameters is defined in relevant ICDs of the particular GNSS and GNSS specific interpretations apply. For example, GPS and QZSS use the same model parameters but some parameters have a different interpretation [7]. GNSS-Almanac is useful for receiver tasks that require coarse accuracy, such as determining satellite visibility. The model is valid for up to a few weeks, typically. Since it is a long-term model, the field should be provided for all satellites available in the GNSS constellation (i.e., not only for SVs visible at the reference location and including SVs flagged as unhealthy in almanac). The completeAlmanacProvided field indicates whether or not the location server provided almanacs for the complete GNSS constellation.
-- ASN1START

GNSS-Almanac ::= SEQUENCE {

 
weekNumber 




INTEGER (0..255)
OPTIONAL,
-- Need ON


toa 





INTEGER (0..255) 
OPTIONAL,
-- Need ON


ioda 





INTEGER (0..3) 

OPTIONAL,
-- Need ON


completeAlmanacProvided

BOOLEAN,


gnss-AlmanacList


GNSS-AlmanacList,


...

}

GNSS-AlmanacList ::= SEQUENCE (SIZE(1..64)) OF GNSS-AlmanacElement

GNSS-AlmanacElement ::= CHOICE {


keplerianAlmanacSet
 
AlmanacKeplerianSet,

-- Model-1

 
keplerianNAV-Almanac 
AlmanacNAV-KeplerianSet, 
-- Model-2


keplerianReducedAlmanac
AlmanacReducedKeplerianSet,
-- Model-3


keplerianMidiAlmanac
AlmanacMidiAlmanacSet, 

-- Model-4


keplerianGLONASS

AlmanacGLONASS-AlmanacSet, 
-- Model-5


ecef-SBAS-Almanac

AlmanacECEF-SBAS-AlmanacSet,-- Model-6


...

}

-- ASN1STOP

	GNSS-Almanac field descriptions

	weekNumber 

This field specifies the almanac reference week number in GNSS specific system time to which the almanac reference time toa is referenced, modulo 256 weeks. This field is required for non-GLONASS GNSS.

	toa

This field specifies the almanac reference time given in GNSS specific system time, in units of seconds with a scale factor of 212. This field is required for non-GLONASS GNSS.

	ioda

This field specifies the issue of data. This field is required for non-GLONASS GNSS.

	completeAlmanacProvided

If set to TRUE, the gnss-AlmanacList  contains almanacs for the complete GNSS constellation indicated by GNSS‑ID. 

	gnss-AlmanacList 

This list contains the almanac model for each GNSS satellite in the GNSS constellation.


------------------- End of third change -------------------
------------------ Start of fourth change ------------------

–
ECID-SignalMeasurementInformation

The IE ECID-SignalMeasurementInformation is used by the target device to provide various UE‑measurements to the location server. 

-- ASN1START

ECID-SignalMeasurementInformation ::= SEQUENCE {


servingCellMeasuredResults
MeasuredResultsElement
OPTIONAL,


measuredResultsList


MeasuredResultsList,


...

}

MeasuredResultsList ::= SEQUENCE (SIZE(1..32)) OF MeasuredResultsElement

MeasuredResultsElement ::= SEQUENCE {


physCellId

INTEGER (0..503),


cellGlobalId
CellGlobalIdEUTRA-AndUTRA


OPTIONAL,


arfcnEUTRA 

ARFCN-ValueEUTRA,


systemFrameNumber






BIT STRING (SIZE (10))



OPTIONAL,


rsrp-Result

INTEGER (0..97)





OPTIONAL,


rsrq-Result

INTEGER (0..34)





OPTIONAL,


ue-RxTxTimeDiff
INTEGER (0..4095)




OPTIONAL,


...

}

-- ASN1STOP

	ECID-SignalMeasurementInformation field descriptions

	measuredResultsList 

This list contains the E‑CID measurements for up to 32 cells.

	physCellId

This field specifies the physical cell identity of the measured cell.

	cellGlobalId

This field specifies cell global ID of the measured cell. The target device shall provide this field if it was able to determine the ECGI of the measured cell at the time of  measurement.

	arfcnEUTRA

This field specifies the ARFCN of the measured E-UTRA carrier frequency, as defined in [12].

	systemFrameNumber
This field specifies the system frame number of the measured neighbour cell. The target device shall include this field if it was able to determine the SFN of the neighbour cell at the time of measurement.

	rsrp-Result

This field specifies the reference signal received power (RSRP) measurement, as defined in [12],[17].

	rsrq-Result

This field specifies the reference signal received quality (RSRQ) measurement, as defined in [12],[17].

	ue-RxTxTimeDiff

This field specifies the UE Rx–Tx time difference measurement, as defined in [17]. It is provided only for measurements on the UE’s serving cell.

Measurement report mapping is according to 3GPP TS 36.133 [18]. 




--------------------- End of fourth change -------------------
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