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	The FFS conditions are clarified as follows:
· intraFreqProximityIndication and interFreqProximityIndication are optional, i.e., no conditions are applicable.
· intraFreqSI-AcquisitionForHO is mandatory for all Rel-9 UEs (since this is an essential feature to ensure service continuity when PCI confusion exists in the network).
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4.3.10
CSG Proximity Indication parameters
4.3.10.1
intraFreqProximityIndication
This parameter defines whether the UE supports proximity indication for intra-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.


4.3.10.2
interFreqProximityIndication
This parameter defines whether the UE supports proximity indication for inter-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.


4.3.10.3
utran-ProximityIndication
This parameter defines whether the UE supports proximity indication for UTRAN cells whose CSG IDs are in the UE’s CSG Whitelist.

4.3.11
Neighbour cell SI acquisition parameters
4.3.11.1
intraFreqSI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring intra-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].


NOTE:
The feature intraFreqSI-AcquisitionForHO should be supported by all UEs of this release.
4.3.11.2
interFreqSI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring inter-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].


4.3.11.3
utran-SI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring UMTS cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].
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