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5.6.5.3
Reception of the UEInformationRequest message

Upon receiving the UEInformationRequest message, the UE shall:

1>
if rach-ReportReq is set to true, set the contents of the rach-Report in the UEInformationResponse message as follows: 

2>
set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the last successfully completed random access procedure
2>
if contention is detected by MAC for at least one of the transmitted preambles for the last successfully completed random access procedure:

3>
set the contentionDetected to true;

2>
else:

3>
set the contentionDetected to false;

1>
if rlf-ReportReq is set to true and there is radio link failure information available, set the contents of the rlf-Report in theUEInformationResponse message as follows: 

2>
set the measResultLastServCell;

2>
set the measResultNeighCells in order of decreasing triggerQuantity to include the best neighbouring cells based on measurements collected up to the moment the UE detected radio link failure;

3>
if the UE was configured to perform measurements for one or more neighbouring EUTRA frequencies, include the measResultListEUTRA and include the corresponding carrierFreq and measResultList;

3>
if the UE was configured to perform measurement reporting for one or more neighbouring UTRA frequencies, include the measResultListUTRA and include the corresponding carrierFreq and measResultList;

3>
if the UE was configured to perform measurement reporting for one or more neighbouring GERAN frequencies, include the measResultListGERAN;

3>
if the UE was configured to perform measurement reporting for one or more neighbouring CDMA2000 frequencies, include the measResultsCDMA2000 and include the corresponding carrierFreq and measResultList;

NOTE:
The measured quantities are filtered by L3 filter as configured in mobility measurement configuration. Blacklisted cells are not required to be reported.
2>
if the UE has location information available, set the content of the locationInfo as follows:

3>

include the locationCoordinates;

3> if available, include the horizontalVelocity entry; 

1> if the mdt-ReportReq is present and the UE has logged MDT data available, set the contents of the mdt-Report in theUEInformationResponse message as follows: 

2> TBS;
2>
if the UE has an MDT report available for E-UTRA after constructing the UEInformationResponse message, include the mdt-ReportAvailable;
2>
submit the UEInformationResponse message on SRB2 to lower layers for transmission upon which the procedure ends;
1>
submit the UEInformationResponse message on SRB1 to lower layers for transmission;
1>
discard any previously buffered mdt-Report;
6.2.2
Message definitions

…
–
UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the E-UTRAN.

Signalling radio bearer: SRB1 or SRB2 (for logged information transfer)
RLC-SAP: AM

Logical channel: DCCH

Direction:  UE to E-UTRAN

UEInformationResponse message
-- ASN1START

UEInformationResponse-r9
::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1







CHOICE {




ueInformationResponse-r9



UEInformationResponse-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

UEInformationResponse-r9-IEs ::=

SEQUENCE {


rach-Report-r9






SEQUENCE {



numberOfPreamblesSent-r9



INTEGER (1..200),



contentionDetected-r9




BOOLEAN


}















OPTIONAL,


rlfReport-r9






RLF-Report-r9


OPTIONAL,

nonCriticalExtension




UEInformationResponse-v930-IEs



OPTIONAL

}

UEInformationResponse-v930-IEs ::= SEQUENCE {


lateR9NonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


nonCriticalExtension



UEInformationResponse-v10xy-IEs






OPTIONAL

}
UEInformationResponse-v10xy-IEs ::= SEQUENCE {


mdt-Report-r10





MDT-Report-r10





OPTIONAL,

mdt-ReportAvailable-r10



ENUMERATED {true}




OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

RLF-Report-r9 ::= 




SEQUENCE {


measResultLastServCell



SEQUENCE {


rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


OPTIONAL


},

measResultNeighCells



SEQUENCE {


measResultListEUTRA




MeasResultList2EUTRA
OPTIONAL,



measResultListUTRA




MeasResultList2UTRA

OPTIONAL,



measResultListGERAN




MeasResultListGERAN

OPTIONAL,



measResultsCDMA2000




MeasResultList2CDMA2000
OPTIONAL


}















OPTIONAL,


...,


[[
locationInfo-r10




LocationInfo-r10

OPTIONAL

]]
}
MDT-Report-r10 ::= 




SEQUENCE {
--TBS to include serving cell measurements results, neighbours = RF fingerprints?, time stamping,location info

... 

}
MeasResultList2EUTRA ::=



SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


measResultList





MeasResultListEUTRA

}

MeasResultList2UTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


measResultList





MeasResultListUTRA

}

MeasResultList2CDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


carrierFreq






CarrierFreqCDMA2000,


measResultList





MeasResultsCDMA2000

}

-- ASN1STOP

	UEInformationResponse field descriptions

	numberOfPreamblesSent

This field is used to indicate the number of RACH preambles that were transmitted. Corresponds to parameter PREAMBLE_TRANSMISSION_COUNTER in TS 36.321 [6].

	contentionDetected

This field is used to indicate that contention was detected for at least one of the transmitted preambles, see also [6]. 

	measResultLastServCell

This field refers to the last measurement results taken in the serving cell, where radio link failure happened.
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