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* * * First Change * * * 

5.2.2.15
Actions upon reception of SystemInformationBlockType8
Upon receiving SystemInformationBlockType8, the UE shall:

1>
if the systemTimeInfo is included:

2>
forward the systemTimeInfo to CDMA2000 upper layers;

1>
if the UE is in RRC_IDLE and if searchWindowSize is included:

2>
forward the searchWindowSize to CDMA2000 upper layers;

1>
if parametersHRPD is included;

2>
forward the preRegistrationInfoHRPD to CDMA2000 upper layers only if the UE has not received the preRegistrationInfoHRPD within an RRCConnectionReconfiguration message after entering this cell;

2>
if the cellReselectionParametersHRPD is included:

3>
forward the neighCellList to the CDMA2000 upper layers;

1>
if the parameters1XRTT is included:

2>
if the csfb-RegistrationParam1XRTT is included:

3>
forward the csfb-RegistrationParam1XRTT to the CDMA2000 upper layers which will use this information to determine if a CS registration/re-registration towards CDMA2000 1xRTT in the EUTRA cell is required;
2>
else:

3>
indicate to CDMA2000 upper layers that CSFB Registration to CDMA2000 1xRTT is not allowed;
2>
if the longCodeState1XRTT is included:

3>
forward the longCodeState1XRTT to CDMA2000 upper layers;

2>
if the cellReselectionParameters1XRTT is included:

3>
forward the neighCellList to the CDMA2000 upper layers;

2>
if the csfb-SupportForDualRxUEs is included:

3>
forward csfb-SupportForDualRxUEs to the CDMA2000 upper layers;

2>
else

3>
forward csfb-SupportForDualRxUEs, with its value set to FALSE, to the CDMA2000 upper layers;

2>
forward the ac-BarringConfig1XRTT to CDMA2000 upper layers, if included;
2>
if the csfb-DualRxTxSupport is included:

3>
forward csfb-DualRxTxSupport to the CDMA2000 upper layers;

2> else
3>
forward csfb-DualRxTxSupport, with its value set to FALSE, to the CDMA2000 upper layers;

* * * Second Change * * * 

5.4.3
Mobility from E-UTRA

5.4.3.1
General
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Figure 5.4.3.1-1: Mobility from E-UTRA, successful
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Figure 5.4.3.1-2: Mobility from E-UTRA, failure

The purpose of this procedure is to move a UE in RRC_CONNECTED to a cell using another Radio Access Technology (RAT), e.g. GERAN, UTRA or CDMA2000 systems. The mobility from E-UTRA procedure covers  the following type of mobility:

-
handover, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell;

-
cell change order, i.e. the MobilityFromEUTRACommand message may include information facilitating access of and/ or connection establishment in the target cell, e.g. system information. Cell change order is applicable only to GERAN; and

-
enhanced CS fallback to CDMA2000 1xRTT, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell. The enhanced CS fallback to CDMA2000 1xRTT may be combined with concurrent handover or redirection to CDMA2000 HRPD.
NOTE: 
For the case of dual receiver/transmitter enhanced CS fallback to CDMA2000 1xRTT, the DLInformationTransfer message is used instead of the MobilityFromEUTRACommand message (see TS 36.300 [9]).

* * * Third Change * * * 

5.4.4
Handover from E-UTRA preparation request (CDMA2000)

5.4.4.1
General
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Figure 5.4.4.1-1: Handover from E-UTRA preparation request

The purpose of this procedure is to trigger the UE to prepare for handover or enhanced 1xRTT CS fallback to CDMA2000 by requesting a connection with this network. The UE may use this procedure to concurrently prepare for handover to CDMA2000 HRPD along with preparation for enhanced CS fallback to CDMA2000 1xRTT. This procedure applies to CDMA2000 capable UEs only.
This procedure is also used to trigger the UE which has dual Rx/Tx configuration and supports enhanced 1xCSFB to redirect its second radio to CDMA2000 1xRTT.
The handover from E-UTRA preparation request procedure applies when signalling radio bearers are established.

5.4.4.2
Initiation

E-UTRAN initiates the handover from E-UTRA preparation request procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message or CS fallback indication for the UE, by sending a HandoverFromEUTRAPreparationRequest message. E-UTRA initiates the procedure only when AS security has been activated.

5.4.4.3
Reception of the HandoverFromEUTRAPreparationRequest by the UE

Upon reception of the HandoverFromEUTRAPreparationRequest message, the UE shall:
1>
if dualRxTxRedirectIndicator is present in the received message:

2>
forward dualRxTxRedirectIndicator to the CDMA2000 upper layers;
2>
forward redirectCarrierCDMA2000-1XRTT to the CDMA2000 upper layers, if included;

1>
else
2>


indicate the request to prepare handover or enhanced 1xRTT CS fallback and forward the cdma2000-Type to the CDMA2000 upper layers;

1>
if cdma2000-Type is set to 'type1XRTT':

2>
forward the rand and the mobilityParameters to the CDMA2000 upper layers;

1>
if concurrPrepCDMA2000-HRPD is present in the received message:

2>
forward concurrPrepCDMA2000-HRPD to the CDMA2000 upper layers;

1>
else

2>
forward concurrPrepCDMA2000-HRPD, with its value set to FALSE, to the CDMA2000 upper layers;

* * * Fourth Change * * * 

6.2.2
Message definitions
<Cut until the next modified section>
–
HandoverFromEUTRAPreparationRequest (CDMA2000)

The HandoverFromEUTRAPreparationRequest message is used to trigger the handover preparation procedure with a CDMA2000 RAT. This message is also used to trigger a tunneled preparation procedure with a CDMA2000 1xRTT RAT to obtain traffic channel resources for the enhanced CS fallback to CDMA2000 1xRTT, which may also involve a concurrent preparation for handover to CDMA2000 HRPD.  Also, this message is used to trigger the dual Rx/Tx redirection procedure with a CDMA2000 1xRTT RAT.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

HandoverFromEUTRAPreparationRequest message
-- ASN1START

HandoverFromEUTRAPreparationRequest ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




handoverFromEUTRAPreparationRequest-r8













HandoverFromEUTRAPreparationRequest-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverFromEUTRAPreparationRequest-r8-IEs ::= SEQUENCE {


cdma2000-Type




CDMA2000-Type,


rand






RAND-CDMA2000



OPTIONAL,  -- Cond cdma2000-Type


mobilityParameters



MobilityParametersCDMA2000
OPTIONAL,  -- Cond cdma2000-Type


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-v890-IEs
OPTIONAL

}

HandoverFromEUTRAPreparationRequest-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING



OPTIONAL,
-- Need OP


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-v920-IEs
OPTIONAL

}

HandoverFromEUTRAPreparationRequest-v920-IEs ::= SEQUENCE {


concurrPrepCDMA2000-HRPD-r9

BOOLEAN





OPTIONAL,
-- Cond cdma2000-Type


nonCriticalExtension



HandoverFromEUTRAPreparationRequest-r10-IEs




OPTIONAL
-- Need OP

}
HandoverFromEUTRAPreparationRequest-r10-IEs ::= SEQUENCE {


dualRxTxRedirectIndicator-r10

ENUMERATED {true}

OPTIONAL,
-- Cond cdma2000-1XRTT


redirectCarrierCDMA2000-1XRTT-r10
CarrierFreqCDMA2000

OPTIONAL,
-- Cond dualRxTxRedirect

nonCriticalExtension



SEQUENCE {}



OPTIONAL
-- Need OP

}
-- ASN1STOP

	HandoverFromEUTRAPreparationRequest field descriptions

	concurrPrepCDMA2000-HRPD

Value TRUE indicates that upper layers should initiate concurrent preparation for handover to CDMA2000 HRPD in addition to preparation for enhanced CS fallback to CDMA2000 1xRTT.

	dualRxTxRedirectIndicator

Value TRUE indicates that the second radio of the dual Rx/Tx UE is being redirected to CDMA2000 1xRTT.

	redirectCarrierCDMA2000-1XRTT

Used to indicate the CDMA2000 1xRTT carrier frequency where the UE is being redirected.


	Conditional presence
	Explanation

	cdma2000-Type
	The field is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not present.

	cdma2000-1XRTT
	The field is optionally present, need ON, if the cdma2000-Type = type1XRTT; otherwise it is not present.

	dualRxTxRedirect
	The field is optionally present, need ON, if dualRxTxRedirectIndicator is present; otherwise it is not present.


* * * Fifth Change * * * 

6.3.1
System information blocks

<Cut until the next modified section>
The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP



longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


...,


lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


[[
csfb-SupportForDualRxUEs-r9


BOOLEAN






OPTIONAL,
-- Need OR



cellReselectionParametersHRPD-v920
CellReselectionParametersCDMA2000-v920
OPTIONAL,
-- Cond NCL-HRPD



cellReselectionParameters1XRTT-v920
CellReselectionParametersCDMA2000-v920
OPTIONAL,
-- Cond NCL-1XRTT



csfb-RegistrationParam1XRTT-v920
CSFB-RegistrationParam1XRTT-v920 

OPTIONAL,
-- Cond REG-1XRTT



ac-BarringConfig1XRTT-r9


AC-BarringConfig1XRTT-r9

OPTIONAL 
-- Cond REG-1XRTT


]]

[[
csfb-DualRxTxSupport-r10


ENUMERATED {true}



OPTIONAL
-- Cond REG-1XRTT

]]
}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000      


T-Reselection,


t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

CellReselectionParametersCDMA2000-v920 ::= SEQUENCE {


neighCellList-v920





NeighCellListCDMA2000-v920

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList



NeighCellsPerBandclassListCDMA2000

}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn







ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

NeighCellListCDMA2000-v920 ::=

SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000-v920

NeighCellCDMA2000-v920 ::=


SEQUENCE {


neighCellsPerFreqList-v920


NeighCellsPerBandclassListCDMA2000-v920

}

NeighCellsPerBandclassListCDMA2000-v920 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000-v920

NeighCellsPerBandclassCDMA2000-v920 ::=
SEQUENCE {


physCellIdList-v920




PhysCellIdListCDMA2000-v920

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

PhysCellIdListCDMA2000-v920 ::=

SEQUENCE (SIZE (0..24)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

AC-BarringConfig1XRTT-r9 ::=

SEQUENCE {


ac-Barring0to9-r9




INTEGER (0..63),


ac-Barring10-r9





INTEGER (0..7),


ac-Barring11-r9





INTEGER (0..7),


ac-Barring12-r9





INTEGER (0..7),


ac-Barring13-r9





INTEGER (0..7),


ac-Barring14-r9





INTEGER (0..7),


ac-Barring15-r9





INTEGER (0..7),


ac-BarringMsg-r9




INTEGER (0..7),


ac-BarringReg-r9




INTEGER (0..7),


ac-BarringEmg-r9




INTEGER (0..7)

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005-A [25, Table 2.6.6.2.1-1] and C.S0024-A [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	bandClassList

List of CDMA2000 frequency bands.

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057-B [24, Table 1.5].

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	threshX-Low

Parameter “ThreshX, LowP” in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells in neighCellList for each RAT (1XRTT or HRPD) is limited to 32.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if either CSFB or enhanced CS fallback to CDMA2000 1xRTT is supported.

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover and enhanced CS fallback to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002-A [12] or C.S0024-A [26].

	physCellIdList

Identifies the list of CDMA2000 cell ids, see C.S0002-A [12] or C.S0024-A [26].

	csfb-SupportForDualRxUEs

Value TRUE indicates that the network supports dual Rx CSFB [51].

	cellReselectionParametersHRPD-v920
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system. The field is not present if cellReselectionParametersHRPD is not present; otherwise it is optionally present.

	cellReselectionParameters1XRTT-v920
Cell reselection parameters applicable for cell reselection to CDMA2000 1XRTT system. The field is not present if cellReselectionParameters1XRTT is not present; otherwise it is optionally present.

	neighCellList-v920

Extended List of CDMA2000 neighbouring cells. The combined total number of CDMA2000 neighbouring cells in both neighCellList and neighCellList-v920 is limited to 32 for HRPD and 40 for 1xRTT.

	neighCellsPerFreqList-v920
Extended list of neighbour cell ids, in the same CDMA2000 Frequency Band as the corresponding instance in “NeighCellListCDMA2000”.

	physCellIdList-v920

Extended list of CDMA2000 cell ids, in the same CDMA2000 ARFCN as the corresponding instance in “NeighCellsPerBandclassCDMA2000”.

	ac-BarringConfig1XRTT

Contains the access class barring parameters the UE uses to calculate the access class barring factor, see C.S0097 [53].

	ac-Barring0to9

Parameter used for calculating the access class barring factor for access overload classes 0 through 9.  It is the parameter “PSIST” in C.S0004-A [34] for access overload classes 0 through 9.

	ac-BarringN

Parameter used for calculating the access class barring factor for access overload class N (N = 10 to 15).  It is the parameter “PSIST” in C.S0004-A [34] for access overload class N.

	ac-BarringMsg

Parameter used for modifying the access class barring factor for message transmissions.  It is the parameter “MSG_PSIST” in C.S0004-A [34].

	ac-BarringReg

Parameter used for modifying the access class barring factor for autonomous registrations.  It is the parameter “REG_PSIST” in C.S0004-A [34].

	ac-BarringEmg

Parameter used for calculating the access class barring factor for emergency calls and emergency message transmissions for access overload classes 0 through 9.  It is the parameter “PSIST_EMG” in C.S0004-A [34].

	csfb-DualRxTxSupport
Value TRUE indicates that the network supports dual Rx/Tx enhanced 1xCSFB [51].  


	Conditional presence
	Explanation

	NCL-1XRTT
	The field is optional present, need OR, if cellReselectionParameters1xRTT is present; otherwise it is not present.

	NCL-HRPD
	The field is optional present, need OR, if cellReselectionParametersHRPD is present; otherwise it is not present.

	REG-1XRTT
	The field is optional present, need OR, if csfb-RegistrationParam1XRTT is present; otherwise it is not present.


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1290536108.doc


UE







EUTRAN











































HandoverFromEUTRAPreparationRequest




































_1295954186.doc


UE







EUTRAN











































MobilityFromEUTRACommand



























RRC connection re-establishment












_1267949666.doc


UE







EUTRAN











































MobilityFromEUTRACommand




































_1270649513.unknown

