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	Reason for change:
(

	For CCCH messages, the release of the common E-DCH resource should happen when the UE has sent the SI including TEBS equal to zero and all HARQ processes have finished i.e. there are no more (re-)transmissions. This behavior is not completely captured for CCCH transmission.

	
	

	Summary of change:
(

	It has been specified that, for CCCH transmissions, the common E-DCH resource shall be released when UE has sent the SI including TEBS equal to zero and all HARQ processes have finished i.e. there are no more (re-)transmissions.
 Impact analysis:

 Impacted functionality:

This correction impacts the corrected functionality.

 Inter-operability:

If the NW is implemented according to the CR and the UE is not then the UE will release the common E-DCH resources before than expected and the NW may trigger a radio link failure instead of releasing the common E-DCH resource in a normal way.

If the UE is implemented according to the CR and the NW is not then there are no inter-operability issues. 
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(

not approved:
	For CCCH transmissions, a UE may release the common E-DCH resources as soon as it does the first transmission of the last MAC-i PDU without waiting for retransmissions and without sending the Scheduling Information.
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	Other comments:
(

	This CR needs to be updated with the latest version of the TS 25.321


11.8.1.9
Release of common E-DCH resources (FDD only)

If the UE is sending CCCH data in CELL_FACH state or Idle mode, the UE shall release the common E-DCH resource under following conditions:

-
the empty buffer status (TEBS = 0 byte) has been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission; or 

-
the maximum E-DCH resource allocation for CCCH is reached, or;

-
a L1 synchronisation failure is reported.

If the UE is sending DTCH or DCCH data, the UE shall release the common E-DCH resource under following conditions:

-
a L1 synchronization failure occurs; or

-
the maximum period for collision resolution is reached and no E-AGCH with the UE’s E-RNTI (through an E-RNTI specific CRC attachment) has been reached; or

-
an E-AGCH is received with a common E-DCH resource release command (INACTIVE) (explicit common E-DCH resource release) or; 

-
"E-DCH transmission continuation back off" is not set to "infinity", the empty buffer status (TEBS = 0 byte) has been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission.
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