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Discussion and decision
1. Introduction
RAN1 made a progress on their eICIC work and indicated in [1];

	· Macro-Femto: 

· Baseline

· No backhaul coordination (X2, S1)

· Reflects RAN3 status
· Time-domain/power setting solutions 

· Support for restricting RLM/RRM/CSI measurements at the Rel-10 UE to certain resources 

· Macro-Pico: 

· Extend Rel 8/9 backhaul based ICIC to include time domain component

· Baseline

· Coordination of almost blank subframes* 

· Support for restricting RLM/RRM/CSI measurements at the Rel-10 UE to certain resources 

· The gains with cell range expansion (CRE) are still FFS in RAN1 and RAN4 will not start working on CRE enablers unless gains are concluded by RAN1

· No additional support shall be assumed in Rel-10 for cell range expansion beyond what is already possible in Rel-8




In release-8/9, any time domain restriction on RRM and RLM resource is provided to the UE. A text proposal showing necessary changes to the release-10 RRC specification is provided in this document.
2. Text proposal
5.3.10.0
General

The UE shall:

1>
if the received radioResourceConfigDedicated includes the srb-ToAddModList:

2>
perform the SRB addition or reconfiguration as specified in 5.3.10.1;

1>
if the received radioResourceConfigDedicated includes the drb-ToReleaseList:

2>
perform DRB release as specified in 5.3.10.2;

1>
if the received radioResourceConfigDedicated includes the drb-ToAddModList:

2>
perform DRB addition or reconfiguration as specified in 5.3.10.3;

1>
if the received radioResourceConfigDedicated includes the mac-MainConfig:

2>
perform MAC main reconfiguration as specified in 5.3.10.4;

1>
if the received radioResourceConfigDedicated includes sps-Config:

2>
perform SPS reconfiguration according to 5.3.10.5;

1>
if the received radioResourceConfigDedicated includes the physicalConfigDedicated:

2>
reconfigure the physical channel configuration as specified in 5.3.10. 6.

1>
if the received radioResourceConfigDedicated includes the rlf-TimersAndConstants:

2>
reconfigure the values of timers and constants as specified in 5.3.10.7;
1>
if the received radioResourceConfigDedicated includes the rrm-rlm-ResourceRestriction:

2>
perform the RRM/RLM resource restriction as specified in 5.3.10.x;
[…..]
5.3.10.x
RRM/RLM resource restriction
The UE shall:

1>
apply the RRM/RLM resource restriction in accordance with the received rrm-rlm-ResourceRestriction:
1>
use the restriction for the measurement of all the serving and neighbour cells on the serving frequency, the evaluation of S-measure and the radio link monitoring of the serving cell.
[…..]
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9


RLF-TimersAndConstants-r9

OPTIONAL
-- Need ON


]]

[[
rrm-rlm-ResourceRestriction-r10

BITSTRING (SIZE(40))
OPTIONAL
-- Detail FFS, Need FFS

]]
}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the UM RLC SN field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explictly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	sps-Config

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.

	rrm-rlm-ResourceRestriction-r10

RRM/RLM resource restriction pattern, “1” denotes that the corresponding subframe is used for RRM/RLM.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in both these cases only when fullConfig is not included in the RRCConnectionReconfiguration message; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment; otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.
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