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------------------------------------------------ Start of change ---------------------------------------------------------------
3
Definitions and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Activated uplink frequency (FDD only): For a specific UE, an uplink frequency is said to be activated if the UE is allowed to transmit on that frequency. The primary uplink frequency is always activated when configured while a secondary uplink frequency has to be activated by means of an HS-SCCH order in order to become activated.
Adjacent Frequency: A frequency whose centre is within 5 MHz of the centre of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.

Common E-DCH resource: In FDD, common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode. In 1.28 Mcps TDD, common E-DCH resources used by UEs in CELL_FACH and IDLE mode are under direct control of Node B and are shared by UEs in the CELL_DCH state.

Configured Uplink Frequency (FDD only): For a specific UE, an uplink frequency is said to be configured if the UE has received all relevant information from RRC in order to perform transmission on that frequency.
Current Frequency (FDD only): The frequency that is currently used by the UE. In case of dual cell or dual band configured, the serving HS-DSCH cell frequency is treated as current frequency.

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
E-DCH active set (FDD only): The set of cells on the primary uplink frequency which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.

Enhanced Uplink in CELL_FACH state and Idle mode: In FDD, combines the REL99 random access power ramping phase with E-DCH transmission. The procedure can be started in idle mode and RRC Connected mode, but not in CELL_DCH state. In 1.28 Mcps TDD, the REL7 enhanced random access procedure for E-DCH in CELL_DCH is used in idle mode and CELL_FACH state.
HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS Selected Services: a subset of the MBMS activated services of the Broadcast type for which the UE applies RRC procedures to inform UTRAN that the service has been selected (by upper layers).

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

MBSFN cluster: Set of cells operating in MBSFN mode providing only MBMS service in PtM mode and seen as one cell by a UE.

MBSFN mode: Transmission mode where a set of synchronized cells transmit exactly the same data for provision of MBMS service.
Primary Absolute Grant (FDD only): Absolute Grant received with the primary E-RNTI.
Primary uplink frequency (FDD only): If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the frequency on which the serving E-DCH cell corresponding to the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is determined by higher layers.
Secondary Absolute Grant (FDD only): Absolute Grant received with the secondary E-RNTI.

Secondary E-DCH Active Set (FDD only): The set of cells on the secondary uplink frequency where E-DCH is carried for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the secondary E-DCH active set. The secondary E-DCH active set and the active set on the secondary uplink frequency are always the same set of cells.

Secondary Serving E-DCH cell (FDD only): Cell from which the UE receives Absolute Grants from the Node-B scheduler on the secondary downlink. A UE has one Serving E-DCH cell on the secondary uplink frequency.
Secondary Serving E-DCH RLS or Secondary Serving RLS (FDD only): In Dual Cell E-DCH operation, the set of cells which contains at least the Secondary Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. A UE can have zero or one Secondary Serving E-DCH RLS.

Secondary Non-serving E-DCH RL or Secondary Non-serving RL (FDD only): In Dual Cell E-DCH operation, the cell which belongs to the Secondary E-DCH active set but does not belong to the Secondary Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. The UE can have zero, one or several Secondary Non-serving E-DCH RL(s).
Secondary uplink frequency (FDD only): A secondary uplink frequency is a frequency on which a serving E-DCH cell that does not correspond to the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is determined by higher layers.
Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler.  In TDD, a UE has one Serving E-DCH cell. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Serving E-DCH RLS or Serving RLS (FDD only): Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. In TDD, the UE has only one Serving E-DCH RLS. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Non-serving E-DCH RL or Non-serving RL (FDD only): Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. In TDD, the UE can have zero, one or several Non-serving E-DCH RL(s). In FDD, the UE can have zero, one or several Non-serving E-DCH RL(s) on the primary uplink frequency.

Target Cell Pre-Configuration (FDD only): HS-DSCH Cell configuration provided to UE in Active Set Update for which HS-DSCH serving Cell Change may be initiated by HS-SCCH order sent from target cell.

Target cell HS-SCCH order: A HS-DSCH serving cell change command signaled to an UE by using HS-SCCH order in the target cell for which a measurement report was trigged by an Event 1d  intra frequency event.
Additional E-DCH carrier (1.28Mcps TDD only): An additional E-DCH carrier is an E-DCH carrier configured in the IE " Multi-carrier E-DCH Info for LCR TDD ". The UE can have zero, one or several additional E-DCH carrier(s).
------------------------------------------------ next change ---------------------------------------------------------------

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message or Target cell HS-SCCH order by the UE
The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

For FDD: in case a measurement report was triggered by intra frequency event 1d and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the cell that triggered the event the UE shall be able to receive:

1>
Target cell HS-SCCH order.

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall:

1>
For FDD:

2>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the reconfiguration message and the reconfiguration requests a timing re-initialised hard handover (see subclause 8.3.5.1), the UE may:

3>
abort the pending CM activation;

3>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

2>
otherwise:

3>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message; or

-
a Target cell HS-SCCH order

it shall:

1>
stop and reset timer T324 if running;

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:

2>
if COMMON_E_DCH_TRANSMISSION is set to FALSE before entering CELL_DCH state or IE "E-DCH info" is not included in the reconfiguration message:

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
if the UE has received a Target cell HS-SCCH order:

2>
if the IE "Serving Cell Change MAC reset" in the target cell preconfiguration is set to TRUE:

3>
reset the MAC-hs/ehs entity [15].

2>
else:

3>
determine the value for the "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received; 

3>
if the values of the IE "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received are different:

4>
reset the MAC-hs/ehs entity [15].

1>
act upon all received information elements, or Target cell preconfiguration information in the case of received Target cell HS-SCCH order, as specified in subclause 8.6, unless specified in the following and perform the actions below.

The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The ASN.1 "r3" version of the RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

In case the UE receives a RADIO BEARER RECONFIGURATION message with the IE "Specification mode" set to "Preconfiguration" while the message is not sent through GERAN Iu mode, the UE behaviour is unspecified.

In case the UE receives a RADIO BEARER SETUP message with the IE "Specification mode" not set to "Complete Specification", the UE behaviour is unspecified.

The UE shall:

1>
if IE "Default configuration for CELL_FACH" is set:

2>
act in accordance with the default parameters according to section 13.8.

For FDD: in CELL_DCH state, in case the UE receives a RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message indicating a serving cell change to the cell for which the target cell HS-SCCH is being monitored by the UE; if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the cell , the UE shall:

1>
stop monitoring target cell HS-SCCH.

For FDD: in CELL_DCH state, in case the UE receives a Target cell HS-SCCH order the UE shall:

1>
ignore RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION messages as described in subclause 8.6.3.11.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "E-DCH info" was not included in the message:

2>
for FDD:

3>
stop any E-AGCH, E-RGCH and E-HICH reception procedures;

3>
stop any E-DPCCH and E-DPDCH transmission procedures;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.

2>
for 1.28 Mcps TDD:

3>

stop any E-AGCH and E-HICH reception procedures;

3> stop any E-RUCCH and E-PUCH transmission procedure;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.
If after state transition the UE leaves CELL_DCH state, the UE shall, before state transition:

1>
clear any stored IE "E-DCH info";

1>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";
1>
for 1.28Mcps TDD, clear any stored IE " Multi-carrier E-DCH Info for LCR TDD ";
1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
if any IEs related to HS-DSCH are stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
clear any stored IE "Downlink Secondary Cell Info FDD";

2>
clear all the entries from the variable TARGET_CELL_PRECONFIGURATION;
2>
for 1.28Mcps TDD, clear the IE "HS-PDSCH Midamble Configuration" and the IE "HS-SCCH Set Configuration" in the IE "DL Multi Carrier Information";
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCH are stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";
2>
for 1.28Mcps TDD, clear any stored IE " Multi-carrier E-DCH Info for LCR TDD ";
2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
if any of the IEs "DTX-DRX timing information" or "DTX-DRX information" are stored in the UE:

2>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34.

1>
if the IE "HS-SCCH less information" is stored in the UE:

2>
determine the value for the HS_SCCH_LESS_STATUS variable and take the corresponding actions as described in subclause 8.5.35.

1>
if any IEs related to MIMO are stored in the UE:

2>
determine the value for the MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.33.

1>
if the IE "UE Mobility State Indicator" was present in the reconfiguration message:

2>
consider the High-mobility state to have being detected.
1>
for 1.28 Mcps TDD, if the IEs "Control Channel DRX Information" is stored in the UE:

2>
determine the value for the CONTROL_CHANNEL_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.53.

1>
for 1.28 Mcps TDD, if the IE "SPS information" is stored in the UE:

2>
determine the value for the E_DCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.54;

2>
determine the value for the HS_DSCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.55.

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
for FDD:

2>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION and the corresponding actions as described in subclause 8.5.51.

2>
determine the value for the SECONDARY_CELL_E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.58.

2>
if the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to TRUE:

3>
if the IE "Secondary E-DCH info common" is included:

4>
if the IE "Frequency info" is different from the stored "Frequency info" in the IE "Secondary E-DCH info common":

5>
consider the secondary uplink frequency as not activated and take the corresponding actions as described in subclause 8.5.58.

4>
else:

5>
keep the current activation status of the secondary uplink frequency and take the corresponding actions as described in subclause 8.5.58.
3>
else:

4>
keep the current activation status of the secondary uplink frequency and take the corresponding actions as described in subclause 8.5.58.

1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New H-RNTI" is not specified:

3>
remove any H-RNTI from MAC;

3>
clear the variable H_RNTI;

3>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
if the reconfiguration message caused a change from FDD mode to 3.84/7.68 Mcps TDD mode and provides for E-DCH/HS-DSCH operation without an uplink DPCH:

3>
the UE shall obtain timing advance for the 3.84/7.68 Mcps TDD cell according to [15].
1>
if "DPCH frame offset" is included for one or more RLs in the active set, and the reconfiguration procedure does not request a timing reinitialized hard handover (see subclause 8.3.5.1):

2>
use its value to determine the beginning of the DPCH or F-DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH or F-DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.
/*ommit*/
------------------------------------------------ next change ---------------------------------------------------------------

8.3.1.2
Initiation
A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

2>
for FDD and 1.28 Mcps TDD, if the variable H_RNTI is not set, and for 3.84 Mcps TDD and 7.68 Mcps TDD:

3>
if the UE is in URA_PCH or CELL_PCH state; and

3> if timer T320 is not running:

4>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

5>
perform cell update using the cause "uplink data transmission".

3>
else:

4>
if the variable ESTABLISHMENT_CAUSE is set:

5>
perform cell update using the cause "uplink data transmission".

1>
Paging response:

2>
if the criteria for performing cell update with the cause specified above in the current subclause are not met; and

2>
if the UE in URA_PCH or CELL_PCH state, receives a PAGING TYPE 1 message fulfilling the conditions for initiating a cell update procedure specified in subclause 8.1.2.3:

3>
perform cell update using the cause "paging response".

1>
Radio link failure:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_DCH state and the criteria for radio link failure are met as specified in subclause 8.5.6; or
3>
if the transmission of the UE CAPABILITY INFORMATION message fails as specified in subclause 8.1.6.6; or

3>
if the UE detects PDCP Unrecoverable Error [36] in a PDCP entity

4>
perform cell update using the cause "radio link failure".

1>
MBMS ptp RB request:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if timer T320 is not running; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".
1>
Re-entering service area:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the UE has been out of service area and re-enters service area before T307 or T317 expires:

3>
perform cell update using the cause "re-entering service area".

1>
RLC unrecoverable error:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE detects RLC unrecoverable error [16] in an AM RLC entity:

3>
perform cell update using the cause "RLC unrecoverable error".

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:

4>
perform cell update using the cause "cell reselection".

1>
Periodical cell update:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the timer T305 expires; and

2>
if the criteria for "in service area" as specified in subclause 8.5.5.2 are fulfilled; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
for FDD:

4>
if the variable COMMON_E_DCH_TRANSMISSION is set to FALSE:
5>
perform cell update using the cause "periodical cell update".

4>
else:

5>
restart the timer T305;

5>
and end the procedure.

3>
for 1.28 Mcps TDD and 3.84/7.68 Mcps TDD:

4>
perform cell update using the cause "periodical cell update".

1>
MBMS reception:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS counting as specified in subclause 8.7.4:

3>
perform cell update using the cause "MBMS reception".

A UE in URA_PCH state shall initiate the URA update procedure in the following cases:

1>
URA reselection:

2>
if the UE detects that the current URA assigned to the UE, stored in the variable URA_IDENTITY, is not present in the list of URA identities in system information block type 2; or

2>
if the list of URA identities in system information block type 2 is empty; or

2>
if the system information block type 2 can not be found:

3>
perform URA update using the cause "change of URA".

1>
Periodic URA update:

2>
if the criteria for performing URA update with the causes as specified above in the current subclause are not met:

3>
if the timer T305 expires and if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity"; or

3>
if the conditions for initiating an URA update procedure specified in subclause 8.1.1.6.5 are fullfilled:
4>
perform URA update using the cause "periodic URA update".

When initiating the URA update or cell update procedure, the UE shall:

1>
if timer T320 is running:

2>
stop timer T320;

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

2>
else:

3>
if the cell update procedure is not triggered due to Paging response or Radio link failure; and

3>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6:

4>
perform cell update using the cause "MBMS ptp RB request".

1>
stop timer T319 if it is running;

1>
stop timer T305;

1>
for FDD and 1.28 Mcps TDD:

2>
if the UE is in CELL_FACH state; and

2>
if the IE "HS-DSCH common system information" is included in System Information Block type 5 or System Information Block type 5bis; and

2>
for 1.28 Mcps TDD, if IE "Common E-DCH system info" in System Information Block type 5; and

2>
if the UE does support HS-DSCH reception in CELL_FACH state:

3>
if variable H_RNTI is not set or variable C_RNTI is not set; or

3>
for FDD, an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearers RB2, RB3 or RB4 is detected:

4>
clear variable H_RNTI;

4>
clear variable C_RNTI;

4>
clear any stored IEs "HARQ info";

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to TRUE;

4>
and start receiving the HS-DSCH transport channels mapped physical channel(s) of type HS-SCCH and HS-PDSCH, by using parameters given by the IE(s) "HS-DSCH common system information" according to the procedure in subclause 8.5.37.

3>
else:

4>
receive the HS-DSCH transport channels mapped physical channel(s) of type HS-SCCH and HS-PDSCH, by using parameters given by the IE(s) "HS-DSCH common system information" according to the procedure in subclause 8.5.36;

4>
determine the value for the HSPA_RNTI_STORED_CELL_PCH variable and take the corresponding actions as described in subclause 8.5.56;

4>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

4>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

4>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

5>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD.

1>
if the UE is in CELL_DCH state:

2>
in the variable RB_TIMER_INDICATOR, set the IE "T314 expired" and the IE "T315 expired" to FALSE;

2>
if the stored values of the timer T314 and timer T315 are both equal to zero; or

2>
if the stored value of the timer T314 is equal to zero and there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315" and signalling connection exists only to the CS domain:

3>
release all its radio resources;

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
enter idle mode;

3>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

3>
and the procedure ends.

2>
if the stored value of the timer T314 is equal to zero:

3>
release all radio bearers, associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

3>
in the variable RB_TIMER_INDICATOR set the IE "T314 expired" to TRUE;

3>
if all radio access bearers associated with a CN domain are released:

4>
release the signalling connection for that CN domain;

4>
remove the signalling connection for that CN domain from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

4>
indicate release (abort) of the signalling connection to upper layers;

2>
if the stored value of the timer T315 is equal to zero:

3>
release all radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

3>
in the variable RB_TIMER_INDICATOR set the IE "T315 expired" to TRUE.

3>
if all radio access bearers associated with a CN domain are released:

4>
release the signalling connection for that CN domain;

4>
remove the signalling connection for that CN domain from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

4>
indicate release (abort) of the signalling connection to upper layers;

2>
if the stored value of the timer T314 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314":

4>
start timer T314.

3>
if there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314" or "useT315" and the signalling connection exists to the CS domain:

4>
start timer T314.

2>
if the stored value of the timer T315 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315"; or

3>
if the signalling connection exists to the PS domain:

4>
start timer T315.

2>
for the released radio bearer(s):

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

3>
when all radio bearers belonging to the same radio access bearer have been released:

4>
indicate local end release of the radio access bearer to upper layers using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

4>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

2>
if the variable E_DCH_TRANSMISSION is set to TRUE:

3>
set the variable E_DCH_TRANSMISSION to FALSE;

3>
stop any E-AGCH and E-HICH reception procedures;

3>
for FDD, stop any E-RGCH reception procedures.

3>
for FDD, stop any E-DPCCH and E-DPDCH transmission procedures.

3>
for 1.28 Mcps TDD, stop any E-PUCH transmission procedure.

3>
clear the variable E_RNTI;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.
2>
move to CELL_FACH state;
2>
select a suitable UTRA cell on the current frequency according to [4];

2>
clear variable E_RNTI and:

3>
determine the value for the HSPA_RNTI_STORED_CELL_PCH variable and take the corresponding actions as described in subclause 8.5.56;

3>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

3>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46.
2>
for 3.84 Mcps TDD and 7.68Mcps TDD; or

2>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

2>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

2>
for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:
3>
select PRACH according to subclause 8.5.17;

3>
select Secondary CCPCH according to subclause 8.5.19;

3>
use the transport format set given in system information as specified in subclause 8.6.5.1;

3>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

2>
else:

3>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

4>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45.

3>
else:

4>
select PRACH according to subclause 8.5.17 and:

5>
use for the PRACH the transport format set given in system information as specified in subclause 8.6.5.1.

3>
clear variable H_RNTI;

3>
clear any stored IEs "HARQ info";

3>
reset the MAC-ehs entity [15];
3>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to TRUE;

3>
and start receiving the HS-DSCH according to the procedure in subclause 8.5.37.
2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
set the variables PROTOCOL_ERROR_INDICATOR, FAILURE_INDICATOR, UNSUPPORTED_CONFIGURATION and INVALID_CONFIGURATION to FALSE;

1>
set the variable CELL_UPDATE_STARTED to TRUE;

1>
if any IEs releated to HS-DSCHare stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
clear any stored IE "Downlink Secondary Cell Info FDD";

2>
clear all the entries from the variable TARGET_CELL_PRECONFIGURATION;

2>
for 1.28Mcps TDD, clear the IE "HS-PDSCH Midamble Configuration" and the IE "HS-SCCH Set Configuration" in the IE "DL Multi Carrier Information";
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25;

2>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.

1>
if any IEs related to E-DCH are stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";
2>
for 1.28Mcps TDD, clear any stored IE " Multi-carrier E-DCH Info for LCR TDD ";
2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
if any of the IEs "DTX-DRX timing information" or "DTX-DRX information" are stored in the UE:

2>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34.

1>
if the IE "HS-SCCH less information" is stored in the UE:

2>
determine the value for the HS_SCCH_LESS_STATUS variable and take the corresponding actions as described in subclause 8.5.35.

1>
if any IEs related to MIMO are stored in the UE:

2>
determine the value for the MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.33.
1>
for 1.28 Mcps TDD, if the IEs "Control Channel DRX Information" is stored in the UE:

2>
determine the value for the CONTROL_CHANNEL_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.53.

1>
for 1.28 Mcps TDD, if the IE "SPS information" is stored in the UE:

2>
determine the value for the E_DCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.54;

2>
determine the value for the HS_DSCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.55.

1>
if the UE is not already in CELL_FACH state:

2>
move to CELL_FACH state;

2>
determine the value for the HSPA_RNTI_STORED_CELL_PCH variable and take the corresponding actions as described in subclause 8.5.56;

2>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

2>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;
2>
for 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

2>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

2>
for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:
3>
select PRACH according to subclause 8.5.17;

3>
select Secondary CCPCH according to subclause 8.5.19;

3>
use the transport format set given in system information as specified in subclause 8.6.5.1;
3>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

2>
else:

3>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

4>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45.

3>
else:

4>
select PRACH according to subclause 8.5.17 and:

5>
use for the PRACH the transport format set given in system information as specified in subclause 8.6.5.1.

3>
if variable H_RNTI is not set or variable C_RNTI is not set:

4>
clear variable C_RNTI;

4>
clear variable H_RNTI;

4>
clear any stored IEs "HARQ info";

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to TRUE;

4>
and start receiving the HS-DSCH according to the procedure in subclause 8.5.37.

3>
else:

4>
receive the HS-DSCH according to the procedure in subclause 8.5.36.

1>
if the UE performs cell re-selection:

2>
clear the variable C_RNTI; and

2>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC;

2>
for FDD and 1.28 Mcps TDD, if the variable H_RNTI is set:

3>
clear the variable H_RNTI; and

3>
stop using that H_RNTI just cleared from the variable H_RNTI in MAC;

3>
clear any stored IEs "HARQ info";

2>
for FDD and 1.28 Mcps TDD, if the variable E_RNTI is set:

3>
clear the variable E_RNTI.

2>
determine the value for the HSPA_RNTI_STORED_CELL_PCH variable and take the corresponding actions as described in subclause 8.5.56;

2>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

2>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;
2>
for FDD and 1.28 Mcps TDD, if the UE does support HS-DSCH reception in CELL_FACH state and IE "HS-DSCH common system information" is included in System Information Block type 5 or System Information Block type 5bis:

3>
reset the MAC-ehs entity [15].

3>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to TRUE;
3>
and start receiving the HS-DSCH according to the procedure in subclause 8.5.37.

2>
else:

3>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

1>
in case of a cell update procedure:

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3;

2>
submit the CELL UPDATE message for transmission on the uplink CCCH.

1>
in case of a URA update procedure:

2>
set the contents of the URA UPDATE message according to subclause 8.3.1.3;

2>
submit the URA UPDATE message for transmission on the uplink CCCH.

1>
set counter V302 to 1;

1>
start timer T302 when the MAC layer indicates success or failure in transmitting the message.
------------------------------------------------ next change ---------------------------------------------------------------

8.4
Measurement procedures
8.4.0
Measurement related definitions
UTRAN may control a measurement in the UE either by broadcast of SYSTEM INFORMATION and/or by transmitting a MEASUREMENT CONTROL message.

The following information is used to control the UE measurements and the measurement results reporting:

1.
Measurement identity: A reference number that should be used by the UTRAN when setting up, modifying or releasing the measurement and by the UE in the measurement report.

2.
Measurement command: One out of three different measurement commands.

-
Setup: Setup a new measurement.

-
Modify: Modify a previously defined measurement, e.g. to change the reporting criteria.

-
Release: Stop a measurement and clear all information in the UE that are related to that measurement.

3.
Measurement type: One of the types listed below describing what the UE shall measure.

Presence or absence of the following control information depends on the measurement type

4.
Measurement objects: The objects on which the UE shall measure measurement quantities, and corresponding object information.

5.
Measurement quantity: The quantity the UE shall measure on the measurement object. This also includes the filtering of the measurements.

6.
Reporting quantities: The quantities the UE shall include in the report in addition to the quantities that are mandatory to report for the specific event.
7.
Measurement reporting criteria: The triggering of the measurement report, e.g. periodical or event-triggered reporting.

8.
Measurement Validity: Defines in which UE states the measurement is valid.

9.
Measurement reporting mode: This specifies whether the UE shall transmit the measurement report using AM or UM RLC.

10.
Additional measurement identities: A list of references to other measurements. When this measurement triggers a measurement report, the UE shall also include the reporting quantities for the measurements referenced by the additional measurement identities.

All these measurement parameters depend on the measurement type and are described in more detail in clause 14.

The different types of measurements are:

-
Intra-frequency measurements: measurements on downlink physical channels at the same frequency as the active set and the secondary E-DCH active set. For 1.28Mcps TDD, intra-frequency measurement is that measurements on downlink physical channels at the same frequency as the frequency used for the E-RUCCH transmission. A measurement object corresponds to one cell. Detailed description is found in subclause 14.1.

-
Inter-frequency measurements: measurements on downlink physical channels at frequencies that differ from the frequency of the active set and on downlink physical channels in the active set. For 1.28Mcps TDD, inter-frequency measurement is that measurements on downlink physical channels at frequencies that differ from the frequency used for the E-RUCCH transmission. A measurement object corresponds to one cell. Detailed description is found in subclause 14.2.

-
Inter-RAT measurements: measurements on downlink physical channels belonging to another radio access technology than UTRAN, e.g. GSM or E-UTRA. A measurement object corresponds to one cell (e.g. GSM) or one frequency (e.g. E-UTRA). Detailed description is found in subclause 14.3.

-
Traffic volume measurements: measurements on uplink traffic volume. A measurement object corresponds to one cell. Detailed description is found in subclause 14.4.

-
Quality measurements: Measurements of downlink quality parameters, e.g. downlink transport block error rate. A measurement object corresponds to one transport channel in case of BLER. A measurement object corresponds to one timeslot in case of SIR (TDD only). Detailed description is found in subclause 14.5.

-
UE-internal measurements: Measurements of UE transmission power and UE received signal level. Detailed description is found in subclause 14.6.

-
UE positioning measurements: Measurements of UE position. Detailed description is found in subclause 14.7.

-
CSG Proximity detection: Detection of the UE’s proximity to one or more cells broadcasting a CSG identity that is part of the UE’s CSG whitelist. Detailed description is found in subclause 14.7a.3.

------------------------------------------------ next change ---------------------------------------------------------------

8.5.28
Actions related to E_DCH_TRANSMISSION variable
The variable E_DCH_TRANSMISSION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
For FDD:

2>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

-
IE "E-DCH info", including the IE "E-DPCCH info" and the IE "E-DPDCH info";

-
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
For TDD:

2>
for non-scheduled transmission, the UE has stored the following IEs:

-
IE "HARQ info for E-DCH";

-
IE "E-DCH information", including the IE "E-PUCH info";

-
IE "Non-scheduled transmission grant info".

2>
for scheduled transmission, the UE has stored the following IEs:

-
IE "HARQ info for E-DCH";

-
IE "E-DCH information", including the IE "E-RUCCH info" and the IE "E-PUCH info";

-
IE "E-HICH info";

-
IE "E-AGCH info".

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE in CELL_DCH state shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH and E-HICH reception procedures;

1>
For FDD:

2>
stop any E-RGCH reception procedures.

1>
For FDD:

2>
stop any E-DPCCH and E-DPDCH transmission procedures.

1>
For TDD:

2>
stop any E-RUCCH and E-PUCH transmission procedures.

1>
clear the variable E_RNTI;

1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
if MAC-i/is is configured:

2>
if MAC-ehs is not configured:

3>
the UE behaviour is not specified.

1>For FDD:

2>
perform E-AGCH reception procedures according to the stored E-AGCH configuration as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

2>
perform E-HICH reception procedures for all radio links in the E-DCH active set;

2>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

2>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-DPCCH Info".

2>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

3>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

3>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH";

3>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

1>For TDD:

2>

if scheduled transmission is configured, perform E-AGCH reception procedures according to the stored E-AGCH configuration as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI".

2>
Perform E-HICH reception;

2>
for 3.84/7.68 Mcps TDD, perform E-RUCCH transmission  procedures according to the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

2>
for 1.28 Mcps TDD, if scheduled transmission is configured, perform E-RUCCH transmission procedure according to the stored PRACH configuration (see [60]) and the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

NOTE 1:
The PRACH configuration is signalled directly to the UE in "E-RUCCH Info" IE in case of E-DCH serving cell change.
2>
Perform E-PUCH transmission procedures according to the stored E-PUCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-PUCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the 
IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause 8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the 
IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause 8.6.6.37).

2>
obtain and format the appropriate information on E-UCCH (see [15]).

2>
for 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established,

3>
if MAC-i/is is not configured,

4>
use the tables of transport block size for the E-DCH physical layer category 1 as specified in [15].

3>
else,

4>
use the tables of transport block size for the E-DCH physical layer category 3 as specified in [15].

NOTE 2:
For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, UTRAN should use the same rules with the UE as descibed above, when performing configuration, scheduling and reading the control information on E-UCCH, as it is not possible for Node B to be aware of the UE's E-DCH capability category during this period.
1>
For FDD and CELL_DCH state, determine the value for the SECONDARY_CELL_E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.58.
1>
For 1.28Mcps TDD and CELL_DCH state, determine the value for the MULTI_CARRIER_ E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.x1.
Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE in CELL_DCH state shall:

1>
not perform E-AGCH, E-HICH and/or E-RGCH reception procedures;

1>
not perform E-DPCCH, E-DPDCH, E-RUCCH and/or E-PUCH transmission procedures.

1>
For FDD, determine the value for the SECONDARY_CELL_E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.58.

1>
For 1.28Mcps TDD, determine the value for the MULTI_CARRIER_ E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.x1.

------------------------------------------------ next change ---------------------------------------------------------------

8.5.x1
Actions related to MULTI_CARRIER_ E_DCH_TRANSMISSION variable (1.28Mcps TDD only)

The variable MULTI_CARRIER_ E_DCH_TRANSMISSION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;
1>
the UE has stored IE " Multi-carrier E-DCH Info for LCR TDD ";
1>
the variable E_DCH_TRANSMISSION is set to TRUE;
1>
the UE has not stored IE "Non-scheduled transmission grant info"
If any of the above conditions are not met and the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to TRUE, the UE shall:
1>
set the variable MULTI_CARRIER_ E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH, E-HICH reception procedures on all additional E-DCH carriers;

1>
stop any E-PUCH transmission procedures on all additional E-DCH carriers;

1>
release all E-DCH HARQ resources for all additional E-DCH carriers;
1>
do not configure "TSN field extension" for the MAC-i/is entity;

1>
clear any stored IE " Multi-carrier E-DCH Info for LCR TDD ";

If all of the above conditions are met and the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to FALSE, the UE shall:
1>
set the variable MULTI_CARRIER_ E_DCH_TRANSMISSION to TRUE;
1>
configure "TSN field extension" for the MAC-i/is entity;

1>
reset the MAC-i/is entity [15].

Whenever the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
perform E-AGCH reception procedures on the additional E-DCH carrier according to the stored IE " Multi-carrier E-DCH Info for LCR TDD ";
1>
perform E-HICH reception procedures on the additional E-DCH carrier according to the stored IE " Multi-carrier E-DCH Info for LCR TDD ";;

1>
perform uplink E-PUCH transmission on the additional E-DCH carrier according to the stored IE " Multi-carrier E-DCH Info for LCR TDD ";:

1>
inclusion of MAC-d PDU's in a MAC-i PDU for logical channels on the additional E-DCH carrier shall:

2>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]) on the additional E-DCH carrier; 

Whenever the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
not perform E-AGCH, E-HICH reception procedures on any additional E-DCH carrier;
1>
not perform E-PUCH transmission procedures on any additional E-DCH carrier.
------------------------------------------------ Next change ---------------------------------------------------------------
8.6.6.1
Frequency info
If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:

1>
for 3.84 Mcps TDD and 7.68 Mcps TDD, if the IE "Frequency info" is included; or

1>
for 1.28 Mcps TDD, if the IE "Frequency info" is included and the "Second Frequency info" is not included; or

1>
for FDD, if the IE "Frequency info" is included in an IE other than the IE "Uplink secondary info FDD":

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info";

3>
if the received message is used to perform a Timing-maintained hard handover (see subclause 8.3.5.2), and IE "Timing maintained Synchronization indicator" is included:

4>
not perform any physical layer synchronisation procedure (FDD only);

3>
else:

4>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

2>
if the frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency;
3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
for 1.28 Mcps TDD, if both the IE "Frequency info" and the IE "Second Frequency info" are included:

2>
the frequency in IE "Frequency info" is used as the primary frequency, and the frequency in IE "Second Frequency info" is used as the secondary frequency;

2>
store the primary frequency;

2>
if the secondary frequency is different with the currently used frequency:

3>
store and use the secondary frequency.
3>
if the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to TURE;

4>
use the secondary frequency for the E-RUCCH transmission.
2>
if the secondary frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency.
3>
if the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to TURE;

4>
use the currently used frequency for the E-RUCCH transmission.
1>
if the IE "Frequency info" is not included and the UE has a currently used frequency:

2>
continue to use the currently used frequency;
2>
for 1.28 Mcps TDD, if the variable MULTI_CARRIER_ E_DCH_TRANSMISSION is set to TURE;
3>
use the currently used frequency for the E-RUCCH transmission.
NOTE
If the received message is used to perform a Timing-reinitialised hard handover, and the IE "Frequency Info" is not included, the UE may perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

For 1.28 Mcps TDD, if, after completion of the procedure, the UE will be in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included and the "Second Frequency info" is not included:

2>
store and use the frequency indicated by the IE "Frequency Info" as working frequency.
1>
if both the IE "Frequency info" and the IE "Second Frequency info" are included:

2>
the frequency in IE "Frequency info" is used as the primary frequency, and the frequency in IE "Second Frequency info" is used as the secondary frequency;

2>
store the primary frequency;

2>
if the secondary frequency is different with the currently used frequency:

3>
store and use the secondary frequency as working frequency.

2>
if the secondary frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency as working frequency.
------------------------------------------------ Next change ---------------------------------------------------------------

8.6.6.xx
Multi-carrier E-DCH Info for LCR TDD (1.28 Mcps TDD only)

The IE " Multi-carrier E-DCH Info for LCR TDD " is used in multiple carriers system.

If the IE " Multi-carrier E-DCH Info for LCR TDD " is included, the UE shall:
1>
if the CHOICE "Configuration info" is set to "New configuration":
2>
if the IE "TSN-Length" is included:

2>
store and set the TSN length to 14bits.
2>
else:

2>
store and set the TSN length to 6bits.

2>
for each carrier in the IE " UL-Multicarrier-EDCH- Information List ":

2>
store the value of "UARFCN" in the IE "UARFCN" for the additional E-DCH carrier:
2>
store the E-PUCH configuration in the IE “E-PUCH info” for the additional E-DCH carrier;

2>
store the E-AGCH configuration in the IE “E-AGCH Info” for the additional E-DCH carrier;

2>
store the E-HICH configuration in the IE “E-HICH Info” for the additional E-DCH carrier;
1>
if the CHOICE "Configuration info" is set to "Continue" and the UE has any stored IE " Multi-carrier E-DCH Info for LCR TDD ":

2>
keep the stored IE " Multi-carrier E-DCH Info for LCR TDD ".
If the IE " Multi-carrier E-DCH Info for LCR TDD " is not included and the UE has any stored IE " Multi-carrier E-DCH Info for LCR TDD ", the UE shall:

1>
clear the stored IE " Multi-carrier E-DCH Info for LCR TDD ";
------------------------------------------------ Next change ---------------------------------------------------------------

10.2.8
CELL UPDATE CONFIRM
This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a cell reselection from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a cell reselection from GERAN Iu mode, and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received, the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Wait time
	OP
	
	Wait time 10.3.3.50
	
	

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Specification mode information elements
	
	
	
	
	REL-8

	Default configuration for CELL_FACH
	OP
	
	Default configuration for CELL_FACH 10.3.4.0a
	
	REL-8

	RB information elements
	
	
	
	
	

	RAB information for setup
	CV-CS
	
	RAB information for setup 10.3.4.10
	RAB identity shall be identical to the one currently configured and UE behaviour is unspecified otherwise.
	

	RB information to release list
	OP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and ciphering is not required and not needed otherwise.

	CS
	This IE is optionally present only if CS domain RAB mapping is reconfigured between DCH and E-DCH/HS-DSCH and shall not be present otherwise.


------------------------------------------------ Next change ---------------------------------------------------------------

10.2.16a
HANDOVER TO UTRAN COMMAND
This message is sent to the UE via other system to make a handover to UTRAN.


RLC-SAP: N/A (Sent through a different RAT)


Logical channel: N/A (Sent through a different RAT)


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	New U-RNTI
	MP
	
	U-RNTI Short 10.3.3.48
	
	

	Ciphering algorithm
	OP
	
	Ciphering algorithm 10.3.3.4
	
	

	RNC support for change of UE capability
	MP
	
	Boolean
	
	REL-7

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	Specification mode information elements
	
	
	
	
	REL-8

	Default configuration for CELL_FACH
	OP
	
	Default configuration for CELL_FACH 10.3.4.0a
	
	REL-8

	CHOICE specification mode
	MP
	
	
	
	

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>Signalling RB information to setup list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	MP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	MP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	Uplink radio resources
	
	
	
	
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info 10.3.6.88
	
	

	>>E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	>>Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-6

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links

10.3.6.24
	
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	>Preconfiguration
	
	
	
	
	

	>>CHOICE Preconfiguration mode
	MP
	
	
	
	

	>>>Predefined configuration 
	MP
	
	Predefined configuration identity 10.3.4.5
	NOTE 1
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	>>>>HSPA info
	OP
	
	HSPA info 10.3.6.36f
	
	REL-8

	>>RAB info
	OP
	
	RAB info Post 10.3.4.9
	One RAB is established
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info Post 10.3.6.89
	
	

	Downlink radio resources
	
	
	
	
	

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links Post 10.3.6.25
	
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up.

In TDD MaxRL is 1.
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link Post

10.3.6.28
	
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	(no data)
	

	>>>TDD
	
	
	
	
	

	>>>>Primary CCPCH Tx Power
	MP
	
	Primary CCPCH Tx Power 10.3.6.59
	
	

	Frequency info
	MP
	
	Frequency info

10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power

10.3.6.39
	
	


NOTE 1:
Predefined configurations are not used in case of handover from E-UTRAN.

------------------------------------------------ Next change ---------------------------------------------------------------

10.2.22
PHYSICAL CHANNEL RECONFIGURATION
This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	Downlink transport channels
	
	
	
	
	REL-8

	HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-7

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


------------------------------------------------ Next change ---------------------------------------------------------------

10.2.27
RADIO BEARER RECONFIGURATION
This message is sent from UTRAN to reconfigure parameters related to a change of QoS or to release and setup a radio bearer used for ptp transmission of MBMS services of the broadcast type. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels. This message is also used to perform a handover from GERAN Iu mode to UTRAN.


RLC-SAP: AM or UM or sent through GERAN Iu mode

Logical channel: DCCH or sent through GERAN Iu mode

Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a handover from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a handover from GERAN Iu mode and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received The UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	Specification mode information elements
	
	
	
	
	REL-8

	Default configuration for CELL_FACH
	OP
	
	Default configuration for CELL_FACH 10.3.4.0a
	
	REL-8

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	>>RAB information for MBMS ptp bearer list
	OP
	1 to < maxMBMSservSelect >
	
	
	REL-6

	>>>RAB information for MBMS ptp bearer
	MP
	
	RAB information for MBMS ptp bearer 10.3.4.9a
	
	REL-6

	>>RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	This value only applies in case the message is sent through GERAN Iu mode
	

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


------------------------------------------------ Next change ---------------------------------------------------------------

10.2.30
RADIO BEARER RELEASE
This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels. It can simultaneously indicate release of a signalling connection when UE is connected to more than one CN domain.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation.
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Signalling Connection release indication
	OP
	
	CN domain identity 10.3.1.1
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	RB information to release list
	MP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	
	REL-5

	>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	MBMS RB list released to change transfer mode
	OP
	1 to <maxRB>
	
	
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


------------------------------------------------ Next change ---------------------------------------------------------------

10.2.33
RADIO BEARER SETUP
This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	SR-VCC info
	CV-SRVCC
	
	SR-VCC info 10.3.4.24a
	
	REL-8

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-6

	>Complete specification
	
	
	
	In this version of the specification, only this value is specified
	REL-6

	>>Signalling RB information to setup list
	OP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	REL-6

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	REL-6

	>>RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>Downlink counter synchronisation info
	OP
	
	
	
	

	>>>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	SRVCC
	This IE is mandatory if an SR-VCC procedure is initiated and not needed otherwise.


------------------------------------------------ Next change ---------------------------------------------------------------

10.2.50
TRANSPORT CHANNEL RECONFIGURATION
This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.xxx
	1.28Mcps TDD only
	REL-10

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


------------------------------------------------ Next change ---------------------------------------------------------------

10.3.3.25
Physical channel capability
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. 

Values 13...64 are spares.

See Note 5.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].

See Note 6.
	REL-7

	>>>HS-DSCH physical layer category extension 2
	OP
	
	Integer

(21..24)
	As defined in [35].

See Note 12. Absence of this IE means that dual cell operation is not supported.
	REL-8

	>>>HS-DSCH physical layer category extension 3
	OP
	
	Integer

(25..28)
	As defined in [35].

See Note 13. Absence of this IE means that dual cell operation is not supported with MIMO.
	REL-9

	>>>HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	>>>Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	>>>HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	>>>HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	>>>Target Cell Pre-Configuration
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCH reception in target cell
	REL-8

	>>>Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation
	REL-8

	>>>Support of MIMO only with single stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO only with single stream restriction.
	REL-9

	>>Unsupported
	
	
	
	(no data)
	REL-5

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. Values 16...64 are spares.

See Note 8.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..64)
	As defined in [35].

See Note 6.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category
	OP
	
	Integer

(1..64)
	As defined in [35].

Absent if downlink multiple carrier is not supported. Values 19...64 are spares.

See Note 10.
	REL-7

	>>>Multi-carrier HS-DSCH physical layer category extension
	OP
	
	Integer (1..36)
	As defined in [35].

Absent if downlink multiple carrier is not supported. 

See Note 11.
	REL-8

	>>>Support of SF Mode For HS-PDSCH dual stream
	OP
	
	Enumerated (SF1, SF1/SF16)
	For,1.28 Mcps TDD only

The absence of this IE indicates that the UE does not support MIMO.
	REL-8

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35] in Rel-6

Values 7 to 16 are spares.

See Note 4.
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].

See Note 14. Absence of this IE means that Dual Cell E-DCH operation is not supported.
	REL-9

	>>>DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	>>>Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2,
	
	REL-4

	
	
	
	3, 4)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..6)
	As defined in [35]
	REL-7

	>>>Multi-carrier E-DCH physical layer category
	OP
	
	Integer (1..8)
	As defined in [35]
Absent if multiple carrier E-DCH is not supported.
See Note 15.
	REL-10

	>>>Maximum number of Carriers for Multi-carrier E-DCH 
	OP
	
	Enumerated (2, 3, 6, spare)
	
	REL-10

	>>Unsupported
	
	
	
	(no data)
	REL-7

	NOTE 1: 
Void.

	NOTE 2: 
Void.

	NOTE 3: 
Void.

	NOTE 4: 
All UEs supporting E-DCH should signal a category between 1 and 6 for this IE even if the UE physical capability category is above 6.

	NOTE 5:
All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 7:
Void

	NOTE 8:
All UEs supporting HS-DSCH should signal a category between 1 and 15 for this IE even if the UE physical capability category is above 15. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 9:
Void.

	NOTE 10:
All UEs supporting multi-carrier HS-DSCH should signal a category between 1 and 18 for this IE even if the UE physical capability category is above 18. This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 11:
This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 12:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

	NOTE 13:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured with MIMO.

	NOTE 14:
This IE corresponds to the E-DCH category supported by the UE when Dual Cell E-DCH operation is configured.

	NOTE 15:
This IE corresponds to the E-DCH category supported by the UE when Multi-carrier E-DCH operation is configured.


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.


------------------------------------------------ next change ---------------------------------------------------------------
10.3.6.104b

E-PUCH Info for multi-carrier E-DCH 1.28Mcps TDD
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-PUCH TS configuration list
	MP
	<1 to maxTS-1>
	
	
	REL-10

	>TS number
	MP
	
	Integer (1..5)
	
	REL-10

	>Midamble shift and burst type
	MP
	
	
	
	REL-10

	>>Midamble Allocation Mode
	MP
	
	Enumerated (Default midamble,  UE specific midamble)
	
	REL-10

	>>Midamble configuration
	MP
	
	Integer (2, 4, 6, 8, 10, 12, 14, 16)
	As defined in [30]
	REL-10

	>>Midamble Shift
	CV-UE specific
	
	Integer (0..15)
	
	REL-10


------------------------------------------------ next change ---------------------------------------------------------------
10.3.6.xxx
Multi-carrier E-DCH Info for LCR TDD
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Configuration info
	MP
	
	
	
	REL-10

	>Continue
	
	
	
	(no data)
	REL-10

	>New configuration
	
	
	
	
	REL-10

	>>TSN-Length
	OP
	
	Enumerated
(tsn-14bits)
	The presence of this IE indicates the length of TSN shall be 14 bits, otherwise, the length of TSN shall be 6 bits.
	REL-10

	>>UL-Multicarrier-EDCH- InformationList
	MP
	1 to <maxEDCHCarrier TDD128-1>
	
	
	REL-10

	>>>UARFCN
	MP
	
	Integer(0..16383)
	
	REL-10

	>>>PRXdes_base
	MP
	
	Integer

(-112..-50 by step of 1) 
	dBm. Reference desired power level for E-PUCH
	REL-10

	>>>E-PUCH info
	MD
	
	E-PUCH Info for multi-carrier E-DCH 1.28Mcps TDD 10.3.6.104b
	Default value is the value of the previous " E-PUCH info " in the list.

Default value of first occurrence is the value of  “E-PUCH info” in the  IE “E-DCH info”.
	REL-10

	>>>E-AGCH Info
	MD
	
	E-AGCH Info 1.28Mcps TDD 10.3.6.100a
	Default value is the value of the previous " E-AGCH Info " in the list.

Default value of first occurrence is the value of “E-AGCH Info” in the  IE “Downlink information for each radio link”.
	REL-10

	>>>E-HICH Info
	MD
	
	E-HICH Info 1.28Mcps TDD
10.3.6.101a
	Default value is the value of the previous " E-HICH Information " in the list.

Default value of first occurrence is the value of “E-HICH Information” in the  IE “Downlink information for each radio link”.
	REL-10


------------------------------------------------ next change ---------------------------------------------------------------
10.3.7.13
Inter-frequency cell info list
Contains the information for the list of measurement objects for an inter-frequency measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Inter-frequency cell removal
	OP
	
	
	
	

	>Remove all inter-frequency cells
	
	
	
	No data
	

	>Remove some inter-frequency cells
	
	
	
	
	

	>>Removed inter-frequency cells
	MP
	1 .. <maxCellMeas>
	
	
	

	>>>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	>No inter-frequency cells removed
	
	
	
	No data
	

	New inter-frequency cells 
	OP
	1 to <maxCellMeas>
	
	
	

	>Inter-frequency cell id
	MD
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	>Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the value of the previous "frequency info" in the list.

NOTE:
The first occurrence is then MP.
	

	>Cell info
	MP
	
	Cell info 10.3.7.2
	
	

	>CHOICE mode specific info
	MP
	
	
	
	REL-7

	>>No information
	
	
	
	No data for FDD, TDD 3.84 Mcps or TDD 7.68 Mcps
	REL-7

	>>TDD 1.28 Mcps
	
	
	
	
	REL-7

	>>>Intra-SecondaryFrequency Indicator
	MP
	
	Boolean
	TRUE means the inter frequency neighbour cell has a secondary frequency which is the same as the current working frequency of UE.
	REL-7

	>>>SNPLMonitorSetIndicator
	OP
	
	Bit string(5)
	Each bit indicates whether the  inter frequency neighbour cell has a secondary frequency which is the same as the frequency of a specific E-DCH carrier  of UE.
Bit0 indicate the E-DCH carrier with lowest UARFCN, and
Bit5 indicate the E-DCH carrier with the highest UARFCN, the E-DCH carrier on the working frequency shall not be considered in the bitmap.
	REL-10

	Cells for measurement
	CV-BCHopt
	1 to <maxCellMeas>
	
	
	

	>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	CSG Inter-frequency cell info
	CV-BCHopt
	
	10.3.7.120
	
	REL-9

	Inter-frequency SI Acquisition
	CV-BCHopt
	
	10.3.7.124
	
	REL-9


	Condition
	Explanation

	BCHopt
	This IE is not needed when sent in SYSTEM INFORMATION. Otherwise, the IE is Optional


------------------------------------------------ next change ---------------------------------------------------------------
10.3.7.33
Intra-frequency cell info list
Contains the information for the list of measurement objects for an intra-frequency measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Intra-frequency cell removal
	OP
	
	
	Absence of this IE is equivalent to choice "Remove no intra-frequency cells".
	

	>Remove all intra-frequency cells
	
	
	
	(no data)
	

	>Remove some intra-frequency cells
	
	
	
	
	

	>>Removed intra-frequency cells
	MP
	1 to <maxCellMeas>
	
	
	

	>>>Intra-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	

	>Remove no intra-frequency cells
	
	
	
	(no data)
	

	New intra-frequency cells
	OP
	1 to <maxCellMeas>
	
	This information element must be present when "Intra-frequency cell info list" is included in the system information
	

	>Intra-frequency cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	

	>Cell info
	MP
	
	Cell info 10.3.7.2
	This IE must be included for the serving cell when the IE "Intra frequency cell info list" is included in System Information Block type 11.
	

	>CHOICE mode specific info
	MP
	
	
	
	REL-10

	>>No information
	
	
	
	No data for FDD, TDD 3.84 Mcps or TDD 7.68 Mcps
	REL-10

	>>TDD 1.28 Mcps
	
	
	
	
	REL-10

	>>> SNPLMonitorSetiIndicator
	OP
	
	Bit string(5)
	Each bit indicates whether the  intra frequency neighbour cell has a secondary frequency which is the same as the frequency of a specific E-DCH carrier  of UE.
Bit0 indicate the E-DCH carrier with lowest UARFCN, and

Bit5 indicate the E-DCH carrier with the highest UARFCN, the E-DCH carrier on the working frequency shall not be considered in the bitmap.
	REL-10

	Cells for measurement
	CV-BCHopt
	1 to <maxCellMeas>
	
	
	

	>Intra-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	CSG Intrafrequency cell info
	CV-BCHopt
	
	10.3.7.121
	
	REL-9

	Intra-frequency SI Acquisition
	CV-BCHopt
	
	10.3.7.125
	
	REL-9


------------------------------------------------ next change ---------------------------------------------------------------
13.4.x1
MULTI_CARRIER_ E_DCH_TRANSMISSION
NOTE:
For 1.28 Mcps TDD only.

This variable indicates whether multi-carrier E-PUCH transmission procedures are configured on the additional E-DCH carrier. See subclause 8.5.x1 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Multi carrier E-DCH transmission
	MP
	
	Boolean
	TRUE: E-DCH transmission is configured on the additional E-DCH carrier.

Set to FALSE when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Set to FALSE when leaving UTRA RRC connected mode.
	REL-10


------------------------------------------------ end of change ---------------------------------------------------------------
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