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	Reason for change:
(
	The support for 3C- or 4C- HSDPA operation is indicated by the IE “Additional Secondary Cells.” This IE is enumuerated(a1, a2), a1 indicating support of 3C and a2 indicating support of 4C on a certain band.

The absence of this IE should only indicate that the UE does not support either 3C or 4C operation on the band in question. However, the absence of the IE, as per the current wording of the specification, indicates that the UE only supports DC-HSDPA operation on that band.
Since DC-HSDPA is not a mandatory feature to implement in Rel-10, it is possible that a Rel-10 UE does not support it. The network should not erroneously conclude from the absence of the IE “Additional Secondary Cells” that such a UE supports the DC-HSDPA operation.


	
	

	Summary of change:
(
	It is mentioned that the absence of this IE only indicates that the UE does not support multi-cell operation on three or four cells on the band in question.
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	Network could erroneously conclude from the absence of the IE “Additional Secondary Cells” that a UE supports the DC-HSDPA operation.
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10.3.3.42a
UE radio access capability extension
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency band specific capability list
	MP
	1 to <maxFreqbandsFDD>
	
	The network should ignore the entry that includes the ‘extension indicator’.
	

	>Frequency band
	MP
	
	Enumerated(Band I, Band II,
	
	

	
	
	
	Band III,
	
	REL-5

	
	
	
	Band VI, Band IV, Band V, Band VII, extension indicator)
	The setting of the value ‘extension indicatior’ by the UE is not specified in the specification.
	REL-6

	>Frequency band 2
	OP
	
	Enumerated(Band VIII, Band IX, Band X, Band XI, Band XII, Band XIII, Band XIV, Band XIX, Band XXI, Band XX, extension Indicator)
	This IE indicates the supported frequency bands Band VIII and beyond.

The setting of the value ‘extension indicatior’ by the UE is not specified in the specification.
Five spare values are needed
	REL-6

	>RF capability FDD extension
	MD
	
	RF capability FDD extension 10.3.3.33a
	the default values are the same values as in the immediately preceding IE "RF capability FDD extension"; the first occurrence is MP
	

	>Measurement capability extension
	MP
	
	Measurement capability extension 10.3.3.21a
	
	

	>Additional Secondary Cells
	OP
	
	Enumuerated(a1, a2)
	The number of additional secondary serving cells supported by the UE. The absence of this IE  means that the UE does not support multi-cell operation on three cells or multi-cell operation on four cells.
	REL-10


