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1 Introduction

In RAN2#71, RAN2 continued the discussion on common and dedicated parameters. Some parameters are still under discussion. In this paper, we provide our opinions on part of these parameters.
2 Discussion

· freqBandIndicator;
(FFS if relevant in connected)
In the last meeting, in [1], it was proposed that the IE should not be used for Scell. However, some companies think it may be useful for UE to know the exact band. Therefore, it is still left to FFS.
Considering the parameter “freqBandIndicator” is used to let IDLE mode UE know if current cell can be used or not. It can not provide detailed UL/DL carrier information. And according to current HO procedure, the target eNB only needs to provide carrier and bandwidth information to UE. There is no “freqBandIndicator” in HO command message. Similar to R8/9, we think it is unnecessary to provide “freqBandIndicator” to UE for Scell. 
The “freqBandIndicator” may be useful for multiple TA case in R11 to let UE know whether the cells belong to the same band or not. However, in current running CR [2], ul/dl-CarrierFreq and ul/dl-Bandwidth have been included in Scell configuration. UE can deduce the band from these parameters. Therefore, we think the IE “freqBandIndicator” is unnecessary for Scell.
Proposal 1: “freqBandIndicator” is unnecessary for Scell configuration. 
In [3], it is proposed that delta signalling can be used to change L1/freq of SCell. According to this proposal, the target eNB needs to know how to use delta signalling for SCell configuration. Similar to R8/9 mechanism, the source eNB should transfer Scell configuration to the target eNB for delta signalling. Therefore, we propose that:

Proposal 2: Source Scell configuration should be included in the “AS-Config” in order to let target eNB know the SCell configurations used in source eNB.
3 Conclusion

In this contribution, we analyze some undecided parameters, and propose that:

Proposal 1: “freqBandIndicator” is unnecessary for Scell configuration.
Proposal 2: Source Scell configuration should be included in the “AS-Config” in order to let target eNB know the SCell configurations used in source eNB.
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