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1 Introduction

In RAN2#71 meeting, RAN2 discussed delta signalling issue [1], and agreed that:

	2: For the reconfiguration of dedicated information of a SCell performed under reconfiguration procedure, if the reconfiguration is on an ‘existing’ (can be frequency or Cell Index [if accepted to be used] but not both) SCell, the delta configuration shall be based on the configuration of the existing SCell. FFS if Frequency/L1 identity can be changed in this way.


However, it is still FFS on the issue whether Frequency/L1 identity can be changed via delta signalling approach. In this paper, we discuss the issue and share our opinions.
2 Discussion

In the last meeting, there were some concerns on the issues whether L1 will be more complex and whether there is any problem if L1 identity/Freq can be changed via delta signalling approach.
We think using delta signalling to change Freq/L1 identity (change cell) is similar to the addition of a new cell. Currently, most of parameters in the SCell configuration are L1 parameters. We do not need to reset MAC/PDCP and do not need to add SCell via RACH procedure. Therefore, it seems that there is no problem to change SCell via delta signalling approach. As for L1 complexity issue, we think the SCell changing via delta signalling approach is no more complex than SCell addition.

Therefore, we think:

Observation 1: it is acceptable to change SCell via delta signalling approach. 

The delta signalling approach will be very limited if it can not be used to change L1/Freq. It can only be used for SCell modification. For flexible consideration, it is better to allow changing Freq/L1 identity via delta signalling.

Therefore, we suggest:
Proposal: L1 identity/frequency of SCell can be changed via SCell delta signalling approach.

3 Conclusion

In this paper, we analyse the issue whether L1 identity/Freq can be changed via delta signalling approach and propose that:
Proposal: L1 identity/frequency of SCell can be changed via SCell delta signalling approach.
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