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1. Introduction
In RAN 2#71 meeting, the UE measurement and the handover measurement information transfer were discussed and the followings are left FFS:

· If there is a need to have the additional UE measurement configurable per event. 
· If also the best cell measurements for carrier with configured measurement id but no configured Scell can also be included.
In this contribution, we put our view on these remaining issues.
2. Discussion
 2.1 Additional UE measurement configurable per event
There is no identified benefit to have additional best cells reported from the serving frequencies (or frequencies of non-configured SCell) for some event configurations such as A1, A4 and A6. Event A1 is typically used for deciding whether to disable measurement gap configuration for inter-frequency and inter-RAT handover scenarios while Event A6 was introduced in CA for handling the intra-frequency mobility in the scenario 3 in TS36.300 where a serving cell is replaced by a neighbouring cell in the same frequency layer. In both these events, there is probable no use case to include additional measured result on neighbouring cells in other frequencies other than the serving frequency in which the events are associated with. For A4, it will typically be used for SCell addition and the additional measurement on neighbour cells other than the concerned frequency may not really be needed.
In addition, it is also possible to configure periodic reporting for measurement event and this will also add to the amount overhead if additional measured results on neighbouring cells always need to be reported.
Furthermore, from the eNB implementation point of view, it is also preferable to be able to control the reporting of additional UE measurement to only events in which this extra information is needed by the source eNB measurement policy. 
The next question is whether the additional reporting control shall be made configurable per event or fixed to a subset of events.  The only case where RAN 2 have identified and agreed that there is a need for this is for the intra-LTE handover case. Hence if the fixed case is chosen, the only event that is allowed to send the additional UE measurement is Event A3. On the other hand, there are events such as A2 and A5 which may be aided by the additional UE measurement for CC management as well as for handover. At this point we may not have identified all the use cases and hence we prefer the configurable option and thus it is proposed that:
Proposal#1: Additional UE measurement shall be configurable per event for the intra-LTE events.
2.2 Best cell measurement from measurement object configured with measID but no SCell configured for the frequency of the measurement object 
Our understanding of the purpose of transferring the measurement results of candidate SCell from the source to the target eNB is to allow the target eNB to perform good SCell selection and if possible also PCell reselection. If only cells from the frequency of the currently configured SCell are reported, it may not provide the target eNB with a full picture of all the SCells that can be configured or the PCell to reselect. Since RAN 2 have agreed on additional UE measurement and transferring of these measurement results, we believe that adding this extra information is not going to create further significant overhead on RRC signalling and the backhaul and thus we think that measurements from non-configured cell should also be provided. 
The next question is whether only measurement objects with measId or also measurement object with and without measId should be reported. From the current agreement for configured SCell, only the available measurements from measurement objects with measId are sent. This should also be extended to measurement objects related to non-configured cell since measurement objects with measId are probably the only measurement objects that the UE will measure. Hence it is proposed:

Proposal#2: UE shall provide best cell measurement for all measurement objects with measId if available. 
3. Conclusion

RAN 2 is requested to discuss on the remaining FFS on the additional UE measurement and to agree on the following proposals:
Proposal#1: Additional UE measurement shall be configurable per event for the intra-LTE event.
Proposal#2: UE shall provide best cell measurement for all measurement objects with measId if available. 


- 1 -

