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Start of Change 1
6.3.6
Other information elements

--Unrelated parts are omitted

UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5] and the Feature Group Indicators for mandatory features (defined in Annex B.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}
UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, spare6, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,











bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,











bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,











bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,











bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

IRAT-ParametersGERAN-v920 ::=

SEQUENCE {


dtm-r9







ENUMERATED {supported}


OPTIONAL,


e-RedirectionGERAN-r9



ENUMERATED {supported}


OPTIONAL

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=
SEQUENCE {


e-CSFB-1XRTT-r9





ENUMERATED {supported},


e-CSFB-ConcPS-Mob1XRTT-r9


ENUMERATED {supported}


OPTIONAL
}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

CSG-ProximityIndicationParameters-r9 ::=
SEQUENCE {


intraFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


interFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


utran-ProximityIndication-r9

ENUMERATED {supported}


OPTIONAL

}

NeighCellSI-AcquisitionParameters-r9 ::=
SEQUENCE {


intraFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


interFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


utran-SI-AcquisitionForHO-r9

ENUMERATED {supported}


OPTIONAL

}

SON-Parameters-r9 ::=



SEQUENCE {


rach-Report-r9





ENUMERATED {supported}


OPTIONAL

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel9 in this version of the specification.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 5 in this version of the specification.

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42].

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRAT-NeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.

	SupportedBandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	SupportedBandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	SupportedBandGERAN

GERAN band as defined in TS 45.005 [20].

	dtm

Indicates whether the UE supports DTM in GERAN.

	SupportedBandListHRPD

One entry corresponding to each supported CDMA2000 HRPD band class.

	SupportedBandList1XRTT

One entry corresponding to each supported CDMA2000 1xRTT band class.

	interRAT-PS-HO-ToGERAN

Indicates whether the UE supports inter-RAT PS handover to GERAN or not.

	featureGroupIndicators

The definitions of the bits in the bit string are described in Annex B.

	e-CSFB-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.

	enhancedDualLayerTDD-Supported

Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not. This bit shall be set to “TRUE” by a Rel-9 TDD UE when the functionality has been IOT tested.

	deviceType

UE may set the value to “noBenFromBatConsumpOpt” when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.


NOTE:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

End of Change 1
Start of Change 2

Annex B (normative): Release 8 AS feature handling

B.1
Feature group indicators

This annex contains the definitions of the bits in field featureGroupIndicators. 

In this release of the protocol, the UE shall include the field featureGroupIndicators in the IE UE-EUTRA-Capability.  

All the functionalities defined within the field featureGroupIndicators defined in Table B.1-1 are mandatory for the UE, if the related capability (frequency band, RAT or SR-VCC) is also supported. For a specific indicator, if all functionalities for a feature group listed in Table B.1-1 have been implemented and tested, the UE shall set the indicator as one (1), else (i.e. if any one of the functionalities in a feature group listed in Table B.1-1, which have not been implemented or tested), the UE shall set the indicator as zero (0).

The UE shall set all indicators that correspond to RATs not supported by the UE as zero (0).

The UE shall set all indicators, which do not have a definition in Table B.1-1, as zero (0).

If the optional field featureGroupIndicators is not included by a UE of a future release, the network may assume that all features pertaining to the RATs supported by the UE, listed in Table B.1-1 and deployed in the network, have been implemented and tested by the UE.
In Table B.1-1, a 'VoLTE capable UE' corresponds to a UE that is capable of the "Voice domain preference for E-UTRAN" defined in TS 24.301 [35] being set to "IMS PS voice only", "IMS PS voice preferred, CS voice as secondary" or "CS voice preferred, IMS PS voice as secondary".

Table B.1-1: Definitions of feature group indicators

	Index of indicator (bit number)
	Definition

(description of the supported functionality, if indicator set to one)
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for this version of the specification

	1 (leftmost bit)
	- Intra-subframe frequency hopping for PUSCH scheduled by UL grant

- DCI format 3a (TPC commands for PUCCH and PUSCH with single bit power adjustments)

- PDSCH transmission mode 5

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI
	
	

	2
	- Simultaneous CQI and ACK/NACK on PUCCH, i.e. PUCCH format 2a and 2b

- Absolute TPC command for PUSCH

- Resource allocation type 1 for PDSCH

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI
	
	

	3
	- Semi-persistent scheduling

- TTI bundling

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	

	4
	- Short DRX cycle
	- can only be set to 1 if the UE has set bit number 5 to 1.
	

	5
	- Long DRX cycle

- DRX command MAC control element
	
	Yes

	6
	- Prioritised bit rate
	
	Yes

	7
	- RLC UM
	- can only be set to 0 if the UE does not support VoLTE
	Yes, if UE supports VoLTE

	8
	- EUTRA RRC_CONNECTED to UTRA CELL_DCH PS handover
	- can only be set to 1 if the UE has set bit number 22 to 1
	

	9
	- EUTRA RRC_CONNECTED to GERAN GSM_Dedicated handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 23 to 1
	

	10
	- EUTRA RRC_CONNECTED to GERAN (Packet_) Idle by Cell Change Order

- EUTRA RRC_CONNECTED to GERAN (Packet_) Idle by Cell Change Order with NACC (Network Assisted Cell Change)
	
	

	11
	- EUTRA RRC_CONNECTED to CDMA2000 1xRTT CS Active handover
	- related to SR-VCC

- can only be set to 1 if the UE has sets bit number 24 to 1
	

	12
	- EUTRA RRC_CONNECTED to CDMA2000 HRPD Active handover
	- can only be set to 1 if the UE has set bit number 26 to 1
	

	13
	- Inter-frequency handover
	- can only be set to 1 if the UE has set bit number 25 to 1
	Yes, unless UE only supports band 13

	14
	- Measurement reporting event: Event A4 – Neighbour > threshold

- Measurement reporting event: Event A5 – Serving < threshold1 & Neighbour > threshold2
	
	

	15
	- Measurement reporting event: Event B1 – Neighbour > threshold
	- can only be set to 1 if the UE has set at least one of the bit number 22, 23, 24 or 26 to 1.
	

	16
	- Periodical measurement reporting for non-ANR related measurements
	
	

	17
	- Periodical measurement reporting for SON / ANR

- ANR related intra-frequency measurement reporting events
	- can only be set to 1 if the UE has set bit number 5 to 1.
	Yes

	18
	- ANR related inter-frequency measurement reporting events
	- can only be set to 1 if the UE has set bit number 5 to 1.
	

	19
	- ANR related inter-RAT measurement reporting events
	- can only be set to 1 if the UE has set bit number 5 to 1.
	

	20
	If bit number 7 is set to ‘0’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

If bit number 7 is set to ‘1’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

- SRB1 and SRB2 for DCCH + 5x AM DRB + 3x UM DRB

NOTE: UE which indicate support for a DRB combination also support all subsets of the DRB combination. Therefore, release of DRB(s) never results in an unsupported DRB combination.


	- Regardless of what bit number 7 and bit number 20 is set to, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB

- Regardless of what bit number 20 is set to, if bit number 7 is set to ‘1’, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB + 1x UM DRB


	Yes

	21
	- Predefined intra- and inter-subframe frequency hopping for PUSCH with N_sb > 1

- Predefined inter-subframe frequency hopping for PUSCH with N_sb > 1
	
	

	22
	- UTRAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	

	23
	- GERAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	

	24
	- 1xRTT measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	

	25
	- Inter-frequency measurements and reporting in E-UTRA connected mode 
	
	Yes, unless UE only supports band 13

	26
	- HRPD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	

	27
	- EUTRA RRC_CONNECTED to UTRA CELL_DCH  CS handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 8 to 1
	

	28
	Undefined
	
	

	29
	Undefined
	
	

	30
	Undefined
	
	

	31
	Undefined
	
	

	32
	Undefined
	
	


Clarification for mobility from EUTRAN and inter-frequency handover within EUTRAN

There are several feature groups related to mobility from E-UTRAN and inter-frequency handover within EUTRAN. The description of these features is based on the assumption that we have 5 main "functions" related to mobility from E-UTRAN:

A.
 Support of measurements and cell reselection procedure in idle mode

B.
 Support of RRC release with redirection procedure in connected mode

C.
 Support of Network Assisted Cell Change in connected mode

D.
 Support of measurements and reporting in connected mode

E.
 Support of handover procedure in connected mode

All functions can be applied for mobility to Inter-frequency to EUTRAN, GERAN, UTRAN, CDMA2000 HRPD and CDMA2000 1xRTT except for function C) which is only applicable for mobility to GERAN. Table B.1-2 below summarises the mobility functions that are supported based on the UE capability signaling (band support) and the setting of the feature group support indicators.

Table B.1-2: Mobility from E-UTRAN

	Feature
	GERAN
	UTRAN
	HRPD
	1xRTT
	EUTRAN

	A. Measurements and cell reselection procedure in E-UTRA idle mode
	Supported if GERAN band support is indicated
	Supported if UTRAN band support is indicated
	Supported if CDMA2000 HRPD band support is indicated
	Supported if CDMA2000 1xRTT band support is indicated
	Supported for supported bands

	B. RRC release with blind redirection procedure in E-UTRA connected mode
	Supported if GERAN band support is indicated
	Supported if UTRAN band support is indicated
	Supported if CDMA2000 HRPD band support is indicated
	Supported if CDMA2000 1xRTT band support is indicated
	Supported for supported bands

	C. Cell Change Order (with or without) Network Assisted Cell Change) in E-UTRA connected mode
	Group 10
	N.A.
	N.A
	N.A
	N.A.

	D. Inter-frequency/RAT measurements, reporting and measurement reporting event B2 (for inter-RAT) in E-UTRA connected mode
	Group 23
	Group 22
	Group 26
	Group 24
	Group 25

	E. Inter-frequency/RAT handover procedure in E-UTRA connected mode
	Group 9 (GSM_connected handover)

Separate UE capability bit defined in TS 36.306 for PS handover
	Group 8 (PS handover) or Group 27 (SRVCC handover)
	Group 12
	Group 11
	Group 13


In case measurements and reporting function is not supported by UE, the network may still issue the mobility procedures redirection (B) and CCO (C) in a blind fashion.

End of Change 2
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