Page 1



3GPP TSG-RAN WG2 Meeting #72
(
 R2-106118
Jacksonville, USA, 15th – 19th of November 2010
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	25.331
	CR
	4354
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Speed dependent scaling rules in HCS environment

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	25/10/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The UE shall not apply the scaling rules for Treselection, as defined in section 5.2.6.1.4 in TS 25.304, when in HCS is used (i.e. when HCS parameters are broadcasted in the cell). However some UE implementations may apply scaling when the scaling parameters are broadcasted in a cell where HCS is used. To ensure uniform UE behavior the network shall not broadcast the scaling parameters when HCS is used in the cell.

	
	

	Summary of change:
(

	In the semantics description of the intra-frequency, inter-frequency, and inter-RAT scaling factor in SIB3/4 in section 10.3.2.3 it is clarified that the UE behavior is unspecified when HCS is used and the scaling factor is present.

Implementation of this CR in earlear releases will not cause any Inter-operability issues.

	
	

	Consequences if 
(

not approved:
	Different UE behavior when HSC is configured in the cell, i.e. if the scaling factors are broadcasted some UEs may apply the scaling rules, while others may not. 

	
	

	Clauses affected:
(

	10.3.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified section>
10.3.2.3
Cell selection and re-selection info for SIB3/4
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Mapping Info
	OP
	
	Mapping info 10.3.2.5
	This IE should not be sent.
	

	Cell selection and reselection quality measure
	MP
	
	Enumerated (CPICH Ec/N0, CPICH RSCP)
	Choice of measurement (CPICH Ec/N0 or CPICH RSCP) to use as quality measure Q for FDD cells.

This IE is also sent to the UE in SIB11/12. Both occurrences of the IE should be set to the same value.
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Sintersearch
	OP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>SsearchHCS
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>RAT List
	OP
	1 to <maxOtherRAT>
	
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	
	

	>>>Ssearch,RAT
	MP
	
	Integer (-32..20 by step of 2)
	In case the value 20 is received the UE shall consider this IE as if it was absent according to [4]

If a negative value is received the UE shall consider the value to be 0.

[dB]
	

	>>>SHCS,RAT
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>>Slimit,SearchRAT
	MP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Qqualmin
	MP
	
	Integer (-24..0)
	Ec/N0, [dB]


	

	>>Qrxlevmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]


	

	>> DeltaQrxlevmin
	CV-Delta
	
	Integer(-4..-2 by step of 2)
	If present, the actual value of Qrxlevmin = Qrxlevmin + DeltaQrxlevmin
	REL-5

	>>Qqualmin-offset
	CV-SIB3
	
	Integer (1..16)
	Ec/N0, [dB]

The default value is 0
	REL-7

	>>Qrxlevmin-offset
	CV-SIB3
	
	Integer (2..16 by step of 2)
	RSCP, [dB]

The default value is 0
	REL-7

	>TDD
	
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Sintersearch
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>SsearchHCS
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>RAT List
	OP
	1 to <maxOtherRAT>
	
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	
	

	>>>Ssearch,RAT
	MP
	
	Integer (-105..91 by step of 2)
	In case the value 91 is received the UE shall consider this IE as if it was absent according to [4]

If a negative value is received the UE shall consider the value to be 0.

[dB]
	

	>>>SHCS,RAT
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>>Slimit,SearchRAT
	MP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Qrxlevmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]


	

	>>DeltaQrxlevmin
	CV-Delta
	
	Integer(-4..-2 by step of 2)
	If present, the actual value of Qrxlevmin = Qrxlevmin + DeltaQrxlevmin
	REL-5

	>>Qrxlevmin-offset
	CV-SIB3
	
	Integer (2..16 by step of 2)
	RSCP, [dB]

The default value is 0
	REL-7

	Qhyst1s
	MP
	
	Integer (0..40 by step of 2)
	[4]

[dB]
	

	Qhyst1s,PCH
	CV-SIB4
	
	Integer (0..40)
	If present, it is used as Qhyst1s for UE in CELL_PCH or URA_PCH state [4]
[dB]
	REL-5

	Qhyst1s,FACH
	CV-SIB4
	
	Integer (0..40)
	If present, it is used as Qhyst1s for UE in CELL_FACH state [4]
[dB]
	REL-5

	Qhyst2s
	CV-FDD-Quality-Measure
	
	Integer (0..40 by step of 2)
	Default value is Qhyst1s

[4]

[dB]
	

	Qhyst2s,PCH
	CV-SIB4-FDD-Quality-Measure
	
	Integer (0..40)
	If present, it is used as Qhyst2s for UE using CPICH Ec/No quality measure in CELL_PCH or URA_PCH state. Default value is Qhyst1s,PCH
[4]
[dB]
	REL-5

	Qhyst2s,FACH
	CV-SIB4-FDD-Quality-Measure
	
	Integer (0..40)
	If present, it is used as Qhyst2s for UE using CPICH Ec/No quality measure in CELL_FACH state. Default value is Qhyst1s,FACH
[4]
[dB]
	REL-5

	Treselections
	MP
	
	Integer (0..31)
	[s]
	

	Treselections,PCH
	CV-SIB4
	
	Integer (0..31)
	If present, it is used as Treselections for UE in CELL_PCH or URA_PCH state [4]
[s]
	REL-5

	Treselections,FACH
	CV-SIB4
	
	Real (0..6.2 by step of 0.2)
	If present, it is used as Treselections for UE in CELL_FACH state [4]
[s]
	REL-5

	Speed dependent ScalingFactor for Treselection
	OP
	
	Real (0..1 by step of 0.1)
	This IE is used by the UE in high mobility state as scaling factor for Treselections or Treselections,PCH  or Treselections,FACH  [4]. If present and HCS is used, the UE behaviour is unspecified. 
	REL-5

	Inter-frequency ScalingFactor for Treselection
	OP

	
	Real (1..4.75 by step of 0.25)
	If present, it is used by the UE as scaling factor for Treselections or Treselections,PCH or  Treselections,FACH  for inter-frequency cell reselection evaluation [4]. If present and HCS is used, the UE behaviour is unspecified.
	REL-5

	Inter-RAT ScalingFactor for Treselection
	OP

	
	Real (1..4.75 by step of 0.25)
	If present, it is used by the UE as scaling factor for Treselections or Treselections,PCH or  Treselections,FACH for inter-RAT cell reselection evaluation [4]. If present and HCS is used, the UE behaviour is unspecified.
	REL-5

	Non-HCS_TCRmax
	MD
	
	Enumerated (not used, 30, 60, 120, 180, 240)
	[s]

Default value is ‘not used’.
	REL-5

	Non-HCS_NCR
	CV-UE speed detector_MD
	
	Integer (1..16)
	Default value = 8
	REL-5

	Non-HCS_TCRmaxHyst
	CV-UE speed detector_MP
	
	Enumerated (not used, 10, 20, 30, 40, 50, 60, 70)
	[s]
	REL-5

	HCS Serving cell Information
	OP
	
	HCS Serving cell information 10.3.7.12
	
	

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power 10.3.6.39
	[dBm] UE_TXPWR_MAX_RACH in [4].
	


	Condition
	Explanation

	FDD-Quality-Measure
	The IE is not needed if the IE "Cell selection and reselection quality measure" has the value CPICH RSCP, otherwise the IE is mandatory and has a default value.

	Delta
	This IE is optional if the value of Qrxlevmin is below –115dBm. It is not needed otherwise.

	SIB3
	This IE is mandatory default if the IE “Cell selection and re-selection info for SIB3/4” is included in SIB type 3. It is not needed otherwise.

	SIB4
	This IE is optional if the IE “Cell selection and re-selection info for SIB3/4” is included in SIB type 4. It is not needed otherwise.

	SIB4-FDD-Quality-Measure
	This IE is optional if the IE “Cell selection and re-selection info for SIB3/4” is included in SIB type 4, and the IE "Cell selection and reselection quality measure" has the value CPICH Ec/N0. It is not needed otherwise.

	UE Speed detector_MD (non-HCS)
	This IE is not needed if non-HCS_TCRmax equals 'not used', else it is mandatory default.

	UE Speed detector_MP (non-HCS)
	This IE is not needed if non-HCS_TCRmax equals 'not used', else it is mandatory present.
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