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4.3.4.1
General
6.3
Message Body IEs

–
RequestCapabilities
The RequestCapabilities message body in a LPP message is used by the location server to request the target device capability information for LPP and the supported individual positioning methods. 

-- ASN1START

RequestCapabilities ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




requestCapabilities-r9

RequestCapabilities-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

RequestCapabilities-r9-IEs ::= SEQUENCE {


commonIEsRequestCapabilities

CommonIEsRequestCapabilities

OPTIONAL,
-- Need ON


a-gnss-RequestCapabilities


A-GNSS-RequestCapabilities


OPTIONAL,


otdoa-RequestCapabilities


OTDOA-RequestCapabilities


OPTIONAL,


ecid-RequestCapabilities


ECID-RequestCapabilities


OPTIONAL,


epdu-RequestCapabilities


EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	RequestCapabilities field descriptions

	commonIEsRequestCapabilities

This IE is provided for future extensibility and should not be included in this version of the protocol.


–
ProvideCapabilities
The ProvideCapabilities message body in a LPP message indicates the LPP capabilities of the target device to the location server. 

-- ASN1START

ProvideCapabilities ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




provideCapabilities-r9

ProvideCapabilities-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

ProvideCapabilities-r9-IEs ::= SEQUENCE {


commonIEsProvideCapabilities

CommonIEsProvideCapabilities

OPTIONAL,
-- Need ON


a-gnss-ProvideCapabilities


A-GNSS-ProvideCapabilities


OPTIONAL,
-- Need ON


otdoa-ProvideCapabilities


OTDOA-ProvideCapabilities


OPTIONAL,
-- Need ON


ecid-ProvideCapabilities


ECID-ProvideCapabilities


OPTIONAL,
-- Need ON


epdu-ProvideCapabilities


EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	ProvideCapabilities field descriptions

	commonIEsProvideCapabilities

This IE is provided for future extensibility and should not be included in this version of the protocol.


–
RequestAssistanceData
The RequestAssistanceData message body in a LPP message is used by the target device to request assistance data from the location server. 

-- ASN1START

RequestAssistanceData ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




requestAssistanceData-r9
RequestAssistanceData-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

RequestAssistanceData-r9-IEs ::= SEQUENCE {


commonIEsRequestAssistanceData

CommonIEsRequestAssistanceData

OPTIONAL,
-- Need ON


a-gnss-RequestAssistanceData

A-GNSS-RequestAssistanceData

OPTIONAL,
-- Need ON


otdoa-RequestAssistanceData


OTDOA-RequestAssistanceData


OPTIONAL,
-- Need ON


epdu-RequestAssistanceData


EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
ProvideAssistanceData
The ProvideAssistanceData message body in a LPP message is used by the location server to provide assistance data to the target device either in response to a request from the target device or in an unsolicited manner. 

-- ASN1START

ProvideAssistanceData ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




provideAssistanceData-r9
ProvideAssistanceData-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

ProvideAssistanceData-r9-IEs ::= SEQUENCE {


commonIEsProvideAssistanceData

CommonIEsProvideAssistanceData

OPTIONAL,
-- Need ON


a-gnss-ProvideAssistanceData

A-GNSS-ProvideAssistanceData

OPTIONAL,
-- Need ON


otdoa-ProvideAssistanceData


OTDOA-ProvideAssistanceData


OPTIONAL,
-- Need ON


epdu-Provide-Assistance-Data

EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	ProvideAssistanceData field descriptions

	commonIEsProvideAssistanceData

This IE is provided for future extensibility and should not be included in this version of the protocol.


–
RequestLocationInformation
The RequestLocationInformation message body in a LPP message is used by the location server to request positioning  measurements or a position estimate from the target device. 

-- ASN1START

RequestLocationInformation ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




requestLocationInformation-r9
RequestLocationInformation-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

RequestLocationInformation-r9-IEs ::= SEQUENCE {


commonIEsRequestLocationInformation










CommonIEsRequestLocationInformation

OPTIONAL,
-- Need ON


a-gnss-RequestLocationInformation
A-GNSS-RequestLocationInformation
OPTIONAL,
-- Need ON


otdoa-RequestLocationInformation
OTDOA-RequestLocationInformation
OPTIONAL,
-- Need ON


ecid-RequestLocationInformation

ECID-RequestLocationInformation

OPTIONAL,
-- Need ON


epdu-RequestLocationInformation

EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

	RequestLocationInformation field descriptions

	commonIEsRequestLocationInformation

This field specifies the location information type requested by the location server and optionally other configuration information associated with the requested location information. This field should always be included in this version of the protocol.


–
ProvideLocationInformation
The ProvideLocationInformation message body in a LPP message is used by the target device to provide positioning  measurements or position estimates to the location server. 

-- ASN1START

ProvideLocationInformation ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




provideLocationInformation-r9
ProvideLocationInformation-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

ProvideLocationInformation-r9-IEs ::= SEQUENCE {


commonIEsProvideLocationInformation










CommonIEsProvideLocationInformation

OPTIONAL,
-- Need ON


a-gnss-ProvideLocationInformation
A-GNSS-ProvideLocationInformation
OPTIONAL,
-- Need ON


otdoa-ProvideLocationInformation
OTDOA-ProvideLocationInformation
OPTIONAL,
-- Need ON


ecid-ProvideLocationInformation

ECID-ProvideLocationInformation

OPTIONAL,
-- Need ON


epdu-ProvideLocationInformation

EPDU-Sequence





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
Abort

The Abort message body in a LPP message carries a request to abort an ongoing LPP procedure. 

-- ASN1START

Abort ::= SEQUENCE {


criticalExtensions

CHOICE {



c1





CHOICE {




abort-r9

Abort-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture
SEQUENCE {}


}

}

Abort-r9-IEs ::= SEQUENCE {


commonIEsAbort

CommonIEsAbort


OPTIONAL,
-- Need ON


...,


[[ epdu-Abort

EPDU-Sequence


OPTIONAL
-- Need ON

]]
}

-- ASN1STOP

–
Error

The Error message body in a LPP message carries information concerning a LPP message that was received with errors. 

-- ASN1START

Error ::= CHOICE {


error-r9




Error-r9-IEs,


criticalExtensionsFuture
SEQUENCE {}

}

Error-r9-IEs ::= SEQUENCE {


commonIEsError

CommonIEsError


OPTIONAL,
-- Need ON


...,


[[ epdu-Error

EPDU-Sequence


OPTIONAL
-- Need ON

]]
}

-- ASN1STOP

[...]
6.5.1.2
OTDOA Assistance Data Elements

–
OTDOA-ReferenceCellInfo
The IE OTDOA-ReferenceCellInfo is used by the location server to provide reference cell information for OTDOA assistance data. The slot number offsets and expected RSTDs in OTDOA-NeighbourCellInfoList are provided relative to the cell defined by this IE.
-- ASN1START

OTDOA-ReferenceCellInfo ::= SEQUENCE {


physCellId




INTEGER (0..503),


cellGlobalId



ECGI





OPTIONAL,

-- Need ON


earfcnRef




ARFCN-ValueEUTRA


OPTIONAL,

-- Cond NotSameAsServ0


antennaPortConfig


ENUMERATED {ports1-or-2, ports4, ... }
















OPTIONAL,

-- Cond NotSameAsServ1


cpLength




ENUMERATED { normal, extended, ... },


prsInfo





PRS-Info




OPTIONAL,

-- Cond PRS


...


}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsServ0
	The field is mandatory present if the EARFCN of the OTDOA reference cell for assistance data is not the same as the EARFCN of the target devices’s current serving cell.

	NotSameAsServ1
	The field is mandatory present if the antenna port configuration of the OTDOA reference cell for assistance data is not the same as the antenna port configuration of the target devices’s current serving cell.

	PRS
	The field is mandatory present if positioning reference signals are available in the reference cell [16]; otherwise it is not present. 


	OTDOA-ReferenceCellInfo field descriptions

	physCellId 

This field specifies the physical cell identity of the reference cell, as defined in [12].

	cellGlobalId

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the reference cell, as defined in [12]. The server includes this field if it considers that it is needed to resolve ambiguity in the cell indicated by physCellId.

	earfcnRef

This field specifies the EARFCN of the reference cell for the OTDOA assistance data.

	antennaPortConfig

This field specifies whether 1 (or 2) antenna port(s) or 4 antenna ports for cell specific reference signals are used in the reference cell for OTDOA assistance data.

	cpLength

This field specifies the cyclic prefix length of the reference cell PRS.

	prsInfo

This field specifies the PRS configuration of the reference cell for OTDOA assistance data.


–
PRS-Info

The IE PRS-Info provides the information related to the configuration of PRS in a cell.

-- ASN1START

PRS-Info ::= SEQUENCE {


prs-Bandwidth


ENUMERATED { n6, n15, n25, n50, n75, n100, ... },


prs-ConfigurationIndex
INTEGER (0..4095),


numDL-Frames


ENUMERATED {sf-1, sf-2, sf-4, sf-6, ...},


...,


[[ prs-MutingInfo-r9
CHOICE {



po2-r9




BIT STRING (SIZE(2)),



po4-r9




BIT STRING (SIZE(4)),



po8-r9




BIT STRING (SIZE(8)),



po16-r9




BIT STRING (SIZE(16)),



...


}













OPTIONAL



-- Need OP

]]
}

-- ASN1STOP

	PRS-Info field descriptions

	prs-Bandwidth

This field specifies the bandwidth that is used to configure the positioning reference signals on. Enumerated values are specified in number of resource blocks (n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on) and define 1.4, 3, 5, 10, 15 and 20 MHz bandwidth.

	prs-ConfigurationIndex

This field specfies the positioning reference signals configuration index IPRS as defined in [16].

	numDL-Frames

This field specifies the number of consecutive downlink subframes NPRS with positioning reference signals, as defined in [16]. Enumerated values define 1, 2, 4, or 6 consecutive subframes.

	prs-MutingInfo

This field specifies the PRS muting configuration of the cell. The PRS muting configuration is defined by a periodic PRS muting sequence with periodicity TREP where TREP, counted in the number of PRS positioning occasions [18], can be 2, 4, 8, or 16 which is also the length of the selected bit string that represents this PRS muting sequence. If a bit in the PRS muting sequence is set to "0", then the PRS is muted in the corresponding PRS positioning occasion. A PRS positioning occasion comprises of NPRS downlink positioning subframes as defined in [16]. The first bit of the PRS muting sequence corresponds to the first PRS positioning occasion that starts after the beginning of the reference cell SFN=0. The sequence is valid for all subframes after the UE has received the prs-MutingInfo. If this field is not present the UE may assume that the PRS muting is not in use for the cell. 


–
OTDOA-NeighbourCellInfoList
The IE OTDOA-NeighbourCellInfoList is used by the location server to provide neighbour cell information for OTDOA assistance data. The OTDOA-NeighbourCellInfoList is sorted in the decreasing order of priority for measurement to be performed by the target device, with the first cell in the list being the highest priority for measurement. The exact sorting of the list is left to server implementation. The target device should provide the available measurements in the same order as provided by the server.

-- ASN1START

OTDOA-NeighbourCellInfoList ::= SEQUENCE (SIZE (1..maxFreqLayers)) OF OTDOA-NeighbourFreqInfo

OTDOA-NeighbourFreqInfo ::= SEQUENCE (SIZE (1..24)) OF OTDOA-NeighbourCellInfoElement
OTDOA-NeighbourCellInfoElement ::= SEQUENCE {

physCellId






INTEGER (0..503),


cellGlobalId





ECGI



OPTIONAL,

-- Need ON


earfcn







ARFCN-ValueEUTRA
OPTIONAL,

-- Cond NotSameAsRef0


cpLength






ENUMERATED {normal, extended, ...} 
















OPTIONAL,

-- Cond NotSameAsRef1


prsInfo







PRS-Info


OPTIONAL,

-- Cond NotSameAsRef2


antennaPortConfig




ENUMERATED {ports-1-or-2, ports-4, ...}
















OPTIONAL,  

-- Cond NotsameAsRef3


slotNumberOffset




INTEGER(0..31)

OPTIONAL,

-- Cond NotSameAsRef4


prs-SubframeOffset




INTEGER (0..1279)
OPTIONAL,

-- Cond InterFreq


expectedRSTD





INTEGER (0..16383),


expectedRSTD-Uncertainty


INTEGER (0..1023),


...

}

maxFreqLayers
INTEGER ::= 3

-- ASN1STOP

	Conditional presence
	Explanation

	NotsameAsRef0
	The field is mandatory present if the EARFCN is not the same as for the reference cell; otherwise it is not present.

	NotsameAsRef1
	The field is mandatory present if the cyclic prefix length is not the same as for the reference cell; otherwise it is not present.

	NotsameAsRef2
	The field is mandatory present if the PRS configuration is not the same as for the reference cell; otherwise it is not present.

	NotsameAsRef3
	The field is mandatory present if the antenna port configuration is not the same as for the reference cell; otherwise it is not present.

	NotsameAsRef4
	The field is mandatory present if the slot timing is not the same as for the reference cell; otherwise it is not present.

	InterFreq
	The field is optionally present, need OP, if the EARFCN is not the same as for the reference cell; otherwise it is not present.


	OTDOA-NeighbourCellInfoList field descriptions

	physCellId

This field specifies the physical cell identity of the neighbour cell, as defined in [12].

	cellGlobalId

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell, as defined in [12]. The server provides this field if it considers that it is needed to resolve any ambiguity in the cell identified by physCellId.

	earfcn

This field specifies the EARFCN of the neighbor cell.

	cpLength

This field specifies the cyclic prefix length of the neigbour cell PRS.

	prsInfo

This field specifies the PRS configuration of the neighbour cell. When the EARFCN of the neighbour cell is the same as for the reference cell, the UE may assume that each PRS positioning occasion in the neighbour cell at least partially overlaps with a PRS positioning occasion in the reference cell where the maximum offset between the transmitted PRS positioning occasions may be assumed to not exceed half a subframe.

	antennaPortConfig

This field specifies whether 1 (or 2) antenna port(s) or 4 antenna ports for cell specific reference signals are used.

	slotNumberOffset

This field specifies the slot number offset between this cell and the reference cell. The offset corresponds to the number of full slots counted from the beginning of a radio frame of the reference cell to the beginning of the closest subsequent radio frame of this cell. If this field is absent, the slot timing is the same as for the reference cell.

	prs-SubframeOffset

This field specifies the offset between the first PRS subframe in the reference cell on the reference carrier frequency layer and the first PRS subframe in the closest subsequent PRS burst of the other cell on the other carrier frequency layer. The value is given in number of full sub-frames.  If the ARFCN is not the same as for the reference cell and the field is not present, the receiver shall consider the PRS subframe offset for this cell to be 0.

	expectedRSTD

This field indicates the RSTD value that the target device is expected to measure between this cell and the reference cell in OTDOA-ReferenceCellInfo. The expectedRSTD field takes into account the expected propagation time difference as well as transmit time difference of PRS positioning occasions between the two cells. The RSTD value can be negative and is calculated as (expectedRSTD-8192). The resolution is 3(Ts,  with Ts=1/(15000*2048) seconds.

	expectedRSTD-Uncertainty

This field indicates the uncertainty in expectedRSTD value. The uncertainty is related to the location server’s a‑priori estimation of the target device location. The expectedRSTD and expectedRSTD-Uncertainty together define the search window for the target device.

The scale factor of the expectedRSTD-Uncertainty field is 3(Ts, with Ts=1/(15000*2048) seconds.

The UE may assume that the beginning of the PRS positioning occasion of the neighbour cell is received within the search window of size [ expectedRSTD-Uncertainty(3(Ts,  expectedRSTD-Uncertainty(3(Ts] centered at 

TREF + 1 millisecond(N + (expectedRSTD8192) (3(Ts, where TREF is the reception time of the beginning of the PRS positioning occasion of the reference cell at the UE antenna connector, N = 0 when the EARCFN of the neighbour cell is equal to that of the reference cell, and N = prs-SubframeOffset otherwise.


[...]
6.5.1.7
OTDOA Capability Information 

–
OTDOA-ProvideCapabilities
The IE OTDOA-ProvideCapabilities is used by the target device to indicate its capability to support OTDOA and to provide its OTDOA positioning capabilities to the location server. 

-- ASN1START

OTDOA-ProvideCapabilities ::= SEQUENCE {


otdoa-Mode

BIT STRING { 
ue-assisted (0) } (SIZE (1..8)),


...,


supportedBandListEUTRA 

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA

OPTIONAL

}

maxBands INTEGER ::= 64

SupportedBandEUTRA ::= SEQUENCE {


bandEUTRA






INTEGER (1..64)}

-- ASN1STOP

	OTDOA-ProvideCapabilities field descriptions

	otdoa-Mode

This field specifies the OTDOA mode(s) supported by the target device. This is represented by a bit string, with a one‑value at the bit position means the particular OTDOA mode is supported; a zero‑value means not supported. A zero-value in all bit positions in the bit string means OTDOA positioning method is not supported by the target device.

	SupportedBandEUTRA

One entry corresponding to each supported E‑UTRA band as defined in TS 36.101 [21],


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





Page 1 of 8

