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4.4
Functions

The RRC protocol includes the following main functions:

-
Broadcast of system information:

-
Including NAS common information;

-
Information applicable for UEs in RRC_IDLE, e.g. cell (re-)selection parameters, neighbouring cell information and information (also) applicable for UEs in RRC_CONNECTED, e.g. common channel configuration information.

-
Including ETWS notification, CMAS notification;

-
RRC connection control:

-
Paging;

-
Establishment/ modification/ release of RRC connection, including e.g. assignment/ modification of UE identity (C-RNTI), establishment/ modification/ release of SRB1 and SRB2, access class barring;

-
Initial security activation, i.e. initial configuration of AS integrity protection (SRBs) and AS ciphering (SRBs, DRBs);

-
RRC connection mobility including e.g. intra-frequency and inter-frequency handover, associated security handling, i.e. key/ algorithm change, specification of RRC context information transferred between network nodes;
-
Establishment/ modification/ release of RBs carrying user data (DRBs);

-
Radio configuration control including e.g. assignment/ modification of ARQ configuration, HARQ configuration, DRX configuration;
-
In case of CA, Cell/CC management including e.g. change of PCell and addition/ modification/ release of SCell;
-
For RNs, RN-specific radio configuration control for E-UTRAN communication with RNs;

-
QoS control including assignment/ modification of semi-persistent scheduling (SPS) configuration information for DL and UL, assignment/ modification of parameters for UL rate control in the UE, i.e. allocation of a priority and a prioritised bit rate (PBR) for each RB;

-
Recovery from radio link failure;

-
Inter-RAT mobility including e.g. security activation, transfer of RRC context information;

-
Measurement configuration and reporting:

-
Establishment/ modification/ release of measurements (e.g. intra-frequency, inter-frequency and inter- RAT measurements);

-
Setup and release of measurement gaps;

-
Measurement reporting;

-
Other functions including e.g. transfer of dedicated NAS information and non-3GPP dedicated information, transfer of UE radio access capability information, support for E-UTRAN sharing (multiple PLMN identities);

-
Generic protocol error handling;

-
Support of self-configuration and self-optimisation;

NOTE:

Random access is specified entirely in the MAC including initial transmission power estimation.
Next Modified Subclause
5.2.1.1
General

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs). The MIB includes a limited number of most essential and most frequently transmitted parameters that are needed to acquire other information from the cell, and is transmitted on BCH. SIBs other than SystemInformationBlockType1 are carried in SystemInformation (SI) messages and mapping of SIBs to SI messages is flexibly configurable by schedulingInfoList included in SystemInformationBlockType1, with restrictions that: each SIB is contained only in a single SI message, only SIBs having the same scheduling requirement (periodicity) can be mapped to the same SI message, and SystemInformationBlockType2 is always mapped to the SI message that corresponds to the first entry in the list of SI messages in schedulingInfoList. There may be multiple SI messages transmitted with the same periodicity. SystemInformationBlockType1 and all SI messages are transmitted on DL-SCH.

NOTE 1: 
The physical layer imposes a limit to the maximum size a SIB can take. When DCI format 1C is used the maximum allowed by the physical layer is 1736 bits (217 bytes) while for format 1A the limit is 2216 bits (277 bytes), see TS 36.212 [22] and TS 36.213 [23].

The UE applies the system information acquisition and change monitoring procedures for the PCell only. For SCells, E-UTRAN provides, to a UE supporting CA, all system information relevant for operation in the concerned cell in RRC_CONNECTED via dedicated signalling when adding an SCell. For SCells, change of system information is handled by release and addition of the concerned SCell, which may be done with a single RRCConnectionReconfiguration message.

NOTE 2:
E-UTRAN may signal via dedicated signalling different parameter values than broadcast in the concerned SCell.

The RN does not need to apply the system information acquisition and change monitoring procedures, if configured with an RN subframe configuration. Upon change of any system information relevant to an RN, E-UTRAN provides the system information blocks containing the relevant system information to RNs with an RN subframe configuration via dedicated signalling using the RNReconfiguration message. This dedicated signalling replaces any stored system information acquired through the system information acquisition procedure.
Next Modified Subclause
6.3.2
Radio resource control information elements

–
MAC-MainConfig
The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers.

MAC-MainConfig information element
-- ASN1START

MAC-MainConfig ::=




SEQUENCE {


ul-SCH-Config





SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8,













n10, n12, n16, n20, n24, n28,













spare2, spare1}

OPTIONAL,
-- Need ON



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1}
OPTIONAL,
-- Need ON



retxBSR-Timer





ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1},



ttiBundling






BOOLEAN


}















OPTIONAL, 
-- Need ON


drx-Config






DRX-Config




OPTIONAL,
-- Need ON


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Config






CHOICE {



release







NULL,



setup







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}















OPTIONAL,
-- Need ON


...,


[[
sr-ProhibitTimer-r9




INTEGER (0..7)


OPTIONAL
-- Need ON


]],


[[
sCellDeactivationTimer-r10


ENUMERATED {













rf2, rf4, rf8, rf16, rf32, rf64, rf128,













infinity}


OPTIONAL,
-- Need ON



extendedBSR-Sizes-r10



BOOLEAN




OPTIONAL,
-- Need ON



extendedPHR-r10





BOOLEAN




OPTIONAL
-- Need ON



-- PHR type 2 configuration parameters may be introduced here



-- The details of PHR type 2 (e.g. configuration parameter) are FFS


]]

}

DRX-Config ::=





CHOICE {


release







NULL,


setup







SEQUENCE {



onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},



drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200, psf300, psf500, psf750,













psf1280, psf1920, psf2560, spare10,













spare9, spare8, spare7, spare6,













spare5, spare4, spare3, spare2,













spare1},



drx-RetransmissionTimer



ENUMERATED {













psf1, psf2, psf4, psf6, psf8, psf16,













psf24, psf33},



longDRX-CycleStartOffset

CHOICE {




sf10






INTEGER(0..9),




sf20






INTEGER(0..19),




sf32






INTEGER(0..31),




sf40






INTEGER(0..39),




sf64






INTEGER(0..63),




sf80






INTEGER(0..79),




sf128






INTEGER(0..127),




sf160






INTEGER(0..159),




sf256






INTEGER(0..255),




sf320






INTEGER(0..319),




sf512






INTEGER(0..511),




sf640






INTEGER(0..639),




sf1024






INTEGER(0..1023),




sf1280






INTEGER(0..1279),




sf2048






INTEGER(0..2047),




sf2560






INTEGER(0..2559)



},



shortDRX






SEQUENCE {




shortDRX-Cycle





ENUMERATED
{














sf2, sf5, sf8, sf10, sf16, sf20,














sf32, sf40, sf64, sf80, sf128, sf160,














sf256, sf320, sf512, sf640},




drxShortCycleTimer




INTEGER (1..16)



}

OPTIONAL












-- Need OR


}

}

-- ASN1STOP

	MAC-MainConfig field descriptions

	maxHARQ-Tx

Maximum number of transmissions for UL HARQ in TS 36.321 [6].

	periodicBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	retxBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	ttiBundling

TRUE indicates that TTI bundling TS 36.321 [6] is enabled while FALSE indicates that TTI bundling is disabled. TTI bundling can be enabled for FDD and for TDD only for configurations 0, 1 and 6. For TDD, E-UTRAN does not simultaneously enable TTI bundling and semi-persistent scheduling in this release of specification. Furthermore, E-UTRAN does not simultaneously configure TTI bundling and SCells.

	longDRX-CycleStartOffset

longDRX-Cycle and drxStartOffset in TS 36.321 [6]. The value of longDRX-Cycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. If shortDRX-Cycle is configured, the value of longDRX-Cycle shall be a multiple of the shortDRX-Cycle value. The value of drxStartOffset value is in number of sub-frames.

	onDurationTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	shortDRX-Cycle

Short DRX cycle in TS 36.321 [6]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on.

	drxShortCycleTimer

Timer for DRX in TS 36.321 [6]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	extendedBSR-Sizes

If value TRUE is configured, the BSR index indicates extended BSR size levels as defined in TS 36.321 [6, Table 6.1.3.1-2].

	extendedPHR

Indicates if power headroom shall be reported using the Extended Power Headroom Report MAC control element defined in TS 36.321 [6] (value TRUE) or the Power Headroom Report MAC control element defined in TS 36.321 [6] (value FALSE).

	periodicPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	dl-PathlossChange

DL Pathloss Change for PHR reporting in TS 36.321 [6]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on.

	sCellDeactivationTimer
Timer for deactivation of SCells in TS 36.321 [6]. Value in number of radio frames. Value rf2 corresponds to 2 radio frames, rf4 corresponds to 4 radio frames and so on.

	sr-ProhibitTimer

Timer for SR transmission on PUCCH in TS 36.321 [6]. Value in number of SR period(s). Value 0 means no timer for SR transmission on PUCCH is configured. Value 1 corresponds to one SR period, Value 2 corresponds to 2*SR periods and so on.


Editor's note:
The details of the PHR-Configuration that applies when multiple serving cells are configured are FFS.

Next Modified Subclause
6.3.4
Mobility control information elements

–
ServCellIndex

The IE ServCellIndex concerns a short identity, used to identify a serving cell (i.e. the PCell or an SCell). Value 0 applies for the PCell, while the SCellIndex that has previously been assigned applies for SCells.

ServCellIndex information element
-- ASN1START

ServCellIndex-r10 ::=




INTEGER (0..7)

-- ASN1STOP

Next Modified Subclause
9.2.2
Default MAC main configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	MAC main configuration
	
	
	

	maxHARQ-tx
	n5
	
	

	periodicBSR-Timer
	infinity
	
	

	retxBSR-Timer
	sf2560
	
	

	ttiBundling
	FALSE
	
	

	drx-Config
	release
	
	

	phr-Config
	release
	
	

	sr-ProhibitTimer
	0
	
	

	extendedBSR-Sizes-r10
	FALSE
	
	r10

	extendedPHR-r10
	FALSE
	
	r10

	sCellDeactivationTimer-r10
	infinity
	
	r10
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