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5.5
Measurements

5.5.1
Introduction
The UE reports measurement information in accordance with the measurement configuration as provided by E-UTRAN. E-UTRAN provides the measurement configuration applicable for a UE in RRC_CONNECTED by means of dedicated signalling, i.e. using the RRCConnectionReconfiguration message.
The UE can be requested to perform the following types of measurements:

-
Intra-frequency measurements: measurements at the downlink carrier frequency of the serving cell.

-
Inter-frequency measurements: measurements at frequencies that differ from the downlink carrier frequency of the serving cell.

Editor’s note:
The definitions of intra- and inter-frequency measurements for the case the UE is configured with SCells (CA) are FFS.

-
Inter-RAT measurements of UTRA frequencies.

-
Inter-RAT measurements of GERAN frequencies.

-
Inter-RAT measurements of CDMA2000 HRPD or CDMA2000 1xRTT frequencies.

The measurement configuration includes the following parameters:

1.
Measurement objects: The objects on which the UE shall perform the measurements.

-
For intra-frequency and inter-frequency measurements a measurement object is a single E-UTRA carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of cell specific offsets and a list of 'blacklisted' cells. Blacklisted cells are not considered in event evaluation or measurement reporting.

-
For inter-RAT UTRA measurements a measurement object is a set of cells on a single UTRA carrier frequency.

-
For inter-RAT GERAN measurements a measurement object is a set of GERAN carrier frequencies.

-
For inter-RAT CDMA2000 measurements a measurement object is a set of cells on a single (HRPD or 1xRTT) carrier frequency.

NOTE 1:
Some measurements using the above mentioned measurement objects, only concern a single cell, e.g. measurements used to report neighbouring cell system information, PCell UE Rx- Tx time difference.

2.
Reporting configurations: A list of reporting configurations where each reporting configuration consists of the following:

-
Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description.

-
Reporting format: The quantities that the UE includes in the measurement report and associated information (e.g. number of cells to report).
3.
Measurement identities: A list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is used as a reference number in the measurement report.

4.
Quantity configurations: One quantity configuration is configured per RAT type. The quantity configuration defines the measurement quantities and associated filtering used for all event evaluation and related reporting of that measurement type. One filter can be configured per measurement quantity.
5.
Measurement gaps: Periods that the UE may use to perform measurements, i.e. no (UL, DL) transmissions are scheduled.

E-UTRAN only configures a single measurement object for a given frequency, i.e. it is not possible to configure two or more measurement objects for the same frequency with different associated parameters, e.g. different offsets and/ or blacklists. E-UTRAN may configure multiple instances of the same event e.g. by configuring two reporting configurations with different thresholds.

The UE maintains a single measurement object list, a single reporting configuration list, and a single measurement identities list. The measurement object list includes measurement objects, that are specified per RAT type, possibly including an intra-frequency object (i.e. the object corresponding to the serving frequency), inter-frequency object(s) and inter-RAT objects. Similarly, the reporting configuration list includes E-UTRA and inter-RAT reporting configurations. Any measurement object can be linked to any reporting configuration of the same RAT type. Some reporting configurations may not be linked to a measurement object. Likewise, some measurement objects may not be linked to a reporting configuration.

The measurement procedures distinguish the following types of cells:

1.
The serving cell(s)– these are the PCell and one or more SCells, if configured for a UE supporting CA.
2.
Listed cells - these are cells listed within the measurement object(s).

3.
Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the carrier frequency(ies) indicated by the measurement object(s).
For E-UTRA, the UE measures and reports on the serving cell(s), listed cells and detected cells. For inter-RAT UTRA, the UE measures and reports on listed cells and optionally on cells that are within a range for which reporting is allowed by E-UTRAN. For inter-RAT GERAN, the UE measures and reports on detected cells. For inter-RAT CDMA2000, the UE measures and reports on listed cells.

NOTE 2:
For inter-RAT UTRA and CDMA2000, the UE measures and reports also on detected cells for the purpose of SON.

NOTE 3:
This specification is based on the assumption that typically CSG cells of home deployment type are not indicated within the neighbour list. Furthermore, the assumption is that for non-home deployments, the physical cell identity is unique within the area of a large macro cell (i.e. as for UTRAN).

NOTE 4: The measurement period for deactivated SCells is different from the measurement period of activated SCells.
Whenever the procedural specification, other than contained in sub-clause 5.5.2, refers to a field it concerns a field included in the VarMeasConfig unless explictly stated otherwise i.e. only the measurement configuration procedure covers the direct UE action related to the received measConfig.

5.5.2
Measurement configuration
5.5.2.1
General

E-UTRAN applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for each serving frequency;

-
to configure at most one measurement identity using a reporting configuration with the purpose set to 'reportCGI';

The UE shall:

1>
if the received measConfig includes the measObjectToRemoveList:

2>
perform the measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/ modification procedure as specified in 5.5.2.5;

1>
if the received measConfig includes the reportConfigToRemoveList:

2>
perform the reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/ modification procedure as specified in 5.5.2.7;

1>
if the received measConfig includes the quantityConfig:

2>
perform the quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measConfig includes the measIdToRemoveList:

2>
perform the measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/ modification procedure as specified in 5.5.2.3;

1>
if the received measConfig includes the measGapConfig:

2>
perform the measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measConfig includes the s-Measure:

2>
set the parameter s-Measure within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-Measure;

1>
if the received measConfig includes the preRegistrationInfoHRPD:

2>
forward the preRegistrationInfoHRPD to CDMA2000 upper layers;

1>
if the received measConfig includes the speedStatePars:

2>
set the parameter speedStatePars within VarMeasConfig to the received value of speedStatePars; 
1>
if the received measConfig includes the sCellMeasCycle:

2>
set the parameter sCellMeasCycle within VarMeasConfig to the received value of sCellMeasCycle;
-------------------------------------------
6.3.5
Measurement information elements
–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element
-- ASN1START

MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL, 
-- Need OP


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...,


[[
sCellMeasCycle-vaxx




SCellMeasCycle-vaxx



OPTIONAL


]]
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	measObjectToRemoveList

List of measurement objects to remove.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	measIdToRemoveList

List of measurement identities to remove.

	measGapConfig

Used to setup and release measurement gaps.

	s-Measure

PCell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value “0” indicates to disable s-Measure.

	PreRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	timeToTrigger-SF

The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE’s speed state.

	sCellMeasCycle
Specifies the measurement cycle used for deactivated SCells. E-UTRAN should signal this for all configured SCells, otherwise the UE measurement activity on deactivated SCell is unspecified. 


–
SCellMeasCycle
The IE ScellMeasCycle specifies the measurement cycle used for deactivated SCells.

SCellMeasCycle information element
-- ASN1START

SCellMeasCycle-vaxx




ENUMERATED { sf160, sf256, sf320, sf512, 












sf640, sf1024, sf1280, spare1 }
-- ASN1STOP

-------------------------------

7.1
UE variables

–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






RSRP-Range






OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,

sCellMeasCycle





SCellMeasCycle-vaxx




OPTIONAL

}

-- ASN1STOP
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