Page 1



3GPP TSG-RAN2 Meeting #72bis 
(
R2-110674
Dublin, Ireland, 17 – 21 January 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	37.320
	CR
	xxxx
	(

rev
	-
	(

Current version:
	10.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Validity time for location information in Immediate MDT

	
	

	Source to WG:
(

	NTT DOCOMO, INC.

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	MDT_UMTSLTE-Core
	
	Date: (

	20/01/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Validity time of location information for Immediate MDT was agreed to be left to UE implementation.
For the network to be able to check the validity of location information, GNSS related time information is included into LocationInfo IE

	
	

	Summary of change:
(

	GNSS related time information is inclded into LocationInfo IE.

	
	

	Consequences if 
(

not approved:
	Validity time for location information issue can not be resolved.

	
	

	Clauses affected:
(

	5.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	36.331

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	-


	Start of Change


5.1.2
Immediate MDT procedures

5.1.2.1
Measurement configuration
For Immediate MDT, the configuration is based on the existing RRC measurement procedures for configuration and reporting with some extensions for location information.
NOTE:
No extensions related to time stamping are expected for Immediate MDT i.e. time stamping is expected to be provided by eNB/RNC.
With respect to positioning configuration, the network is not able to force UE to provide accurate location information.

5.1.2.2

Measurement reporting
For Immediate MDT, measurement results should provide available location information in the same way as for Logged MDT in Idle mode specified in 5.1.1.3.3, i.e. location information is based on available location information in the UE. Since ECGI or Cell-Id of the serving cell when the measurement was taken is always known in E-UTRAN or UTRAN respectively, thus, the Immediate MDT measurements are tagged by the UE with location data in the following manner:

-
Detailed location information (e.g. GNSS location information) is included if available in the UE when the measurement was taken. If detailed location information is available the reporting shall consist of latitude and longitude. Depending on availability, altitude may be also additionally included. The UE should include the available detailed location information only once. If the detailed location information is obtained by GNSS positioning method, GNSS time information shall also be included. For both event based and periodic reporting (see 5.2.1.1), the detailed location information  is included if the report is transmitted within the validity time after the detailed location information was obtained. The validity time is left to UE implementation.

· if detailed location information is not available when the measurement was taken, the UE includes RF fingerprint information consisting of: PCI/PSC + RSRP/CPICH RSCP for up to 6 intra-frequency neighbour cells

NOTE:
RF fingerprint information is provided as a part of neighbor cells measurement results
Normal RRC signalling in (E-)UTRA procedures are enhanced to support this.
	End of Change
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