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1. Overall Description:

At the RAN2#72 and RAN2#72bis meetings, RAN2 has discussed how the DeNB should measure and report L2 measurements defined in TS36.314 in case one or more relay node is/are connected to the DeNB cell. Some examples and rationale can be found in R2-110215, R2-110481, R2-110163 and R2-110278 but RAN2 could not agree on any preference. 
The main options were:
1. to clarify that RNs are counted as regular UEs and included in existing measurements, (in case different QCIs are allocated for Un bearers and Uu bearers, DeNB-RN backhaul information can be derived from the measurements) or
2. to add new measurement reports utilizing the existing definition to provide  DeNB-RN backhaul information to the OAM system.

Since RAN2 is responsible for the definition of L2 measurements but SA5 is responsible for the use cases using the measurements, RAN2 considers that adding new measurements or modifying measurements should be considered based on the use cases.    

Therefore, RAN2 would like to ask SA5 whether it sees a need to differentiate L2 measurements related to UEs and RNs considering the scenarios and use cases owned by SA5. If SA5 wants to differentiate the measurements, it will have impact on RAN2, as RAN2 will need to define such changes in TS36.314. Thus in order to progress the work smoothly in RAN2, RAN2 would appreciate a fast answer.
For SA5’s information, it has been already agreed in RAN2 that the L2 measurements performed by the RN (as an eNB) should be the same L2 measurements as performed by any other eNB, without any consideration of the Un link.
2. Actions:

To SA5 group:
RAN2 kindly asks SA5 to discuss whether SA5 needs to differentiate L2 measurements related to UEs and RNs or not. Depending on the conclusion in SA5, please inform RAN2 whether the definitions should be clarified, modified or new measurements should be defined.  Furthermore, RAN2 would appreciate if SA5 can provide some reasoning for the SA5 decision and provide references for the use case per measurement so that RAN2 can also have a better understanding of the use cases.
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