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1. Overall Description:

SA5 would like to thank RAN3 for the LS on OAM architecture aspects for RNs. 
SA5 needs some clarification on step 1 at RN power up. 

The other steps for start up and initial configuration depend on the clarification of the step 1. 
At RN power-up:

1. 
RN attaches to the NW as a regular UE and downloads initial configuration information from O&M, including the list of DeNBs it is authorized to connect to

Q1: SA5 would like to clarify what mechanisms are intended to be used to provide the RN with the address of the RN OAM 

Q2: SA5 seek clarification on Which is the entity that is the source of the DeNB list and other initial RN parameters supplied to the RN for RN Attach for pre-configuration in phase I. 

Q3: SA5 would like to clarify if the list to be provided in phase I is a list of cells (in DeNBs) or a list of DeNBs?
Q4: SA5 would like to ask if there is a requirement that OAM supplies list of DeNB cells in phase II in addition to the initial list supplied in phase I ?

Q5: SA5 would like to ask if it is foreseeable that a RN may change DeNB and, if the answer is positive, what implications (e.g. must the RN be taken out of service, or must a new installation [with phase I and II] of the RN be made, or can the change be done when traffic is ongoing) RAN3 sees from this?

The last question to be answered in the LS:

RAN3 understanding is that the OAMs managing the RN and the DeNB could be different.

SA5 confirms that the OAM nodes that manage a RN and a DeNB may be different. Also the management (object model, measurements etc) of RN and DeNB will differ to a certain extent.
2. Actions:

To RAN3
ACTION: 
SA5 asks RAN3 to clarify the issues above and take the answer to the question into account.
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