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	Reason for change:
(

	This CR clarifies some issues on CA based on running CR R2-106856.
1) Clarification on the use of phrase “UE supporting CA”:
As is used in 5.5.1, the phrase “UE supporting CA” literally means the UE has the capability to support CA. However, this phrase has a different meaning in 4.2.1, 5.2.1.1 and 5.3.1.3, which refers to the UE is configured with CA. As a result, the phrases in 4.2.1, 5.2.1.1 and 5.3.1.3 are supposed to be revised to avoid misunderstanding.
2) Editorial corrections:

In 5.2.1.1, “a SCell” should be revised in accordance with “an SCell” used in other sections.

In 5.2.1.1, the phrase “different than” seems a little bit strange, which is supposed to be revised.
In 6.3.2, the parameter name 
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 and the phrase “for antenna port P0” in the field description of IE n1Pucch-AN seem to be editorial mistakes, which are supposed to be revised.
3) The phrase “the other frequency” excludes both “one frequency” and “another frequency” in the sentence, which leads to inaccurate expression. 


	
	

	Summary of change:
(

	1) Replace the phrase “supporting CA” with “configured with CA”;

2) Replace the phrase “a SCell” with “an SCell”;
Revise the term “than” to “from what are”;

Revise the parameter name  “
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The phrase “for antenna port P0” is deleted.
3) Revise the phrase “the other frequency” to “the frequency other than the former frequency”.
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<<Change 1>>
4.2.1
UE states and state transitions including inter RAT

A UE is in RRC_CONNECTED when an RRC connection has been established. If this is not the case, i.e. no RRC connection is established, the UE is in RRC_IDLE state. The RRC states can further be characterised as follows:

-
RRC_IDLE:

-
A UE specific DRX may be configured by upper layers.

-
UE controlled mobility;

-
The UE:

-
Monitors a Paging channel to detect incoming calls, system information change, for ETWS capable UEs, ETWS notification, and for CMAS capable UEs, CMAS notification;

-
Performs neighbouring cell measurements and cell (re-)selection;

-
Acquires system information.

-
RRC_CONNECTED:

-
Transfer of unicast data to/from UE.

-
At lower layers, the UE may be configured with a UE specific DRX.

-
For UEs configured with CA, use of one or more SCells, aggregated with the PCell, for increased bandwidth;

-
Network controlled mobility, i.e. handover and cell change order with optional network assistance (NACC) to GERAN;

-
The UE:

-
Monitors a Paging channel and/ or System Information Block Type 1 contents to detect system information change, for ETWS capable UEs, ETWS notification, and for CMAS capable UEs, CMAS notification;

Monitors control channels associated with the shared data channel to determine if data is scheduled for it;

-
Provides channel quality and feedback information;

-
Performs neighbouring cell measurements and measurement reporting;

-
Acquires system information.

The following figure not only provides an overview of the RRC states in E-UTRA, but also illustrates the mobility support between E-UTRAN, UTRAN and GERAN.
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Figure 4.2.1-1: E-UTRA states and inter RAT mobility procedures, 3GPP

The following figure illustrates the mobility support between E-UTRAN, CDMA2000 1xRTT and CDMA2000 HRPD. The details of the CDMA2000 state models are out of the scope of this specification.
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Figure 4.2.1-2: Mobility procedures between E-UTRA and CDMA2000

The inter-RAT handover procedure(s) supports the case of signalling, conversational services, non-conversational services and combinations of these.

In addition to the state transitions shown in Figure 4.2.1-1 and Figure 4.2.1-2, there is support for connection release with redirection information from E-UTRA RRC_CONNECTED to GERAN, UTRAN and CDMA2000 (HRPD Idle/ 1xRTT Dormant mode).
<Cut until the next modified section>
5.2.1.1
General

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs). The MIB includes a limited number of most essential and most frequently transmitted parameters that are needed to acquire other information from the cell, and is transmitted on BCH. SIBs other than SystemInformationBlockType1 are carried in SystemInformation (SI) messages and mapping of SIBs to SI messages is flexibly configurable by schedulingInfoList included in SystemInformationBlockType1, with restrictions that: each SIB is contained only in a single SI message, only SIBs having the same scheduling requirement (periodicity) can be mapped to the same SI message, and SystemInformationBlockType2 is always mapped to the SI message that corresponds to the first entry in the list of SI messages in schedulingInfoList. There may be multiple SI messages transmitted with the same periodicity. SystemInformationBlockType1 and all SI messages are transmitted on DL-SCH.

The UE applies the system information acquisition and change monitoring procedures for the PCell only. For SCells, E-UTRAN provides, to a UE configured with CA, all system information relevant for operation in the concerned cell in RRC_CONNECTED via dedicated signalling when adding a SCell. For SCells, change of system information is handled by release and addition of the concerned SCell, which may be done with a single RRCConnectionReconfiguration message.

NOTE:
E-UTRAN may signal via dedicated signalling different parameter values than broadcast in the concerned SCell.

<Cut until the next modified section>
5.3.1.3
Connected mode mobility

In RRC_CONNECTED, the network controls UE mobility, i.e. the network decides when the UE shall move to which (primary and optionally secondary) E-UTRA cell(s), or inter-RAT cell. For network controlled mobility in RRC_CONNECTED, handover is the only procedure that is defined. The network triggers the handover procedure e.g. based on radio conditions, load. To facilitate this, the network may configure the UE to perform measurement reporting (possibly including the configuration of measurement gaps). The network may also initiate handover blindly, i.e. without having received measurement reports from the UE.

For UEs configured with CA, E-UTRAN can change the PCell only by means of the handover procedure using an RRCConnectionReconfiguration message including the mobilityControlInfo. E-UTRAN can independently add, remove or modify SCells by means of the RRC connection reconfiguration procedure using the RRCConnectionReconfiguration message, either including the mobilityControlInfo or not.
Before sending the handover message to the UE, the source eNB prepares one or more target cells. The source eNB selects the target PCell. The source eNB may also provide the target eNB with a list of cells, which includes the best cell on each frequency for which measurement information is available, in order of decreasing RSRP. The source eNB may also include available measurement information for the cells provided in the list. The target eNB decides which SCells are configured for use after handover, which may include cells other than the ones indicated by the source eNB.

The target eNB generates the message used to perform the handover, i.e. the message including the AS-configuration to be used in the target cell(s). The source eNB transparently (i.e. does not alter values/ content) forwards the handover message/ information received from the target to the UE. When appropriate, the source eNB may initiate data forwarding for (a subset of) the DRBs.

After receiving the handover message, the UE attempts to access the target PCell at the first available RACH occasion according to Random Access resource selection defined in TS 36.321 [6], i.e. the handover is asynchronous. Consequently, when allocating a dedicated preamble for the random access in the target PCell, E-UTRA shall ensure it is available from the first RACH occasion the UE may use. Upon successful completion of the handover, the UE sends a message used to confirm the handover.

If the target eNB does not support the release of RRC protocol which the source eNB used to configure the UE, the target eNB may be unable to comprehend the UE configuration provided by the source eNB. In this case, the target eNB should use the full configuration option to reconfigure the UE for Handover and Re-establishment. Full configuration option includes an initialization of the radio configuration, which makes the procedure independent of the configuration used in the source cell(s) with the exception that the security algorithms are continued for the RRC re-establishment.

After the successful completion of handover, PDCP SDUs may be re-transmitted in the target cell(s). This only applies for DRBs using RLC-AM mode and for handovers not involving full configuration option. The further details are specified in TS 36.323 [8]. After the successful completion of handover not involving full configuration option, the SN and the HFN are reset except for the DRBs using RLC-AM mode (for which both SN and HFN continue). For reconfigurations involving the full configuration option, the PDCP entities are newly established (SN and HFN do not continue) for all DRBs irrespective of the RLC mode. The further details are specified in TS 36.323 [8].

One UE behaviour to be performed upon handover is specified, i.e. this is regardless of the handover procedures used within the network (e.g. whether the handover includes X2 or S1 signalling procedures).

The source eNB should, for some time, maintain a context to enable the UE to return in case of handover failure. After having detected handover failure, the UE attempts to resume the RRC connection either in the source PCell or in another cell using the RRC re-establishment procedure. This connection resumption succeeds only if the accessed cell is prepared, i.e. concerns a cell of the source eNB or of another eNB towards which handover preparation has been performed. The cell in which the re-establishment procedure was initiated becomes the PCell while SCells, if configured, are released.
Normal measurement and mobility procedures are used to support handover to cells broadcasting a CSG identity. In addition, E-UTRAN may configure the UE to report that it is entering or leaving the proximity of cell(s) included in its CSG whitelist. Furthermore, E-UTRAN may request the UE to provide additional information broadcast by the handover candidate cell e.g. cell global identity, CSG identity, CSG membership status.

NOTE
E-UTRAN may use the ‘proximity report’ to configure measurements as well as to decide whether or not to request additional information broadcast by the handover candidate cell. The additional information is used to verify whether or not the UE is authorised to access the target cell and may also be needed to identify handover candidate cell (PCI confusion i.e. when the physical layer identity that is included in the measurement report does not uniquely identify the cell).

<<Change 2>>
5.2.1.1
General

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs). The MIB includes a limited number of most essential and most frequently transmitted parameters that are needed to acquire other information from the cell, and is transmitted on BCH. SIBs other than SystemInformationBlockType1 are carried in SystemInformation (SI) messages and mapping of SIBs to SI messages is flexibly configurable by schedulingInfoList included in SystemInformationBlockType1, with restrictions that: each SIB is contained only in a single SI message, only SIBs having the same scheduling requirement (periodicity) can be mapped to the same SI message, and SystemInformationBlockType2 is always mapped to the SI message that corresponds to the first entry in the list of SI messages in schedulingInfoList. There may be multiple SI messages transmitted with the same periodicity. SystemInformationBlockType1 and all SI messages are transmitted on DL-SCH.

The UE applies the system information acquisition and change monitoring procedures for the PCell only. For SCells, E-UTRAN provides, to a UE supporting CA, all system information relevant for operation in the concerned cell in RRC_CONNECTED via dedicated signalling when adding an SCell. For SCells, change of system information is handled by release and addition of the concerned SCell, which may be done with a single RRCConnectionReconfiguration message.

NOTE:
E-UTRAN may signal via dedicated signalling different parameter values from what are broadcast in the concerned SCell.

<Cut until the next modified section>
6.3.2
Radio resource control information elements

–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v10x0 ::=

SEQUENCE {


-- FFS whether it is a list of resource values or only one value


n3PUCCH-AN-List-r10 
SEQUENCE (SIZE (1..FFS)) OF INTEGER (FFS)

OPTIONAL,
-- Need FFS

n1PUCCH-AN-CS-List-r10
SEQUENCE (SIZE (1..FFS)) OF INTEGER (FFS)

OPTIONAL,
-- Need FFS


pucch-Format-r10

ENUMERATED {format3, channelSelection}


OPTIONAL,
-- Need FFS


simultaneousPUCCH-PUSCH-r10

ENUMERATED {true}





OPTIONAL,
-- Need OR


-- FFS whether SORTD activation is used for ackNackRepetition


twoAntennaPortActivated-r10

ENUMERATED {true}





OPTIONAL,
-- Need OR

n1PUCCH-AN-RepP1-r10



INTEGER (0..2047)





OPTIONAL

-- Cond FFS
}

-- ASN1STOP

	PUCCH-Config field descriptions

	deltaPUCCH-Shift

Parameter: 
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	nRB-CQI

Parameter: 
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, see TS 36.211 [21, 5.4].

	nCS-An

Parameter: 
[image: image8.wmf])

1

(

cs

N

see TS 36.211 [21, 5.4].

	n1Pucch-AN

Parameter: 
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see TS 36.213 [23, 10.1].

	twoAntennaPortActivated

Parameter and reference tbd.

	n1Pucch-AN-RepP1

Parameter: 
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for antenna port P1, see TS 36.213 [23, 10.1].

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	repetitionFactor

Parameter 
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 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	n1Pucch-AN-Rep

Parameter: 
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see TS 36.213 [23, 10.1].

	n1PUCCH-AN-CS-List

Parameter and reference: tbd

	n3PUCCH-AN-List

Parameter and reference: tbd

	pucch-Format

Parameter indicates one of the PUCCH formats used, see TS 36.213 [23, tbd].

	tdd-AckNackFeedbackMode

Parameter indicates one of the two TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3]. bundling corresponds to use of ACK/NACK bundling whereas, multiplexing corresponds to ACK/NACK multiplexing.

The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH. For TDD configuration 5, E-UTRAN should always set this field to bundling.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH transmissions is enabled, see TS 36.213 [23, tbd].


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.


<<Change 3>>
5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to 'reportStrongestCellsForSON':

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to 'reportCGI':

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:
5>
consider only the PCell to be applicable;
4>
else if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>
consider only the serving cell to be applicable;
4>
else:

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

5>
for events involving a serving cell on one frequency and neighbours on another frequency, the UE considers the serving cell on the frequency other than the former frequency as any other neighbouring cell;
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

NOTE 0:
The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).
3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to 'event' and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to 'event' and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to 'reportStrongestCells' or to 'reportStrongestCellsForSON' and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to 'reportStrongestCells', the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either all serving cells or one of the applicable cells. If the purpose is set to 'reportStrongestCellsForSON', the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to 'reportCGI' and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to 'event' or to 'periodical' while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
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