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1
Introduction
At WG2#72bis the topic of how to indicate ‘delay tolerant’ to the access network was discussed and two alternative approaches were identified, labelled option 1 and option 2 in the subsequent e-mail discussion [72bis #20], but no agreement was possible. In the subsequent e-mail discussion a number of compromise options were identified. This Tdoc provides a text proposal for the case of UMTS [1] and option 3b (and as a consequence 3a) in case this proves to be of use in the discussion.
2
Discussion
Whilst our preference is option 1, i.e. a new establishment cause is used to indicate delay tolerance both in the cases of UMTS and LTE, we understand that there is some concern that legacy networks may not respond in a desired manner to a new establishment cause. It is assumed that it would be legacy UMTS networks rather than LTE networks that would have this problem.

Possibly the best mechanism might be to update these networks, thereby allowing use of option 1, because even if a work around is found, they will not be abe to provide protection to the core network from delay tolerant devices and may eventually have to be upgraded if the delay tolerant problem is to be addressed. 
However, if this is a problem that must be accommodated by way of signalling design, option 3b may provide a workable solution albeit at the expense of inconsistent behaviour between the LTE and UMTS systems or some irregular treatment of signalling IEs.
Under option 3b, LTE UEs would opeate as in option 1 i.e. a ‘delay tolerant’ establishment cause is signalled in the RRC Connection Request and the establishment cause value would be provided to RRC by the higher layer. For UMTS UEs, a new ‘delay tolerant’ IE would be added to the RRC Connection Request and would be signalled in conjunction with the establishment cause IE which would contain a pre Rel-10 code point, at least for the time being until legacy networks could be considered always capable of accommodating new establishment cause codepoints when the mechanism might be revised.
It is possible to identify two interface arrangements between UE RRC and the UE upper layer for the UMTS case:-

a. The upper layer provides both a delay tolerant indication, which triggers inclusion of the new IE, and an establishment cause, which is mapped to the establishment cause IE.

b. The upper layer provides only a delay tolerant indication or a delay tolerant establishment cause. This would trigger UE RRC to include the new IE and set the establishment cause IE to a default value.

Alternative a. could be viewed as providing independence between establishment cause and delay tolerant indication and could therefore be viewed as deviating from the LTE case. Alternative b. could be viewed as conforming to the LTE model but essentially only uses the establishment cause IE to satisfy legacy networks. It might be viewed as being an unsatisfactory use of IEs. Alternatve a. has been assumed in the text proposal below.

On the network side, presence of the delay tolerant IE could trigger replacement of the signalled establishment cause by the value ‘delay tolerant’, alternatively, the establishment cause could be treated independently of the delay tolerant indication. The former may require some text to be added in section 8.1.3.4 of [1], however, none has been added in the text proposal below.
Obs1.
If option 3b were to be adopted it would need to be decided how the IE establishment cause is treated in the UE and the network when the delay tolerant IE is present.
3
Conclusion
This Tdoc provides a text proposal to [1] for the case of UMTS and option 3b, in case it is of use in discussions.
References
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Beginning of Text Proposal
8.1.3.3
RRC CONNECTION REQUEST message contents to set
The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to TRUE if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.
1>
if the variable DELAY_TOLERANT_INDICATOR is TRUE include the IE “Delay tolerant indicator”;
1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".
1> else if the UE is attempting to establish the signalling connection to CS domain:
2>
include the IE "Domain Indicator" and set it to "CS domain";

2>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value. 

1>
if, according to [4], the High-mobility state is applicable and it has been detected by the UE:

2>
include the IE "UE Mobility State Indicator" and set it to the "High-MobilityDetected" value.
1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.
1>
if the UE supports MAC-ehs:

2>
include the IE "MAC-ehs support" and set it to TRUE.

1>
if the UE supports HS-DSCH reception in CELL_FACH state:

2>
include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE.

1>
if the UE supports Enhanced Uplink in CELL_FACH state and Idle mode:

2>
include the IE "Support of common E-DCH" and set it to TRUE.
NOTE:
In 1.28 Mcps TDD, UE supporting HS-DSCH reception in CELL_FACH state always supports Enhanced Uplink in CELL_FACH state and Idle mode, and vice versa.
1>
if the UE supports MAC-i/is:

2>
include the IE "Support of MAC-i/is" and set it to TRUE.

1>
if the UE supports E-UTRA:

2>
if the UE is attempting to establish the signalling connection as a result of being redirected by E-UTRA

3>
do not include the IE "Pre-Redirection info";

2>
else:

3>
if the variable EUTRA_FREQUENCY_INFO_LIST contains no E-UTRA frequencies:
4>
include the IE "Pre-Redirection info";

4>
if the UE supports E-UTRA FDD:

5>
set the IE "Support of E-UTRA FDD" to TRUE.
4>
if the UE supports E-UTRA TDD:

5>
set the IE "Support of E-UTRA TDD" to TRUE.
3>
if the UE supports any of the bands that the E-UTRA frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
include the IE "Pre-Redirection info";
4>
if the UE supports any of the bands that the E-UTRA FDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

5>
set the IE "Support of E-UTRA FDD" to TRUE.

4>
if the UE supports any of the bands that the E-UTRA TDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

5>
set the IE "Support of E-UTRA TDD" to TRUE.

1>
if the variable SYSTEM_INFORMATION_CONTAINER is not empty:

2>
include the IE "System Information Container Stored Indication" and set it to TRUE.

1>
if the UE supports dual cell operation on adjacent frequencies

2>
include the IE "Multi cell support" and set it to TRUE.

2>
if the UE supports dual cell with MIMO operation on adjacent frequencies

3>
include the IE "Dual cell MIMO support" and set it to TRUE.

2>
if the UE supports multi-cell operation on three cells and/or four cells

3>
if the UE is of HS-DSCH category 30 or 32 according to [35] 

4>
include the IE "More than two cell support" and set it to "higher rate".

3>
otherwise:

4>
include the IE "More than two cell support" and set it to "lower rate".

1>
if the UE supports CS voice over HSPA

2>
include the IE "Support for CS Voice over HSPA" and set it to TRUE.
1>
if the IE "Support of the first Frequency Band" in variable FREQUENCY_BAND_INDICATOR_SUPPORT is set to TRUE:

2>
include the IE "Support of the first Frequency Band" and set it to TRUE.

1>
if the IE "Support of the second Frequency Band" in variable FREQUENCY_BAND_INDICATOR_SUPPORT is set to TRUE:

2>
include the IE "Support of the second Frequency Band" and set it to TRUE.

The UE shall not include the IE "UE Specific Behaviour Information 1 idle".
8.1.3.4
Reception of an RRC CONNECTION REQUEST message by the UTRAN
Upon receiving an RRC CONNECTION REQUEST message, UTRAN should either:

1>
accept the request and use a predefined or default radio configuration, in which case it should:

2> include the following information in the RRC CONNECTION SETUP message:

3> the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB and, transport channel parameters shall be used; or

3>
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB and transport channel parameters shall be used;

3>
PhyCH information elements.

2> submit the RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH.

NOTE 1:
UTRAN should only apply a predefined radio configuration in case it orders the UE to enter CELL_DCH. This is because the predefined configuration information included in System Information Block 16 mandatorily includes information only required in CELL_DCH state.

1>
accept the request without using a predefined or default radio configuration, in which case it should:

2>
include in the RRC CONNECTION SETUP message the complete set of RB, TrCH and PhyCH information elements to be used;
2>
submit the RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH;

NOTE 2:
In R'99, the RRC CONNECTION SETUP message always includes the IEs "Added or Reconfigured TrCH information list", both for uplink and downlink transport channels, even if UTRAN orders the UE to move to CELL_FACH and hence need not configure any transport channels. In these cases, UTRAN may include a configuration that adds little to the encoded message size e.g. a DCH with a single zero size transport format. At a later stage, UTRAN may either remove or reconfigure this configuration.

1>
submit an RRC CONNECTION REJECT message on the downlink CCCH. In the RRC CONNECTION REJECT message, the UTRAN may direct the UE to another UTRA carrier or to another system. The UTRAN may direct the UE to E-UTRAN FDD only if the IE "Pre-Redirection info" is present in the RRC CONNECTION REQUEST message and the IE "Support of E-UTRA FDD" is set to TRUE; the UTRAN may direct the UE to E-UTRAN TDD only if the IE "Pre-Redirection info" is present in the RRC CONNECTION REQUEST message and the IE "Support of E-UTRA TDD" is set to TRUE. The UTRAN may include the IE “Extended wait time” in the RRC CONNECTION REJECT message if the IE “Delay tolerant indication” was included in the RRC CONNECTION REQUEST message. After the RRC CONNECTION REJECT message has been sent, all context information for the UE may be deleted in UTRAN.

--------------------------xxxxxx-----------------------------
8.1.3.9
Reception of an RRC CONNECTION REJECT message by the UE
When the UE receives an RRC CONNECTION REJECT message on the downlink CCCH, it shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION REJECT message with the value of the variable INITIAL_UE_IDENTITY:

If the values are different, the UE shall ignore the rest of the message;

If the values are identical, the UE shall:

1>
stop timer T300 or T318, whichever one is running; and

1>
clear the entry for the RRC CONNECTION REJECT message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
if the UE has disabled cell reselection to a UTRA carrier due to an earlier RRC CONNECTION REJECT message, the UE shall resume cell reselection to that UTRA carrier;
1>
if the Rejection Cause is 'unspecified' and the IE "Counting Completion" is present, the UE shall terminate an ongoing MBMS counting procedure according to subclause 8.7.4.4;
1>
if the IE "wait time" <> '0'; and

1>
if the IE "frequency info" is present and:

2>
if V300 is equal to or smaller than N300:

3>
select a suitable UTRA cell according to [4] on that frequency;

3>
after having selected and camped on a suitable cell on the designated UTRA carrier:

4>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

4>
set the contents of the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

4>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH or the common E-DCH (for the Enhanced Uplink in CELL_FACH and Idle mode);

4>
transmit an RRC CONNECTION REQUEST message on the uplink CCCH;

4>
reset counter V300;

4>
start timer T300 when the MAC layer indicates success or failure in transmitting the message;

4>
disable cell reselection to original UTRA carrier until the time stated in the IE "wait time" has elapsed or until the RRC connection establishment procedure ends, whichever occurs first;

3>
if no suitable cell on the designated UTRA carrier is found:

4>
wait for at least the time stated in the IE "wait time";

4>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

4>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

4>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH or the common E-DCH (for the Enhanced Uplink in CELL_FACH and Idle mode);

4>
then submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH of the original serving cell;

4>
increment counter V300;

4>
restart timer T300 when the MAC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

1>
if the IE "inter-RAT info" is present:

2>
if the IE "wait time" = '0':
3>
the UE behaviour is not specified.
2>
if V300 is equal to or smaller than N300:

3>
if the IE "GSM target cell info" is present:

4>
attempt to camp on a suitable cell of the list of cells indicated for that RAT;

4>
if the UE selects and camps on one of the cells indicated for that RAT:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

4>
if the UE cannot find any suitable cell from the indicated ones within 10s, the UE is allowed to camp on any suitable cell on that RAT.

5>
after having selected and camped on a suitable cell on the designated RAT:

6>
the UE may disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

3>
if the IE "E-UTRA target info" is present:

4>
attempt to camp on a suitable cell on one of the frequencies indicated for that RAT, excluding any cell indicated in the list of not allowed cells for that RAT (i.e. the "blacklisted cells per freq list" for E-UTRA), if present;

4>
if the UE selects and camps on one such cell:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

4>
if the UE cannot find any suitable cell on the indicated frequencies within 10s, the UE is allowed to camp on any suitable cell on that RAT:

5>
after having selected and camped on a suitable cell on the designated RAT:

6>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

3>
if neither the IE "GSM target cell info" nor the IE "E-UTRA target info" is present:

4>
select a suitable cell in the designated RAT;

4>
after having selected and camped on a suitable cell on the designated RAT:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed or until the UE successfully establishes a connection on the designated RAT, whichever occurs first.

3>
if no suitable cell in the designated RAT is found:

4>
wait at least the time stated in the IE "wait time";

4>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

4>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.2.

4>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH or the common E-DCH (for the Enhanced Uplink in CELL_FACH and Idle mode);

4>
then submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

4>
increment counter V300;

4>
restart timer T300 when the MAC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

1>
if the IE "wait time" <> '0'; and

1>
if neither the IEs "frequency info" nor "inter-RAT info" are present:

2>
if V300 is equal to or smaller than N300:

3>
wait at least the time stated in the IE "wait time";

3>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.2;

3>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH or the common E-DCH (for the Enhanced Uplink in CELL_FACH and Idle mode);

3>
submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

3>
increment counter V300;

3>
restart timer T300 when the MAC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

1>
if the IE "wait time" = '0':

2>
if the IE “Extended wait time” is present:



3>
forward the extended wait time to the upper layer;
2>
enter idle mode;

2>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

2>
consider the RRC establishment procedure to be unsuccessful;

2>
the procedure ends.

-------------------------xxxxxx----------------------

10.2.36
RRC CONNECTION REJECTThe network transmits this message when the requested RRC connection cannot be accepted.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Rejection cause
	MP
	
	Rejection cause 10.3.3.31
	
	

	Wait time
	MP
	
	Wait time 10.3.3.50
	
	

	Redirection info
	OP
	
	Redirection info 10.3.3.29
	
	

	Counting completion
	OP
	
	Enumerated (TRUE)
	This field may be present if the Rejection Cause is set to “unspecified” otherwise it shall be ignored.
	REL-6

	Extended wait time
	OP
	
	Extended wait time 10.3.3.xx
	This field may be present if the “delay tolerant” indication was present at RRC request message
	REL-10


--------------------xxxxxxx---------------------------------------------------
10.2.39
RRC CONNECTION REQUESTRRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	TRUE indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	Call type
	CV-CS-Domain
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-6

	Support for Enhanced F-DPCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.

Note 1
	REL-7

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, octet aligned transport block table, the use of special value of HE field to indicate end of an SDU for RLC AM and different HS-SCCHs in contiguous TTIs. The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Support of common E-DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.

Note 1
	REL-8

	Multi cell support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell operations on adjacent frequencies
	REL-8

	Dual cell MIMO support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell with MIMO operation on adjacent frequencies.
	REL-9

	More than two cell support
	OP
	
	Enumerated (higher rate, lower rate)
	The absence of this IE indicates that the UE does not support multi-cell operation on more than two cells. 
	REL-10

	Pre-redirection info
	OP
	
	Pre-redirection info

10.3.3.25a
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to, and that the UE was not redirected from EUTRA.
	REL-8

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of SPS operation
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support for CS Voice over HSPA
	OP
	
	Enumerated (TRUE)
	The IE indicates the UE’s support for CS Voice over HSPA, if set.
	REL-8

	System Information Container Stored Indicator
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that the UE is accessing the cell using System Information stored in the variable SYSTEM_INFORMATION_CONTAINER
	REL-9

	Support of the first Frequency Band
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates the UE supports the 1st band broadcased in SIB5/5bis.

For 1.28 Mcps TDD, the IE also indicates support band e if no band is broadcasted in SIB5/5bis.
	REL-10

	Support of the second Frequency Band
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates the UE supports the 2nd band broadcased in SIB5/5bis.

For 1.28 Mcps TDD, the IE also indicates support band f if no band is broadcasted in SIB5/5bis.
	REL-10

	Delay tolerant indicator
	OP
	
	Enumerated (TRUE)
	The IE indicates the request is delay tolerant
	REL-10

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE.

9 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10)
	
	REL-10


NOTE 1:
For 1.28 Mcps TDD, UE supporting HS-PDSCH in CELL_FACH always supports E-DCH enhanced random access in CELL_FACH state and Idle mode, and vice versa.
	Condition
	Explanation

	CS-Domain
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain". Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.

-------------------xxxxxx-----------------------
10.3.3.xx
Extended Wait Time
The field defines the extended wait time. It can be signalled if the IE “Delay tolerant indicator” was included in the RRC Connection Request message..

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Extended wait time
	MP
	
	Integer(1..

4096)
	Value  in seconds of the extended wait time 


-----------------xxxxxx------------------------------------

-- ***************************************************

--

-- RRC CONNECTION REJECT

--

-- ***************************************************

RRCConnectionReject ::= CHOICE {


r3







SEQUENCE {



rrcConnectionReject-r3


RRCConnectionReject-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionReject-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions


SEQUENCE {




rrcConnectionReject-v690ext

RRCConnectionReject-v690ext-IEs,





v6f0NonCriticalExtensions

SEQUENCE {






rrcConnectionReject-v6f0ext

RRCConnectionReject-v6f0ext-IEs,






v860NonCriticalExtensions

SEQUENCE {







rrcConnectionReject-v860ext

RRCConnectionReject-v860ext-IEs,






v10xyNonCriticalExtensions

SEQUENCE (








rrcConnectionReject-v10xyext
RRConnectionReject-v10xyext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

  }
  OPTIONAL

},


later-than-r3




SEQUENCE {



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

RRCConnectionReject-r3-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



rejectionCause




RejectionCause,



waitTime





WaitTime,



redirectionInfo




RedirectionInfo





OPTIONAL

}

RRCConnectionReject-v690ext-IEs ::= SEQUENCE {


redirectionInfo-v690ext



GSM-TargetCellInfoList


OPTIONAL
}

RRCConnectionReject-v6f0ext-IEs ::= SEQUENCE {


countingCompletion




ENUMERATED { true }




OPTIONAL

}

RRCConnectionReject-v860ext-IEs ::= SEQUENCE {



redirectionInfo




RedirectionInfo-v860ext



OPTIONAL

}

RRCConnectionReject-v10xyext-IEs ::= SEQUENCE {



extendedWaitTime



ExtendedWaitTime




OPTIONAL
------------xxxxxx------------------------------------

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







-- Reserved for future non critical extension







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










rrcConnectionRequest-v770ext

















RRCConnectionRequest-v770ext-IEs,










v7b0NonCriticalExtensions

SEQUENCE {











rrcConnectionRequest-v7b0ext

















RRCConnectionRequest-v7b0ext-IEs,











v860NonCriticalExtensions

SEQUENCE {












rrcConnectionRequest-v860ext

















RRCConnectionRequest-v860ext-IEs,












v7e0NonCriticalExtensions

SEQUENCE {













rrcConnectionRequest-v7e0ext

















RRCConnectionRequest-v7e0ext-IEs,













v7g0NonCriticalExtensions

SEQUENCE {














rrcConnectionRequest-v7g0ext

















RRCConnectionRequest-v7g0ext-IEs,














v920NonCriticalExtensions

SEQUENCE {















rrcConnectionRequest-v920ext

















RRCConnectionRequest-v920ext-IEs,















v940NonCriticalExtensions
SEQUENCE {
















rrcConnectionRequest-v940ext

















RRCConnectionRequest-v940ext-IEs,
















vaxyNonCriticalExtensions
SEQUENCE {

















rrcConnectionRequest-vaxyext


















RRCConnectionRequest-vaxyext-IEs,

















nonCriticalExtensions


















SEQUENCE {}

OPTIONAL
















}
OPTIONAL















}
OPTIONAL














}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}

RRCConnectionRequest-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL

}

RRCConnectionRequest-v4b0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator


AccessStratumReleaseIndicator

}

RRCConnectionRequest-v590ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



predefinedConfigStatusInfo


BOOLEAN
}

RRCConnectionRequest-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq


OPTIONAL,



domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



}

}

RRCConnectionRequest-v6b0ext-IEs ::=
SEQUENCE {


-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL

}

RRCConnectionRequest-v6e0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-v770ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,



hspdschReception-CellFach


ENUMERATED { true }




OPTIONAL,



mac-ehsSupport





ENUMERATED { true }




OPTIONAL,



discontinuousDpcchTransmission

ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7b0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportForE-FDPCH




ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7e0ext-IEs ::=
SEQUENCE {



supportForCSVoiceoverHSPA


ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7g0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

RRCConnectionRequest-v860ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportOfCommonEDCH




ENUMERATED { true }




OPTIONAL,



multiCellSupport




ENUMERATED { true }




OPTIONAL,



pre-redirectionInfo




Pre-RedirectionInfo




OPTIONAL,



supportOfMACiis





ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v920ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportOfDualCellMIMO



ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v940ext-IEs ::=
SEQUENCE {


-- User equipment IEs



systemInformationContainerStoredIndicator
ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-vaxyext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportOf1stFrequencyBand


ENUMERATED { true }






OPTIONAL,



supportOf2ndFrequencyBand


ENUMERATED { true }






OPTIONAL,



supportOfMoreThanTwoCells


ENUMERATED { higherRate, lowerRate }

OPTIONAL,



delayTolerantIndicator



ENUMERATED { true }






OPTIONAL
}

---------------------------xxxxxxxxx----------------

13.4.xx
DELAY_TOLERANT_INDICATORThis variable is used to store the delay tolerant indicator received from upper layers, to be used at RRC connection establishment.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Delay tolerant indicator
	OP
	
	Enumerated (true)
	Set if the access is delay tolerant


End of Text Proposal
