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1
Introduction
The length of RRC CONNECTION REQUEST message has been discussed and several optimizations has been proposed. One of them is to allow the interfrequency measurement on RACH to be sent in RRC CONNECTION SETUP COMPLETE MESSAGE.
2
Proposals
The IE “Measured results on RACH” contains measurements on the used frequency and on non-used frequency.

The measurements on non used frequency are thought to be less critical and could be sent in RRC CONNECTION SETUP COMPLETE message for Handover to another frequency. The measurement on used frequency can be used for example to add a branch to Active Set.
If RRC CONNECTION REQUEST message size does not allow the UE to include these measurements, UE will have to possibility to include them in RRC CONNECTION SETUP COMPLETE message.

Proposal 1 :

“Measured results on RACH” IE is included in RRC CONNECTION SETUP COMPLETE message to allow UE to send measurements on non-used frequency.
As the length of the RRC CONNECTION REQUEST message has been evaluated to be already over-sized from Rel-7, we propose to allow the measurements of non used frequencies in RRC CONNECTION SETUP COMPLETE message from Rel-7 onward.

Proposal 2: allow the transmission of measurement on non used frequencies in RRC CONNECTION SETUP COMPLETE from Rel-7 onward.
Beginning of Text Proposal (for Rel-7)
8.5.23
Measured results on RACH
When transmitting an uplink RRC message and System Information Block type 11, System Information Block type 11bis and System Information Block type 12, if transmitted, have been received, the UE shall:

1>
if the uplink RRC message is an RRC CONNECTION REQUEST message:

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 11:

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 11.

2>
if the IE "Inter-frequency RACH reporting information" is included in System Information Block type 11:

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold":

4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
set the IE "Inter-frequency cell indication- SIB12" to any value.
1>
if the uplink RRC message is an RRC CONNECTION SETUP COMPLETE message:

2>
if the IE "Inter-frequency RACH reporting information" is included in System Information Block type 11:

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold"; and
3>
these cells measurements as not been sent in previously sent RRC CONNECTION REQUEST MESSAGE:
4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
set the IE "Inter-frequency cell indication- SIB12" to any value.
1>
for any other uplink RRC message which optionally includes the IE "Measured results on RACH":

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 12 (or "System Information Block Type 11", if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

2>
if the IE "Inter-frequency RACH reporting information" is included in "System Information Block type 12" (or "System Information Block Type 11" if this IE is not included in the "System Information Block Type 12" or if "System Information Block Type 12" is not being broadcast):

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold":

4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information", exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
if "System Information Block Type 12" is being broadcast:

5>
set the IE "Inter-frequency cell indication- SIB12" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 12.

4>
else:

5>
set the IE "Inter-frequency cell indication- SIB12" to any value.

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported. 

NOTE: 
The UE only includes measurement results for neighbour cells for which valid measurements are available at the time the message is sent. At cell access following selection or reselection to a cell, the UE may not have had sufficient time to obtain valid measurement results for neighbour cells.

1>
for messages transmitted on CCCH, take care that the maximum allowed message size is not exceeded when forming the IE "Measured results on RACH", i.e. limit the number of included neighbour cells or if required omit the IE "Measured results on RACH" altogether. When limiting the number of included neighbouring cells, the number of inter-frequency cells should be limited first i.e. inter-frequency cells should be omitted before limiting  the number of intra- frequency cells.

When transmitting an uplink RRC message and the System Information Block type 11, System Information Block type 11bis and System Information Block type 12, if transmitted, have not been received, the UE shall:

1>
for any uplink RRC message which optionally includes the IE "Measured results on RACH", include a measurement report in the IE "Measured results on RACH" according to the following rules:

2>
if the IE "Intra-frequency reporting quantity SIB3" was not present in System Information Block type 3:

3>
include a measurement report for the serving cell using CPICH RSCP as a measurement quantity;

3>
include measurement reports for cells on the used frequency for which measured results are available, using CPICH RSCP as measurement quantity for each cell;

3>
omit the IE "Measurement results for monitored cells on non-used frequencies".

2>
if the IE "Intra-frequency reporting quantity SIB3" was present in System Information Block type 3:

3>
include a measurement report for the serving cell using as a measurement quantity given in IE "Intra-frequency reporting quantity SIB3";

3>
include measurement reports for cells on the used frequency for which measured results are available, using as a measurement quantity given in IE "Intra-frequency reporting quantity SIB3" for each cell;

3>
omit the IE "Measurement results for monitored cells on non-used frequencies".

2>
for TDD, include measurement reports using the measurement quantities specified in the IE "Reporting quantity list".

If the IE "Measured results on RACH" is present in the message, the UTRAN should extract the contents to be used for radio resource control.

//NEXT CHANGE ///

10.2.41
RRC CONNECTION SETUP COMPLETE
This message confirms the establishment of the RRC Connection by the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	UE radio access capability
	OP
	
	UE radio access capability 10.3.3.42
	
	

	UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	
	

	Other information elements
	
	
	
	
	

	UE system specific capability
	OP
	1 to <maxInterSysMessages>
	
	
	

	>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	
	

	Deferred measurement control reading
	MD
	
	Enumerated (TRUE)
	Indicates the UE has not read SIB11, SIB11bis and SIB12, if available.

Default value is FALSE
	REL-7

	Measurement results for monitored cells on non-used frequencies
	OP
	
	
	
	REL-7

	>Inter-frequency cell indication- SIB11
	MP
	
	Integer (0..1)
	
	REL-7

	>Inter-frequency cell indication- SIB12
	MP
	
	Integer (0..1)
	
	REL-7

	>Inter-frequency cell list
	MP
	1 to <maxFreq>
	
	
	REL-7

	>>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	REL-7


//NEXT CHANGE ///

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING









(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









v590NonCriticalExtensions


SEQUENCE {










rrcConnectionSetupComplete-v590ext

















RRCConnectionSetupComplete-v590ext-IEs,










v5c0NonCriticalExtensions


SEQUENCE {











rrcConnectionSetupComplete-v5c0ext

















RRCConnectionSetupComplete-v5c0ext-IEs,











v690NonCriticalExtensions


SEQUENCE {












rrcConnectionSetupComplete-v690ext

















RRCConnectionSetupComplete-v690ext-IEs,












v770NonCriticalExtensions

SEQUENCE {













rrcConectionSetupComplete-v770ext

















RRCConnectionSetupComplete-v770ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-r3-add-ext-IEs ::= SEQUENCE {



rrcConnectionSetupComplete-v650ext

RRCConnectionSetupComplete-v650ext-IEs
OPTIONAL,



v680NonCriticalExtensions



SEQUENCE {




rrcConnectionSetupComplete-v680ext

RRCConnectionSetupComplete-v680ext-IEs,




v7e0NonCriticalExtensions



SEQUENCE {





rrcConnectionSetupComplete-v7e0ext

RRCConnectionSetupComplete-v7e0ext-IEs,





v7f0NonCriticalExtensions



SEQUENCE {






rrcConnectionSetupComplete-v7f0ext















RRCConnectionSetupComplete-v7f0ext-IEs,






nonCriticalExtensions




SEQUENCE {}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

RRCConnectionSetupComplete-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext

InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL

}

RRCConnectionSetupComplete-v5c0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

RRCConnectionSetupComplete-v650ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext

}
RRCConnectionSetupComplete-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
RRCConnectionSetupComplete-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING













(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

RRCConnectionSetupComplete-v770ext-IEs ::= SEQUENCE {



deferredMeasurementControlReading
ENUMERATED { true }





OPTIONAL
}

RRCConnectionSetupComplete-v7e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7e0ext
}

RRCConnectionSetupComplete-v7f0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7f0ext
OPTIONAL,



measuredResultsOnRACHinterFreq 


MeasuredResultsOnRACHinterFreq  OPTIONAL
}

End of Text Proposal
4
Conclusion
We kindly ask RAN2 to consider and agree on the following proposal:
Proposal 1 :

“Measured results on RACH” IE is included in RRC CONNECTION SETUP COMPLETE message to allow UE to send measurements on non-used frequency.
Proposal 2: 

Allow the transmission of measurement on non used frequencies in RRC CONNECTION SETUP COMPLETE from Rel-7 onward.
