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1. Overall Description:

RAN2 would like to thank SA5 for the LS on RACH optimization measurement.

SA5 asked RAN2’s opinion on the performance measurement definition of “Distribution of RACH preambles sent” and also asked RAN2 which option below RAN2 prefers:

1. RAN2 gives the definition of “Distribution of RACH preambles sent” measurement in RAN2 TS, and then in SA5’s performance measurement definition, SA5 only keeps a reference to RAN2’s measurement definition.

2. RAN2 agrees to let SA5 define the performance measurement for “Distribution of RACH preambles sent”, just as the attached S5-110452.
 “Distribution of RACH preambles sent” is obtained by incrementing the value of IE numberOfPreamblesSent, which is received by network in UEInformationResponse message in RRC layer. So RAN2 considers this performance measurement is not a kind of E-UTRAN L2 measurement.
For the options asked by SA5, RAN2 would like to choose option 2, i.e., let SA5 define the performance measurement for “Distribution of RACH preambles sent”.

2. Actions:

To SA5.

ACTION: 

RAN2 kindly asks SA5 to consider the above information in its continuing work on RACH optimization measurement.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #73bis 
11st – 15th April 2011
Shanghai, China.

TSG RAN2 Meeting #74
9th – 13th May 2011
Kobe, Japan
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