Page 1



3GPP TSG-RAN WG2 Meeting #73 
(
R2-111651
Taipei, Chinese-Taipei, 21st – 25th February 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	25.331
	CR
	4541
	(

rev
	-
	(

Current version:
	9.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Correction of target cell preconfiguration info handling upon reconfiguration

	
	

	Source to WG:
(

	Renesas Electronics Europe, Nokia Siemens Networks

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	RANimp-HSDSCH
	
	Date: (

	07/02/2011

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The current 25.331 prohibits NW to reconfigure a radio link configuration from F-DPCH to DPCH via an active set update procedure if the UE stores a corresponding target cell preconfiguration for the radio link.

However any UE behaviour hasn’t yet been specified in 25.331 for the case that NW reconfigures a radio link from F-DPCH to DPCH via a reconfiguration procedure when the UE stores a corresponding target cell preconfiguration for the radio link. So the UE behaviour is ambiguous for the scenario.

This CR clarifies the UE behaviour.

	
	

	Summary of change:
(

	Update subclause 8.6.6.3a to clarify UE shall clear the target cell preconfiguration information for a radio link, which is reconfigured from F-DPCH to DPCH.
Impact analysis

Impacted functionality

Impacts only the corrected functionality.
Inter-operability

If UE is implemented according to this CR but NW isn’t, then the NW may attempt to perform the enhanced serving cell change toward the RL configured with DPCH.

If NW is implemented according to this CR but UE isn’t, then there is no inter-operability issue. 

	
	

	Consequences if 
(

not approved:
	The ambiguity remains in the spec.

	
	

	Clauses affected:
(

	8.6.6.3a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.6.6.3a
Downlink information per radio link list
If the IE "Downlink information per radio link list" is included in a received message, the UE shall:

1>
if the active set resulting after the reception of the IE "Downlink information per radio link list" would contain radio links indicated by the IE "Downlink DPCH info for each RL" and radio links indicated by the IE "Downlink F-DPCH info for each RL":

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the active set resulting after the reception of the IE "Downlink information per radio link list" would contain radio links indicated by the IE "Downlink DPCH info for each RL" and the radio link is included in the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION:

2>
clear all the entries from the variable TARGET_CELL_PRECONFIGURATION.
1>
if the message was received in CELL_DCH state and the UE remains in CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
for FDD, check whether the radio links included in the IE "Downlink information per radio link list" are part of the current active set considering that a radio link is uniquely identified by the downlink UARFCN and the primary scrambling code;

2>
for TDD, check whether the radio links included in the IE "Downlink information per radio link list" are part of the current active set considering that a radio link is uniquely identified by the UARFCN and the primary CCPCH;

2>
if all radio links included in the IE "Downlink information per radio link list" are part of the current active set:
3>
for radio links part of the current active set, and present in the IE "Downlink information per radio link list":

4>
update the downlink physical channel configuration according to the IE "Downlink information for each radio link" as specified in subclause 8.6.6.4.

3>
for radio links part of the current active set, and absent in the IE "Downlink information per radio link list":

4>
not change its current downlink physical channel configuration;

4>
For FDD, in case the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE' for another radio link, no longer consider any of these absent radio links as serving HS-DSCH radio link;
4>
For FDD, in case the IE "Serving E-DCH radio link indicator" is set to 'TRUE' for another radio link, no longer consider any of these absent radio links as serving E-DCH radio link.
2>
if all radio links included in the IE "Downlink information per radio link list" are not part of the current active set:

3>
perform a hard handover by replacing all the radio links in the current active set with the radio links in the IE "Downlink information per radio link list", each with a downlink physical channel configuration according to the IE "Downlink information for each radio link" as specified in subclause 8.6.6.4;

3>
perform the checks on the value of the IE "Default DPCH Offset Value" as specified in subclause 8.3.5.1.2 or 8.3.5.2.2;

3>
act on the IE "Timing indication" and the IE "Default DPCH Offset Value", if included, as specified in subclause 8.5.15.2;

NOTE:
UTRAN should not mix radio links which are part of the current active set and radio links which are not part of the current active set in the same IE "Downlink information per radio link list". In such cases the UE behaviour is unspecified.

1>
otherwise:

2>
if the message was received in CELL_FACH state and the UE would transit to CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

3>
establish a downlink physical channel configuration for each of the included radio links according to the IE "Downlink information for each radio link" as specified in subclause 8.6.6.4.
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