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1. Overall Description

RAN2 would like to thank RAN4 for their LS on expected UE behavior for unknown NS signalling.

First of all RAN2 would like to point out that RAN2 has discussed the very same issue in release-8 time frame and sent an LS to RAN4 in [1]. RAN2 conclusion at that time was that that the release-8 RRC specification does not specify any UE behaviour when the UE sees the unknown NS value. RAN2 further concluded that the most appropriate solution is to introduce a new frequency band if a new emission requirement needs to be defined in the future for any frequency band that is already defined.
The conclusion is still valid for the frequency bands that are already defined and that are subject to backward compatibility issues. Therefore RAN2 provides the following answers to the questions from RAN4.

· RAN4 kindly asks RAN2 for clarification on the expected behavior of a UE when it receives an unknown NS value.
[RAN2 answer]
No UE behaviour for this scenario is specified in the core specifications. 
· RAN4 further kindly asks RAN2 for guidance on whether NS values imposing additional requirements can ever be added to bands which are already defined and for which devices are already in development or deployed.
[RAN2 answer]
Since no UE behaviour is defined in the core specifications, it is necessary to avoid adding any new NS values to frequency bands which are already defined and are subject to backward compatibility issues
RAN2 further discussed whether such restriction should be eliminated for future frequency bands in order to avoid potentially having to define a large number of frequency bands. In conclusion RAN2 has agreed to define a new UE requirement to apply cell barring barred when it receives unknown or unsupported NS value as in the attached CR [2].
RAN2 understands that the above UE requirement can be imposed in release independent manner as it is the case for frequency band support, and TS36.307 will serve as the specification describing this type of UE requirements.
2. Actions
To RAN4 group
ACTION:
RAN2 would like to kindly ask RAN4 take the above into account and introduce necessary description in TS36.307.
3. Date of Next TSG-RAN WG2 Meetings:
RAN2 #74
 9 – 13 May, 2011

Kobe, Japan
RAN2 #75
22 – 26 Aug, 2011

Athens, Greece   
4. References
[1]
R2-095344
LS on Future extension of additional emission requirement

RAN WG2
[2]
R2-111871
CR to 36.331 on Handling of unknown Additional Spectrum Emission
