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	Reason for change:
(

	In UTRAN, the logged MDT configuration is valid in RRC_IDLE, CELL_PCH and URA_PCH states until logging duration timer expires or stops. It is inaccurate and confusing to state that “measurement configuration and logs are maintained when the UE is in IDLE, i.e. during multiple IDLE periods interrupted by IDLE->CONNECTED->IDLE state transitions”. The term “CONNECTED” implies CELL_DCH/CELL_FACH/URA__PCH/CELL_PCH. It is clearer to differentiate the case in UTRAN and E-UTRAN.


	
	

	Summary of change:
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	Maintainance of measurement configuration effectiveness is described separately for E-UTRAN and UTRAN
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not approved:
	The description about logged MDT measurement configuration effectiveness is inaccurate and confusing.
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5.1.1.1.2
Configuration effectiveness 
The configuration is provided in a cell by dedicated control while UE is in CONNECTED and implies:

-
measurement configuration is valid:

-
in IDLE UE state in E-UTRAN, or 

-
in IDLE mode, CELL_PCH and URA_PCH states in UTRAN

-
until logging duration timer expires or stops

-
measurement configuration and logs are maintained  when the UE is in IDLE in E-UTRAN, i.e. during multiple IDLE periods interrupted by IDLE->CONNECTED->IDLE state transitions
-
measurement configuration and logs are maintained  when the UE is in RRC_IDLE, CELL_PCH and URA_PCH in UTRAN, i.e. during multiple RRC_IDLE/CELL_PCH/URA_PCH periods interrupted by RRC_IDLE/CELL_PCH/URA_PCH->Cell_DCH/CELL_FACH->RRC_IDLE/CELL_PCH/URA_PCH state transitions
-
measurement configuration and logs are maintained when the UE is in IDLE in that RAT, i.e. during multiple IDLE periods interrupted by UE presence in another RAT

There is only one RAT-specific configuration for Logged MDT in the UE. When the network provides a configuration, any previously configured MDT measurements configuration will be entirely replaced by the new one. Moreover, logged measurements corresponding to the previous configuration will be cleared at the same time. It is left up to the network to retrieve any relevant data before providing a new configuration.
NOTE:
The network may have to do inter-RAT coordination

MDT configuration is valid only in the MDT PLMN. Logged MDT measurements are performed as long as the RPLMN is the MDT PLMN. At PLMN change which results in a new RPLMN (RPLMN≠MDT PLMN), the logging is suspended, i.e. the MDT configuration and MDT log are kept but measurement results are not logged. 

NOTE:
The logging duration timer continues.
In case the new RPLMN provides a configuration any previously configured MDT measurements configuration and corresponding MDT log are cleared and overwritten without being retrieved. 
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