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1
Introduction
This paper summarizes the email discussion on the optional UE features without UE capabilities. 
2
Discussion
In RAN2#73 whole topic was initiated when we discussed RLF report optionality. It was clear that it is unclear what all features are optional for UEs to implement in case they don’t have/require separate UE capability (in the UECapabilityInformation).  

2.1
Where to capture? 36.331 vs. 36.306

In the offline discussion during the RAN2 meeting it was seen best to capture explicitly these kind of features in the UE capability specification 36.306. 

Proposal 1: Capture optional features in 36.306 as no other opinions were presented
In 36.331 there is separate chapter 11.3 (conditionally mandatory features). Rapporteur asked whether that should be moved to 36.306 as well. Thus it is proposed to stay with current way.

[Samsung]: Indicated preference to move to 36.306 but they had also some concerns

[Nokia]: Provided a proposal how to capture in 36.306

[Samsung ] : Indicated OK with the principle of moving conditionally mandatory features to 36.306

Proposal 2: Move conditionally mandatory features in 36.306
Offline comment was received that chapter 4 in 36.306 should be updated to indicated that in this specification also features that are optional without UE capability are listed.

Proposal 3: Indicate in chapter 4 of 36.306 that also features being optional without UE capability being are listed
2.2
Which features are optional (without capability)

· REL8

· CSG

· ???

[Qualcomm]: ETWS is also part of REL8

[Nokia]: Oops! To be updated. Also reorganization of chapters needed to ensure same chapter numbers are used in different REL CRs

· REL9

· CSG

· MBMS

· ETWS/CMAS

· RLF Report (TBD based on RAN discussions)

· ???

· REL10 

· CSG

· MBMS

· ETWS /CMAS

· RLF Report (FFS based on RP-110459)

· MBMS counting (from LS RP-110459)

· OTDOA inter-freq RSTD measurement indication (from LS RP-110459)

· ???

Proposal 4: Capture above mentioned feature to the CRs to 36.306 being optional without UE capability signalling
3
Conclusion
Email discussion was not very active but the proposals as presented in this paper are captured  n 3 CRs to 36.306 (REL8,REL9&REL10) in R2-111959, R2-111960, R2-111961 and  2 CRs to 36.331 (REL9 & 10) R2-112374, R2-112375 
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