Page 1



3GPP TSG-RAN2 Meeting #73bis
(
 R2-112154
Shanghai, China, 11 – 15 April 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	36.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification on SystemInformationBlockType2 Acquisition

	
	

	Source to WG:
(

	HTC

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	04/04/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	After receiving the MasterInformationBlock, the UE applies the received value of dl-Bandwidth to the ul-Bandwidth until SystemInformationBlockType2 is received. 

The description looks like the UE will always renew ul-Bandwidth after it receiving the SystemInformationBlockType2.

Since the ul-Bandwidth is an optional field in SystemInformationBlockType2, the UE does not always have a ul-Bandwidth to apply. After acquiring SystemInformationBlockType2, the UE may still need to apply the ul-Bandwidth from the dl-Bandwidth. The descriptions in section 5.2.2.6 may result in confusion. 

Furthermore, base on the ul-Bandwidth included in SystemInformationBlockType2 and the UE has prior stored ul-Bandwidth or not, the UE has different behaviours. Due to the complex UE behaviors and to align with the specifications in sction 5.2.2.6, we think the UE behavior for ul-Bandwidth handling should be specified clearly in section 5.2.2.9.
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5.2.2.6
Actions upon reception of the MasterInformationBlock message

Upon receiving the MasterInformationBlock message the UE shall:

1>
apply the radio resource configuration included in the phich-Config;

1> if the UE is in RRC_IDLE or if the UE is in RRC_CONNECTED while T311 is running:

2>
if the UE has no valid system information stored according to 5.2.2.3 for the concerned cell:

3>
apply the received value of dl-Bandwidth to the ul-Bandwidth;
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon; 

1>
if in RRC_CONNECTED and UE is configured with RLF timer and constants values received within rlf-TimersAndConstants:

2>
The UE shall not update its values of the timers and constants in UE-TimersAndConstants except for the value of timer T300.
1> if the ul-Bandwidth is included:

2> apply the ul-Bandwidth.

1> else:
2> apply the received dl-Bandwidth value of MasterInformationBlock to the ul-Bandwidth.
Reference Section
6.3.1
System information blocks

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element

-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR

timeAlignmentTimerCommon


TimeAlignmentTimer,


...,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,
-- Need OP


[[
ssac-BarringForMMTEL-Voice-r9

AC-BarringConfig



OPTIONAL,
-- Need OP



ssac-BarringForMMTEL-Video-r9

AC-BarringConfig



OPTIONAL
-- Need OP


]],


[[
ac-BarringForCSFB-r10



AC-BarringConfig


OPTIONAL
-- Need OP


]]

}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95. Values other than ‘p00’ can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringTime

Mean access barring time value in seconds.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink.

	ssac-BarringForMMTEL-Voice

Service specific access class barring for MMTEL voice originating calls.

	ssac-BarringForMMTEL-Video

Service specific access class barring for MMTEL video originating calls.

	ac-BarringForCSFB

Access class barring information for mobile originating CS fallback calls.
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