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**** first modified subclause ****
8.3.9
Inter-RAT cell reselection from UTRAN
8.3.9.1
General
The purpose of the inter-RAT cell reselection procedure from UTRAN is to transfer, under the control of the UE and to some extent the UTRAN, a connection between the UE and UTRAN to another radio access technology (e.g. GSM/GPRS or E-UTRA).

8.3.9.2
Initiation
This procedure is applicable in states CELL_FACH, CELL_PCH or URA_PCH. 
When the UE based on received system information makes a cell reselection to a radio access technology other than UTRAN, e.g. GSM/GPRS or E-UTRA, according to the criteria specified in [4], the UE shall:

1>
If the NAS procedures associated with inter-system change specified in [5] require the establishment of a connection:

2>
initiate the establishment of a connection to the target radio access technology according to its specifications.

**** next modified subclause ****
8.4.1.6.3
Inter-RAT measurement
Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-RAT type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
delete the measurements of type inter-RAT associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode pattern stored in the variable TGPS_IDENTITY;

1>
begin monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>

begin monitoring E-UTRA frequencies listed in the IE "E-UTRA frequency and priority info list" received in System Information Block type 19.

1>
in CELL_FACH state:

2>
for FDD if variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE and the variable HS_DSCH_DRX_CELL_FACH_STATUS is set to TRUE:

3>
perform measurements on other systems according to the requirements in [19], during the frame(s) with the SFN value not fulfiling the inequality specified in subclause 8.5.49.

2>
otherwise:

3>
perform measurements on other frequencies according to the IE "FACH measurement occasion info";

3>
perform measurements on other systems, according to the IE "FACH measurement occasion info", as specified in subclause 8.5.11.

**** next modified subclause ****
8.4.1.7.3
Inter-RAT measurement
Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
stop monitoring the list of cells assigned in the IE "inter-RAT cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).
1>
stop monitoring E-UTRA frequencies listed in the IE "E-UTRA frequency and priority info list" in System Information Block type 19.
**** next modified subclause ****
8.4.1.9.3
Inter-RAT measurement
Upon transition from idle mode to CELL_FACH state, the UE shall:

1>
begin or continue monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
continue monitoring the list of E-UTRA frequencies assigned in the IE "E-UTRA frequency and priority info list" in System Information Block type 19;

1>
for FDD, if variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE and the variable HS_DSCH_DRX_CELL_FACH_STATUS is set to TRUE:

2>
perform measurements on other systems according to the requirements in [19], during the frame(s) with the SFN value not fulfiling the inequality specified in subclause 8.5.49.

1>
otherwise:

2>
perform measurements on other systems, according to the IE "FACH measurement occasion info", as specified in subclause 8.5.11.

1>
for TDD:

2>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".
**** next modified subclause ****
8.4.1.9a.3
Inter-RAT measurement
Upon transition from connected mode to idle mode, the UE shall:

1>
stop monitoring inter-RAT cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (if System Information Block type 12 is transmitted in the cell, according to 8.1.1.6.11);

1>
begin monitoring inter-RAT cells listed in the IE "inter-RAT cell info list" received in System Information Block type 11;

1>
begin or continue monitoring E-UTRA frequencies listed in the IE "E-UTRA frequency and priority info list" received in System Information Block type 19.

**** next modified subclause ****
8.4.1.9b.3
Inter-RAT measurement
Upon transition from CELL_FACH to CELL_PCH or URA_PCH, the UE shall:

1>
continue monitoring E-UTRA frequencies listed in the IE "E-UTRA frequency and priority info list" in System Information Block type 19.

**** next modified subclause ****
8.4.1.9c.3
Inter-RAT measurement
Upon transition from CELL_PCH or URA_PCH to CELL_FACH, the UE shall:

1>
continue monitoring E-UTRA frequencies listed in the IE "E-UTRA frequency and priority info list" in System Information Block type 19.
1>
for FDD if variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE and the variable HS_DSCH_DRX_CELL_FACH_STATUS is set to TRUE:
2>
perform measurements on other systems according to the requirements in [19], during the frame(s) with the SFN value not fulfiling the inequality specified in subclause 8.5.49.
1>
otherwise:
2>
perform measurements on other systems, according to the IE "FACH measurement occasion info", as specified in subclause 8.5.11.

**** next modified subclause ****
8.6.2.5
E-UTRA detection
If the IE "E-UTRA detection" is included in a received message and set to TRUE and the UE is in CELL_PCH, URA_PCH, CELL_FACH state or idle mode, the UE may detect the presence of a E-UTRA cell on a frequency with a priority lower than the current UTRA cell and report the information to the NAS.
**** next modified subclause ****
8.6.7.12
FACH measurement occasion info
IE "FACH measurement occasion info" is used to control UE measurement activities in inter-frequency and inter-RAT cells in CELL_FACH state.

For FDD and 1.28 Mcps TDD when variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to FALSE, or for 3.84Mcps TDD and 7.68Mcps TDD: if IE "FACH measurement occasion info" is received, UE shall, when in CELL_FACH state:

1>
if IE "FACH Measurement occasion cycle length coefficient" is included:

2>
if, according to its measurement capabilities, UE is not able to perform some of the indicated measurements in this IE simultaneously as receiving the SCCPCH of serving cell:

3>
perform those measurements during FACH measurement occasions, see subclause 8.5.11.

2>
if, according to its measurement capabilities, UE is able to perform some of the indicated measurements in this IE simultaneously as receiving the SCCPCH of serving cell:

3>
UE may perform measurements also on other occasions.

2>
if, according to its measurement capabilities, UE is able to perform the measurements and indicated in this IE simultaneously as receiving the SCCPCH of serving cell:

3>
perform the measurements simultaneously as receiving the SCCPCH of serving cell.

1>
if IE "FACH Measurement occasion cycle length coefficient" is not included:

2>
perform those indicated measurements indicated in this IE that UE, according to its measurement capabilities, is able to perform simultaneously as receiving the SCCPCH of serving cell.

1>
if IE "Inter-frequency FDD measurement indicator" is set to TRUE:

2>
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency FDD cells listed in "System Information Block type 11", "System Information Block type 11bis", if scheduled on BCH, and "System Information Block type 12", if scheduled on BCH.

1>
if IE "Inter-frequency FDD measurement indicator" is set to FALSE:

2>
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency FDD cells.
1>
if IE "Inter-frequency TDD measurement indicator" is set to TRUE:

2>
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency TDD cells listed in "System Information Block type 11", "System Information Block type 11bis", if scheduled on BCH, and "System Information Block type 12", if scheduled on BCH.

1>
if IE "Inter-frequency TDD measurement indicator" is set to FALSE:

2>
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency TDD cells.

1>
if IE "Inter-RAT measurement indicators" is included:

2>
perform measurements and evaluate cell re-selection criteria according to [4] on those cells of listed Inter-RAT types that are present in "System Information Block type 11", "System Information Block type 11bis", if scheduled on BCH, "System Information Block type 12", and "System Information Block type 19", if scheduled on BCH.

For FDD and 1.28 Mcps TDD when variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE: if IE "FACH measurement occasion info" is received, UE shall:

1>
if IE "FACH Measurement occasion cycle length coefficient" is included:

2>
if, according to its measurement capabilities, the UE is not able to perform some of the indicated measurements in this IE simultaneously as receiving the HS-DSCH and its associated physical channels of serving cell:

3>
perform those measurements during FACH measurement occasions, see subclause 8.5.11.

2>
if, according to its measurement capabilities, the UE is able to perform some of the indicated measurements in this IE simultaneously as receiving the HS-DSCH and its associated physical channels of serving cell:

3>
the UE may perform measurements also on other occasions.

2>
if, according to its measurement capabilities, the UE is able to perform the measurements and indicated in this IE simultaneously as receiving the HS-DSCH and its associated physical channels of serving cell:

3>
perform the measurements simultaneously as receiving the HS-DSCH and its associated physical channels of serving cell.

1>
if IE "FACH Measurement occasion cycle length coefficient" is not included:

2>
perform those indicated measurements indicated in this IE that UE, according to its measurement capabilities, is able to perform simultaneously as receiving the HS-DSCH and its associated physical channels of serving cell.

1>
if IE "Inter-frequency FDD measurement indicator" is set to TRUE:

2>
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency FDD cells listed in "System Information Block type 11", "System Information Block type 11bis", if scheduled on BCH, and "System Information Block type 12", if scheduled on BCH.

1>
if IE "Inter-frequency FDD measurement indicator" is set to FALSE:

2>
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency FDD cells.
1>
if IE "Inter-RAT measurement indicators" is included:

2>
perform measurements and evaluate cell re-selection criteria according to [4] on those cells of listed Inter-RAT types that are present in "System Information Block type 11", "System Information Block type 11bis", if scheduled on BCH, "System Information Block type 12",and "System Information Block type 19", if scheduled on BCH.
**** next modified subclause ****
10.3.6.36g
HS-DSCH DRX in CELL_FACH information

These parameters configure the UE in CELL_FACH state to discontinuously receive HS-DSCH.

NOTE:
Only for FDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T321
	MP
	
	Enumerated (100, 200,  400, 800)
	Determines the time the UE waits until initiating DRX operation, in ms.
	REL-8

	HS-DSCH DRX cycleFACH
	MP
	
	Enumerated (4, 8, 16, 32)
	Determines the length of the DRX Cycle during DRX operation, in frames
	REL-8

	HS-DSCH Rx burstFACH
	MP
	
	Enumerated (1, 2, 4, 8, 16)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames.

Three spare values are needed
	REL-8

	DRX Interruption by HS-DSCH data
	MP
	
	Boolean
	TRUE means that the DRX operation can be interrupted by HS-DSCH data.

FALSE means that the DRX operation cannot be interrupted by HS-DSCH data
	REL-8

	EUTRA Measurement Indicator
	OP
	
	Enumerated (true)
	TRUE means that EUTRA measurements are required
	REL-10


**** next modified subclause ****
10.3.7.8
FACH measurement occasion info
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FACH Measurement occasion cycle length coefficient
	OP
	
	Integer(1..12)
	
	

	Inter-frequency FDD measurement indicator
	MP
	
	Boolean
	TRUE means that measurements are required
	

	Inter-frequency TDD 3.84 Mcps measurement indicator
	MP
	
	Boolean
	TRUE means that measurements are required
	REL-4

	Inter-frequency TDD 7.68 Mcps measurement indicator
	MP
	
	Boolean
	TRUE means that measurements are required
	REL-7

	Inter-frequency TDD 1.28 Mcps measurement indicator
	MP
	
	Boolean
	TRUE means that measurements are required
	REL-4

	Inter-RAT measurement indicators
	OP
	1 to <maxOtherRAT>
	
	
	

	>RAT type
	MP
	
	Enumerated(GSM, IS2000,
	
	

	
	
	
	EUTRA)
	
	REL-10


**** next modified subclause ****
11.3
Information element definitions
InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

// ----------- skip unmodified definitions --------------------- //
FACH-MeasurementOccasionInfo ::=
SEQUENCE {


fACH-meas-occasion-coeff


INTEGER (1..12)





OPTIONAL,


inter-freq-FDD-meas-ind



BOOLEAN,


-- inter-freq-TDD-meas-ind is for 3.84Mcps TDD and 7.68 Mcps TDD. For 1.28Mcps TDD, the IE in


-- FACH-MeasurementOccasionInfo-LCR-r4-ext is used.

inter-freq-TDD-meas-ind



BOOLEAN,


inter-RAT-meas-ind




SEQUENCE (SIZE (1..maxOtherRAT)) OF












RAT-Type





OPTIONAL

}

FACH-MeasurementOccasionInfo-LCR-r4-ext ::=
SEQUENCE {


inter-freq-TDD128-meas-ind




BOOLEAN

}
FACH-MeasurementOccasionInfo-r10-ext ::=
SEQUENCE {


inter-RAT-meas-ind




SEQUENCE (SIZE (1..maxOtherRAT)) OF












RAT-Type-r10




OPTIONAL

}
FilterCoefficient ::=



ENUMERATED {











fc0, fc1, fc2, fc3, fc4, fc5, 











fc6, fc7, fc8, fc9, fc11, fc13, 











fc15, fc17, fc19, spare1 }

// ----------- skip unmodified definitions --------------------- //
HS-DSCH-DrxBurstFach ::=



ENUMERATED {












f1, f2, f4, f8, f16, spare3, spare2, spare1 }

HS-DSCH-DrxCellfach-info ::=


SEQUENCE {


t-321








T-321,


hs-dsch-DrxCycleFach




HS-DSCH-DrxCycleFach,


hs-dsch-DrxBurstFach




HS-DSCH-DrxBurstFach,


drxInterruption-hs-dsch




BOOLEAN

}

HS-DSCH-DrxCellfach-info-r10-ext ::=
SEQUENCE {


eUTRA-meas-ind






ENUMERATED { true }
}
HS-DSCH-DrxCellfach-info-TDD128 ::=

SEQUENCE {


t-321








T-321,


hs-dsch-DrxCycleFach




HS-DSCH-DrxCycleFach,


hs-dsch-DrxBurstFach




HS-DSCH-DrxBurstFach

}

HS-DSCH-DrxCycleFach ::=



ENUMERATED {












f4, f8, f16, f32 }

// ----------- skip unmodified definitions --------------------- //
QualityReportingQuantity ::=

SEQUENCE {


dl-TransChBLER





BOOLEAN,


bler-dl-TransChIdList



BLER-TransChIdList




OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








NULL,



tdd








SEQUENCE {




sir-TFCS-List





SIR-TFCS-List



OPTIONAL



}


}

}

RAT-Type ::=





ENUMERATED {











gsm, is2000 }

RAT-Type-r10 ::=




ENUMERATED {











gsm, is2000, eutra }

ReferenceCellPosition ::=


CHOICE {


ellipsoidPoint





EllipsoidPoint,


ellipsoidPointWithAltitude


EllipsoidPointAltitude

}

// ----------- skip unmodified definitions --------------------- //
SysInfoType5-v8d0ext-IEs ::= SEQUENCE {


commonEDCHSystemInfoFDD



CommonEDCHSystemInfoFDD


OPTIONAL

}

SysInfoType5-vaxyext-IEs ::= SEQUENCE {


frequencyBandsIndicatorSupport

FrequencyBandsIndicatorSupport
OPTIONAL,


frequencyBandIndicator3



RadioFrequencyBandFDD3


OPTIONAL,


hs-DSCH-DrxCellfach-info-ext 

HS-DSCH-DrxCellfach-info-r10-ext
OPTIONAL
}

-- SysInfoType5bis uses the same structure as SysInfoType5

SysInfoType5bis ::= SysInfoType5

// ----------- skip unmodified definitions --------------------- //
SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType11-v770ext


SysInfoType11-v770ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {









sysInfoType11-v7b0ext


SysInfoType11-v7b0ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sysInfoType11-v860ext


SysInfoType11-v860ext-IEs,










vaxyNonCriticalExtensions

SEQUENCE {











sysInfoType11-vaxyext


SysInfoType11-vaxyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v770ext-IEs ::= SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList




OPTIONAL

}

SysInfoType11-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11-v860ext-IEs ::=

SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList-v860ext


OPTIONAL

}

SysInfoType11-vaxyext-IEs ::=

SEQUENCE {


-- Measurement IEs


fach-MeasurementOccasionInfo-Ext
FACH-MeasurementOccasionInfo-r10-ext
OPTIONAL,

}
SysInfoType11bis ::=



SEQUENCE {


-- Measurement IEs



measurementControlSysInfo

MeasurementControlSysInfoExtension


OPTIONAL,



measurementControlSysInfo-LCR
MeasurementControlSysInfoExtension-LCR-r4
OPTIONAL,



measurementControlSysInfoExtensionAddon-r5











MeasurementControlSysInfoExtensionAddon-r5
OPTIONAL,


-- Extension mechanism for non-release99 information



v7b0NonCriticalExtensions

SEQUENCE {




sysInfoType11bis-v7b0ext

SysInfoType11bis-v7b0ext-IEs,




v860NonCriticalExtensions

SEQUENCE {





sysInfoType11bis-v860ext

SysInfoType11bis-v860ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11bis-v7b0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11bis-v860ext-IEs ::=
SEQUENCE {


-- UTRAN mobility IEs



csg-PSCSplitInfo



CSG-PSCSplitInfo




OPTIONAL,



csg-DedicatedFrequencyInfoList
CSG-DedicatedFrequencyInfoList

OPTIONAL

}

SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType12-v6b0ext


SysInfoType12-v6b0ext-IEs,







v7b0NonCriticalExtensions

SEQUENCE {








sysInfoType12-v7b0ext


SysInfoType12-v7b0ext-IEs,








vaxyNonCriticalExtensions

SEQUENCE {









sysInfoType12-vaxyext


SysInfoType12-vaxyext-IEs,









nonCriticalExtensions


SEQUENCE {}



OPTIONAL








}






OPTIONAL







}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType12-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType12-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType12-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}

SysInfoType12-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType12-vaxyext-IEs ::=

SEQUENCE {


-- Measurement IEs


fach-MeasurementOccasionInfo-Ext
FACH-MeasurementOccasionInfo-r10-ext
OPTIONAL,

}
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