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1. Introduction

In current specification [1], RLF-report includes measResultLastServCell-r9. The measResultLastServCell-r9 is included the measurement results taken in the PCell, where radio link failure happened. In addition, failedPCellId and previousPCellId are included. Therefore, eNB could notice the situation of PCell where radio link failure happened.
On the other hand, if UE was configured carrier aggregation, UE uses multiple serving cells. It is unclear how to treat the SCell(s). Therefore, we would like to clarify the treatment of SCell(s).
2. Discussion
We discuss the treatment of SCell which was configured when radio link failure is happened.

When UE is configured SCell(s), measurement configuration seems be configured to SCell from following sentence in [1].

	5.5.2.1
General

E-UTRAN applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for each serving frequency;


On the other hand, the rlf-report in current specification [1] is as follows:
RLF-Report-r9 ::= 




SEQUENCE {


measResultLastServCell-r9



SEQUENCE {



rsrpResult-r9






RSRP-Range,



rsrqResult-r9






RSRQ-Range


OPTIONAL


},


measResultNeighCells-r9



SEQUENCE {



measResultListEUTRA-r9



MeasResultList2EUTRA-r9

OPTIONAL,



measResultListUTRA-r9



MeasResultList2UTRA-r9

OPTIONAL,



measResultListGERAN-r9



MeasResultListGERAN


OPTIONAL,



measResultsCDMA2000-r9



MeasResultList2CDMA2000-r9
OPTIONAL


}














OPTIONAL,


...,

[[
locationInfo-r10



LocationInfo-r10

OPTIONAL,



failedPCellId




CHOICE {




ecgi






CellGlobalIdEUTRA,




pci-arfcn





SEQUENCE {





physCellId





PhysCellId,





carrierFreq





ARFCN-ValueEUTRA




}



}














OPTIONAL,



previousPCellId




CellGlobalIdEUTRA
OPTIONAL


]]

}
From section 5.5.2.1 and RLF-Report, it is clear that current SCell measurement results are included in measResultNeighCells-r9. In addition, although eNB does not notice the measurement result of SCell from RLF-Report-r9, eNB might recognize the situation from Handover Preparation or others (e.g. OAM). Then, it is not necessary for additional information related to SCell which is configured when radio link failure is happened. So we would like to have following confirmation from RAN2.
Confirmation 1: It is not necessary to add the IEs for old SCell information in RLF report, since measResultNeighCells-r9 is sufficient for old SCell information.
On the other hand, in section 5.3.5.6, there is following procedure text.
	3>
set the measResultNeighCells to include best neighbouring cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected handover failure;

4>
if the UE was configured to perform measurements for one or more EUTRA frequencies, include the measResultListEUTRA and include the corresponding carrierFreq and measResultList;
4>
if the UE was configured to perform measurement reporting for one or more neighbouring UTRA frequencies, include the measResultListUTRA and include the corresponding carrierFreq and measResultList;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring GERAN frequencies, include the measResultListGERAN;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring CDMA2000 frequencies, include the measResultsCDMA2000 and include the corresponding carrierFreq and measResultList;


From text procedure, it seems that only neighbour cells are included in. measResultNeighCells. However, since Scell is not neighbour cell but serving cell, procedure text should be clarified.
Proposal 1: Procedure text should be clarified that Scell measurement result can be included in measResultNeighCells.
3. Conclusion

We would like to confirm the following:
Confirmation 1: It is not necessary to add the IEs for old SCell information in RLF report, since measResultNeighCells-r9 is sufficient for old SCell information.

Proposal 1: Procedure text should be clarified that Scell measurement result can be included in measResultNeighCells.
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