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	In R2-111581, the description on SubframeConfigList in SIB2 is removed in order to align with RAN1 agreement.

On the other hand, RAN1 concluded that PDCCH DL assignment in MBSFN subframe is only transmission mode 9 in the same week as R2-111581 was agreed.
In order to align the description between RAN1 and RAN2, it is proposed to revert previous text but to clarify the exception is transmission mode 9.

	
	

	Summary of change:
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	Revert the descpription that upon reception of the mbsfn-SubframeConfigList in SIB2 no other DL assignments occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList.
To add the text that above is not applied to transmission mode 9. 
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not approved:
	The UE behaviour in transmission mode 1-8 are not aligned with RAN1 specification. The network may expect transmission mode 1-8 in MBSFN subframe works well in spite of it is not supported in RAN1 specification.

	
	

	Clauses affected:
(

	5.2.2.9

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *

5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if the mbsfn-SubframeConfigList is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList except when the configured transmissionMode is 'tm9';
1>
apply the configuration included in the radioResourceConfigCommon;

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon; 

1>
if in RRC_CONNECTED and UE is configured with RLF timer and constants values received within rlf-TimersAndConstants:
2>
The UE shall not update its values of the timers and constants in UE-TimersAndConstants except for the value of timer T300.
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