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	It is currently specified that when the UTRAN receives a CELL UPDATE/URA UPDATE message, the UTRAN should initiate an RRC connection release procedure. 

If the CELL UPDATE message was sent because of an unrecoverable error in RB2, RB3 or RB4, then the UTRAN should initiate an RRC connection release procedure. 

UTRAN may always initiate an RRC Connection Release in cases of congestion or other reasons; however, this is not bounded to a concrete procedure and it may happen at any time even if no procedure is ongoing.
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8.3.1.5
Reception of an CELL UPDATE/URA UPDATE message by the UTRAN
When the UTRAN receives a CELL UPDATE/URA UPDATE message, the UTRAN should:

1>
in case the procedure was triggered by reception of a CELL UPDATE:

2>
if SRNS relocation was performed:

3>
transmit a CELL UPDATE CONFIRM message on the downlink DCCH.

2>
otherwise:

3>
update the START value for each CN domain as maintained in UTRAN (refer to subclause 8.5.9) with "START" in the IE "START list" for the CN domain as indicated by "CN domain identity" in the IE "START list";

3>
transmit a CELL UPDATE CONFIRM message on the downlink DCCH or optionally on the CCCH but only if ciphering is not required; and

3>
optionally set the IE "RLC re-establish indicator (RB2, RB3 and RB4)" and/or the IE "RLC re-establish indicator (RB5 and upwards)" to TRUE to request a RLC re-establishment in the UE, in which case the corresponding RLC entities should also be re-established in UTRAN; or

1>
in case the procedure was triggered by reception of a URA UPDATE:

2>
if SRNS relocation was performed:

3>
transmit a URA UPDATE CONFIRM message on the downlink DCCH.

2>
otherwise:
3>
transmit a URA UPDATE CONFIRM message on the downlink CCCH or DCCH.
2>
include the IE "URA identity" in the URA UPDATE CONFIRM message in a cell where multiple URA identifiers are broadcast; or


1>
if the CELL UPDATE message was sent because of an unrecoverable error in RB2, RB3 or RB4:

2>
initiate an RRC connection release procedure (subclause 8.1.4) by transmitting an RRC CONNECTION RELEASE message on the downlink CCCH.

1>
if the radio bearer is connected to a CS domain radio access bearer and the radio bearer uses UM RLC:

2>
the UM RLC entity should be re-established in UTRAN.

UTRAN may transmit several CELL UPDATE CONFIRM/URA UPDATE CONFIRM messages to increase the probability of proper reception of the message by the UE. In such a case, the RRC SN for these repeated messages should be the same.
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