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	Reason for change:
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	TS 36.101 reserves the operating frequency bands 33 to 43 for LTE TDD. Frequency bands 44 to 64 are also meant to be used for LTE TDD even it is not currently specified. In 25.331, the IE "Frequency band indicator 3" is defined as an integer with range 23 to 86 and its stated that the value represents a unique FDD band number. Consequently, the band numbers that can be singaled by the IE "Frequency band indicator 3" falls with in the range of LTE TDD band numbers. From operational point of view, its not acceptable to use same frequency operation band numbers for LTE TDD and UMTS FDD.

	
	

	Summary of change:
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	In table 10.3.6.35ca (Frequency  band indicator 3), a note explaining that an offset of 54 shall be added to the frequency band values 33..64, so that the signaled frequency band in the IE "Frequency band indicator 3" does not fall within the range of LTE TDD bands. 

	
	

	Consequences if 
(

not approved:
	UTRAN may end up using the same frequency band numbers for UMTS FDD as LTE TDD.

	
	

	Clauses affected:
(

	10.3.6.35ca

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


10.3.6.35ca 
Frequency band indicator 3

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency band indicator 3
	OP
	
	Integer (23..86)
	The Integer value indicates the band number, so Integer 23 refers to Band XXIII.

Band XXIII - Band LXXXVI are yet to be defined in this version of the specification.

NOTE.
	REL-10

	NOTE: 
For values 23..32, the frequency band number is the value indicated by the integer. For values 33..64, the frequency band number is the sum of the the value indicated by the integer and 54.
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